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Memo 

Date: August 22, 2019 
  

To: Troy Fujimoto, Acting City Planner 
  

From: Phil Ault, FCS Noise and Air Quality Scientist 
  

Subject: Oak Park Properties Specific Plan Noise Supporting Information 

  

In support of the Oak Park Properties Specific Plan Draft Environmental Impact Report, FirstCarbon 
Solutions (FCS) noise scientists conducted ambient noise measurements to evaluate the existing noise 
environment in the vicinity of the Specific Plan area (plan area). FCS noise scientists also used the federal 
Highway Administration traffic noise model to evaluate plan-related traffic noise impacts on roadway 
segments in the vicinity of the plan area. Reasonable worst-case hourly average noise levels during 
construction were also calculated. This analysis was conducted assuming that construction and 
operation of both the Civic Project and the Residential Project would occur simultaneously.  

Sincerely, 
 
 
 

Phil Ault, Noise and Air Quality Scientist 
FirstCarbon Solutions 
7265 N. First St., Suite 101 
Fresno, CA 93720 
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                             TABLE Existing-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Oak Park Boulevard - Monte Cresta Avenue to Monticello 
Avenue 
NOTES: Oak Park/Monticello Specific Plan - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 8400    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  61.83 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0         73.9        158.8     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Oak Park Boulevard - Monticello Avenue to Manor Avenue 
NOTES: Oak Park/Monticello Specific Plan - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 12800    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  63.66 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0         97.7        210.2     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monte Cresta Avenue - Santa Barbara Road to Oak Park 
Boulevard 
NOTES: Oak Park/Monticello Specific Plan - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 1700    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  53.03 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Santa Barbara Road - Monte Cresta Avenue to Monticello 
Avenue 
NOTES: Oak Park/Monticello Specific Plan - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 1800    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  53.28 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monticello Avenue - Santa Barbara Road to Project 
Driveway 
NOTES: Oak Park/Monticello Specific Plan - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 3800    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  56.52 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         70.6     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monticello Avenue - Project Driveway to Oak Park 
Boulevard 
NOTES: Oak Park/Monticello Specific Plan - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4100    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  56.85 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         74.2     
 
______________________________________________________________________ 
 
  



                             TABLE Existing + Project-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Oak Park Boulevard - Monte Cresta Avenue to Monticello 
Avenue 
NOTES: Oak Park/Monticello Specific Plan - Existing + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 8500    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  61.88 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0         74.5        160.1     
 
______________________________________________________________________ 
 
  



                             TABLE Existing + Project-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Oak Park Boulevard - Monticello Avenue to Manor Avenue 
NOTES: Oak Park/Monticello Specific Plan - Existing + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 13000    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  63.72 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0         98.8        212.4     
 
______________________________________________________________________ 
 
  



                             TABLE Existing + Project-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monte Cresta Avenue - Santa Barbara Road to Oak Park 
Boulevard 
NOTES: Oak Park/Monticello Specific Plan - Existing + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 1700    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  53.03 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Existing + Project-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Santa Barbara Road - Monte Cresta Avenue to Monticello 
Avenue 
NOTES: Oak Park/Monticello Specific Plan - Existing + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 1900    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  53.51 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Existing + Project-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monticello Avenue - Santa Barbara Road to Project 
Driveway 
NOTES: Oak Park/Monticello Specific Plan - Existing + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 3900    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  56.64 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         71.8     
 
______________________________________________________________________ 
 
  



                             TABLE Existing + Project-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monticello Avenue - Project Driveway to Oak Park 
Boulevard 
NOTES: Oak Park/Monticello Specific Plan - Existing + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4600    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  57.35 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         80.1     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Oak Park Boulevard - Monte Cresta Avenue to Monticello 
Avenue 
NOTES: Oak Park/Monticello Specific Plan - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 11000    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  63.00 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0         88.4        190.1     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Oak Park Boulevard - Monticello Avenue to Manor Avenue 
NOTES: Oak Park/Monticello Specific Plan - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16000    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.62 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         52.9        113.3        243.9     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monte Cresta Avenue - Santa Barbara Road to Oak Park 
Boulevard 
NOTES: Oak Park/Monticello Specific Plan - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 2000    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  53.74 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Santa Barbara Road - Monte Cresta Avenue to Monticello 
Avenue 
NOTES: Oak Park/Monticello Specific Plan - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 1700    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  53.03 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monticello Avenue - Santa Barbara Road to Project 
Driveway 
NOTES: Oak Park/Monticello Specific Plan - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4000    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  56.75 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         73.0     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monticello Avenue - Project Driveway to Oak Park 
Boulevard 
NOTES: Oak Park/Monticello Specific Plan - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4300    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  57.06 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         76.6     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative + Project-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Oak Park Boulevard - Monte Cresta Avenue to Monticello 
Avenue 
NOTES: Oak Park/Monticello Specific Plan - Cumulative + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 11100    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  63.04 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0         88.9        191.2     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative + Project-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Oak Park Boulevard - Monticello Avenue to Manor Avenue 
NOTES: Oak Park/Monticello Specific Plan - Cumulative + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 13800    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  63.98 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0        102.8        221.0     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative + Project-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monte Cresta Avenue - Santa Barbara Road to Oak Park 
Boulevard 
NOTES: Oak Park/Monticello Specific Plan - Cumulative + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 2000    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  53.74 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative + Project-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Santa Barbara Road - Monte Cresta Avenue to Monticello 
Avenue 
NOTES: Oak Park/Monticello Specific Plan - Cumulative + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 2100    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  53.95 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative + Project-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monticello Avenue - Santa Barbara Road to Project 
Driveway 
NOTES: Oak Park/Monticello Specific Plan - Cumulative + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4000    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  56.75 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         73.0     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative + Project-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 08/16/2019 
ROADWAY SEGMENT: Monticello Avenue - Project Driveway to Oak Park 
Boulevard 
NOTES: Oak Park/Monticello Specific Plan - Cumulative + Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 4800    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  57.54 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0         82.4     
 
______________________________________________________________________ 
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