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Section I Project Description 

 

INTRODUCTION 

 

This report has been prepared to analyze the hydrological and hydraulic effects of the Victorville 

Retail Project at the SWC of US 395 & SR 18.    

 

IMPROVEMENTS 

 

The subject property is currently undeveloped. The existing burger king building at the northeast 

corner of the site is not a part of the scope. 

 

The proposed development for 15.39 acres.  The new development will include street dedications 

resulting in a total onsite area of 14.80 acres, which includes, 10 buildings at a total gross 

building area of approximately 96,300 square feet.  The project will be divided into two main 

phases; phase 1 will includes 36,500 square feet of building, the Master Storm Drain Line E-01, 

the onsite storm drain systems, and all water quality BMPs, phase 2 will include the construction 

of 60,000 square feet of building.   Both phases will also include the development of new AC 

parking lots, drive isles, sidewalks, and landscaping. 

 

EXISTING DRAINAGE PATTERN 
The existing drainage pattern within the proposed development area sheet flows from the 

southwest to the northeast, towards an existing Caltrans drainage outlet structure located adjacent 

to Palmdale Road in a Caltrans Easement, tributary to two 7’x3’ RCB culverts that cross 

Palmdale Road and connect into the existing 8’x7’ box culvert master storm drain north of 

Palmdale Road. 

 

As part of the proposed improvements and per Victorville Master Plan Drainage Study, a 

proposed regional 84” RCP storm drain will be installed in Highway 395, adjacent to the 

proposed project site, and sweep across the proposed site in a drainage easement, at which point 

the storm drain transitions to 2-7’x3’ RCB culverts, for the ultimate connection to the existing 

two 7’x3’ RCB culverts.    

 

As part of the preliminary drainage study, Victorville’s proposed regional 84” RCP storm drain 

and 2-7’x3’ RCB culvert sizing will be confirmed given the already calculated flow rates 

provided by Ludwig Engineering’s Drainage Study and Exhibit attached in the Appendix. 

 

For analyzing the pre and post development runoff rate, there are two existing onsite drainage 

sub-areas, Areas AA3.1 and AA3.2. 

 

Subarea AA3.1: 

This area is 13.75 acres onsite, that sheet flows from the southwest to the northeast Caltrans 

drainage outlet structure located adjacent to Palmdale Rd.  Currently this entire sub-area is 

undeveloped, however there are two natural drainage flowlines conveying the majority of the 

undeveloped runoff to the existing Caltrans drainage outlet structure, tributary to the two 7’x3’ 

RCB which crosses Palmdale Road and connects to the drainage inlet structure north of Palmdale 

Road. 



Preliminary Drainage Study 

VICTORVILLE RETAIL PROJECT 

SWC OF US 395 & SR 18 

 

March 1st, 2019 

 

 

Subarea AA3.2: 

This area is 1.01 acres located at the northwest corner of the site.  Currently the runoff sheet 

flows from the site into Palmdale Road curb and gutter, and discharges into the grated inlet at the 

existing Burger King driveway entrance, in Palmdale Road.  The grated inlet discharges into an 

existing 18” storm drain line crossing Palmdale Road and connecting into the existing drainage 

inlet structure on the north side of Palmdale Road. 

 

 

DEVELOPED DRAINAGE PATTERN 
Generally, the developed drainage pattern is consistent with the existing drainage pattern.  The 

developed site drainage is divided into eight drainage areas (DA-1 to DA-9) with twenty two 

subareas (A-V), all tributary to one ultimate outfall location (Outlet 1). 

 

Drainage Area 1: 

Subareas P and M contribute to Drainage Area 1, which collects the 100-year storm event in an 

underground retention system, promoting the natural soils infiltration rate. 

 

Subarea Area P: 

This subarea is 0.36 acres located at the southeast corner of the site.  This area is 

designed to sheet flow and collect the subarea’s runoff via curb and gutter, tributary to 

the curb inlet basin (CB-P) which connects directly to the underground retention system 

(DT-1) located in subarea M. 

 

 Subarea Area M: 

This subarea is 1.42 acres located at the southeast corner of the site.  This area is 

designed to sheet flow and collect the subarea’s runoff via curb inlet basin (CB-M) which 

connects directly to the underground retention system  (DT-1) located within this 

subarea.  

 

Drainage Area 2: 

Subareas L, N, and O contribute to Drainage Area 2, which collects the 100-year storm event in 

an underground retention system, promoting the natural soils infiltration rate. 

 

Subarea Area L: 

This subarea is 0.24 acres located at the southeast corner of the site.  This area is 

designed to sheet flow and collect the subarea’s runoff via curb and gutter, tributary to 

the curb inlet basin (CB-L) which connects directly to the underground retention system 

(DT-2) located in subarea L.   

 

Subarea Area N: 

This subarea is 0.51 acres located at the southeast corner of the site, within the proposed 

gas station parcel.  This area is designed to collect the runoff via grated catch basin inlet 

(CB-N) and connect directly into the underground retention system (DT-2) located in 

Subarea L. 
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Subarea Area O: 

This subarea is 0.31 acres located at the southeast corner of the site, within the proposed 

gas station parcel.  This area is designed to collect the runoff via grated catch basin inlet 

(CB-O) and connect directly into the underground retention system (DT-2) located in 

Subarea L. 

 

Drainage Area 3: 

Subareas I and J contribute to Drainage Area 3, which collects the 100-year storm event in an 

underground retention system, promoting the natural soils infiltration rate. 

 

Subarea Area I: 

This subarea is 0.16 acres located west, in between Pads 9 and 10.  This subarea will 

sheet flow to curb inlet (CB-I) that connects directly to the underground retention system 

(DT-3) located in subarea J.   

 

Subarea Area J: 

This subarea is 1.41 acres located west, adjacent to Pad 9.  This subarea will sheet flow to 

a curb inlet (CB-J) that connects directly to the underground retention system (DT-3) 

located within this subarea.   

 

Drainage Area 4: 

Subareas C, D, F, G and V contribute to Drainage Area 4, which collects the 100-year storm 

event in an underground retention system, promoting the natural soils infiltration rate. 

 

Subarea Area C: 

This subarea is 0.42 acres located north, in between Pads 2 and 3.  This subarea will sheet 

flow to a curb inlet (CB-C) that connects directly to the underground retention system 

(DT-4) located within this subarea D and F. The curb inlet acts as a diversion structure, 

diverting the necessary 100-year storm event (low-flow) to the underground retention 

system.  The high-flow will be piped via storm drain and connect directly into the 

proposed Regional storm drain main. 

 

Subarea Area D: 

This subarea is 1.87 acres located north, south of Pad 3.  This subarea will sheet flow to a 

curb inlet (CB-D) that connects directly to the underground retention system (DT-4) 

located within this subarea D and F. The curb inlet acts as a diversion structure, diverting 

the necessary 100-year storm event (low-flow) to the underground retention system.  The 

high-flow will be piped via storm drain and connect directly into the proposed Regional 

storm drain main. 

 

Subarea Area F: 

This subarea is 2.55 acres located at the center of the site, east of Pad 8.  This subarea 

will sheet flow to a curb inlet (CB-F) that connects directly to the underground retention 

system (DT-4) located within this subarea D and F. The curb inlet acts as a diversion 

structure, diverting the necessary 100-year storm event (low-flow) to the underground 
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retention system.  The high-flow will be piped via storm drain and connect directly into 

the proposed Regional storm drain main. 

 

Subarea Area G: 

This subarea is 0.78 acres located at the center of the site, west of Pad 4.  This subarea 

will sheet flow to a curb inlet (CB-G) that connects directly to the underground retention 

system (DT-4) located within this subarea D and F. The curb inlet acts as a diversion 

structure, diverting the necessary 100-year storm event (low-flow) to the underground 

retention system.  The high-flow will be piped via storm drain and connect directly into 

the proposed Regional storm drain main. 

 

Subarea Area V: 

This subarea is 0.29 acres located west of the site, adjacent to the right of way and future 

Fern Hill Street.  This subarea will sheet flow to a curb inlet (CB-V) that connects 

directly to the underground retention system (DT-4) located within this subarea D and F.  

 

Drainage Area 5: 

Subareas H contributes to Drainage Area 5. 

 

Subarea Area H: 

This subarea is 0.31 acres located at the west of the site, adjacent to the right of way and 

the future Fern Hill Street.  This subarea will sheet flow offsite into the future Fern Hill 

Street.  This subarea is small in comparison to the entire site area, therefore, has minimal 

offsite impacts.  In addition, this subarea has been included in the overall site discharge 

calculations, therefore equivalently accounting for this subarea to not increase 90% of the 

100-year storm event.  

   

Drainage Area 6: 

Subareas A, B and E contribute to Drainage Area 6, which collects the 100-year storm event in 

an underground retention system, promoting the natural soils infiltration rate. 

 

Subarea Area A: 

This subarea is 0.74 acres located at the northwest, including Pads 1.  This subarea will 

sheet flow to a curb inlet (CB-A) that connects directly to the underground retention 

system (DT-6) located within this subarea A. The curb inlet acts as a diversion structure, 

diverting the necessary 100-year storm event (low-flow) to the underground retention 

system.  The high-flow will be piped via storm drain and connect directly into the 

proposed Regional storm drain main. 

 

Subarea Area B: 

This subarea is 0.23 acres located at the main drive entrance, in between Pads 1 and 2.  

This subarea will sheet flow to a curb inlet (CB-B) that connects directly to the 

underground retention system (DT-6) located within this subarea A. The curb inlet acts as 

a diversion structure, diverting the necessary 100-year storm event (low-flow) to the 

underground retention system.  The high-flow will be piped via storm drain and connect 

directly into the proposed Regional storm drain main. 
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Subarea Area E: 

This subarea is 0.32 acres located east, adjacent to Pad 8.  This subarea will sheet flow to 

a grated inlet (CB-E) that connects directly to the underground retention system (DT-6) 

located within this subarea A. The curb inlet acts as a diversion structure, diverting the 

necessary 100-year storm event (low-flow) to the underground retention system.  The 

high-flow will be piped via storm drain and connect directly into the proposed Regional 

storm drain main. 

 

Drainage Area 7: 

Subareas S and Q contribute to Drainage Area 7, which sheet flows the runoff offsite. 

 

Subarea Area S: 

This subarea is 0.91 acres located north of the site, adjacent to the existing burger king 

site.  This subarea will sheet flow into a proposed grated inlet (CB-S), adjacent to the 

existing Caltrans Drainage Structure.  This subarea is located at the site’s low point and 

cannot connect directly to an onsite underground retention system; therefore, the runoff 

from this area will be collected via grated inlet and discharged directly into the proposed 

60” Regional storm drain system.  This subarea is small in comparison to the entire site 

area, therefore, has minimal offsite impacts.  In addition, this subarea has been included 

in the overall site discharge calculations, therefore equivalently accounting for this 

subarea to not increase 90% of the 100-year storm event.  

 

Subarea Area Q: 

This subarea is 0.23 acres located at the north of the site, adjacent to the right of way in 

Highway 18.  This subarea will sheet flow offsite into Palmdale Road.  This subarea is 

small in comparison to the entire site area, therefore, has minimal offsite impacts.  In 

addition, this subarea has been included in the overall site discharge calculations, 

therefore equivalently accounting for this subarea to not increase 90% of the 100-year 

storm event.  

 

Drainage Area 8: 

Subarea R contributes to Drainage Area 8, which sheet flows the runoff offsite. 

 

Subarea Area R: 

This subarea is 0.34 acres located at the east of the site, adjacent to the right of way in 

Highway 395.  This subarea will sheet flow offsite into Highway 395.  This subarea is 

small in comparison to the entire site area, therefore, has minimal offsite impacts.  In 

addition, this subarea has been included in the overall site discharge calculations, 

therefore equivalently accounting for this subarea to not increase 90% of the 100-year 

storm event.  

 

Drainage Area 9: 

Subarea K, U, and T contribute to Drainage Area 9, which collects the 100-year storm event in 

an underground retention system, promoting the natural soils infiltration rate. 
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Subarea Area K: 

This subarea is 0.94 acres located at the center of the site, west of Pad 5.  This subarea 

will sheet flow the runoff into a flowline within the finger island planter and will be 

collected by a downstream grated inlet within the landscape area.  The grated inlet acts as 

a diversion structure, diverting the necessary 100-year storm event (low-flow) to the 

underground retention system.  The high-flow will be piped via storm drain and connect 

directly into the proposed Regional storm drain main. 

 

Subarea Area U: 

This subarea is 0.28 acres located east of Pad 5, adjacent to US Route 395.  This subarea 

will sheet flow the runoff to a curb inlet located within the proposed drive-thru.  The curb 

inlet (CB-U) will connect directly into the underground retention system (DT-8) located 

in Subarea G. 

 

Subarea Area T: 

This subarea is 0.23 acres located east of Pad 4, adjacent to US Route 395.  This subarea 

will sheet flow the runoff to a curb inlet located within the proposed drive-thru.  The curb 

inlet (CB-T) will connect directly into the underground retention system (DT-8) located 

in Subarea G. 

 

 

HYDROMODIFICATION 

As required by the City of Victorville, the runoff from the developed site must not be greater 

than 90% of the pre-development 100-year storm event.  Per the San Bernardino County 

Technical Guideance Document, Hydromodification shall not exceed the 10-year storm event 

from pre to post development volume and flow rate. 

Both of these design parameters were used in the HydroCAD calculations included in the 

Appendix and as summarized below. 

 

 

Project 

Area 

(643,066sf) 

100-Year 10-Year 

Runoff 

Volume (cf) 

Peak Flow 

Rate (cfs) 

 Runoff 

Volume (cf) 

Peak Flow 

Rate (cfs) 

 

Existing 

Conditions 
181,340 49.27 

 
86,162 23.17 

 

Proposed 

Conditions 
55,539 41.70 

 
24,437 19.52 

 

 

As concluded, the site has reduced the post-development peak flow rate and runoff volumes by 

implementing onsite underground retention systems; therefore, the site will have no negative 

impacts downstream.  

 

RUN-ON 
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As described above, site run-on is anticipated from the undeveloped site located south of the 

proposed development, as well as site run-on from the developed housing Tract 16677 southwest 

of the proposed Victorville Retail project.  Per Ludwig Engineering’s Hydrology Analysis, the 

total run-on for the adjacent lots south and southeast of the proposed Fern Pine Street, tributary 

to Highway 395, results in a peak 100 year flow rate of  47 cfs (portion of AA2 plus AA3 as 

provided on Ludgwig Engineering’s Exhibit).  

 

Additional site run-on is additionally anticipated for the developed and undeveloped lots west of 

Fern Pine Street, tributary to Palmdale Road.  Per Ludwig Engineering’s Hydrology Analysis, 

the total run-on is 94 cfs (portions of AA1, AA6, AA7, and AA8 as provided on Ludwig 

Engineering’s Exhibit).  

  

As part of the proposed development, catch basin inlets or riser inlet pipes are placed onsite, at 

two locations; one adjacent to Highway 395 to collect the run-on from east of the proposed Fern 

Pine Street, and one in the knuckle of the proposed Fern Pine Street to collect run-on from west 

of the future road.  Currently there is no existing inlet within Highway 395 or the proposed Fern 

Pine Street.  

This run-on has been included in sizing the Regional Master Storm Drain System. 

MASTER STORM DRAIN LINE E-01 

As part of the proposed improvements and per Victorville Master Plan Drainage Study, a 

proposed regional 84” RCP storm drain E-01 will be installed adjacent to Highway 395, on the 

proposed development within a dedicated easement, and sweep across the proposed site at which 

point the storm drain will transition to 2-7’x3’ RCB culverts, for the ultimate connection to the 

existing two 7’x3’ RCB culverts at the north end of the site. 

 

As part of the preliminary drainage study, Victorville’s proposed regional 84” RCP storm drain 

and 2-7’x3’ RCB culvert sizing will be confirmed given the already calculated flow rates 

provided by Ludwig Engineer’s Drainage Study and Exhibits provided in the Appendix.  

Additional refer to Section V herein for further information.  

 

As described above, run-on is anticipated for the lots south of the proposed development.  A 

temporary inlet will be placed in highway 395, at the southwest corner of the site and within the 

existing flowline, to collect site run-on and convey to the proposed Master Storm Drain Line E-

01.   

 

 

RUN-ON PUBLIC STORM DRAIN LINE E-01.A 

As described above, run-on is anticipated from the lots west of the future Fern Pine Street.  As 

part of the proposed development and phase 1 construction, a public storm drain line will be 

installed to collect the existing site run-on at the future Fern Pine Street knuckle.  This un-on 

storm drain line E-01.A will collect and convey the runoff to the Master Storm Drain Line E-01.  

The pipe has been sized accordingly herein this report. 
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OFFSITE FACILITIES:  

There is an existing drop inlet basin just west of the existing Caltrans Outlet Structure, within   

the gutter of Palmdale Road.  As part of the road widening on Palmdale Road, the existing gutter 

flowline will be relocated as well as the existing drop inlet.  The relocated inlet will be south of 

the existing condition and the existing 18” storm drain will be extended to the new inlet location.
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Section II Methodology 

 

RUNOFF DETERMINATION METHODS 

(ONSITE ONLY) 

 

Two main methods are used in the San Bernardino County area to determine design discharges, 

the Rational Method and the Unit Hydrograph method.   

 

The Rational Method is used for determining the peak runoff values for the pre-developed 

conditions. 

 

The Rational Method is also used for calculating the time of concentration values for the post-

developed conditions. 

 

The Unit-Hydrograph Method is used for creating the runoff hydrographs for the post-developed 

conditions.  These hydrographs are then routed through the proposed retention basin.  The 2, 10, 

and 100 Year storms are analyzed and routed through the proposed detention basin to ensure that 

the outflow from the basin will not exceed 90% of the pre-developed peak flow. 

 

RATIONAL METHOD 

(ONSITE ONLY) 

 

The Rational method is based on the following equation: 

 

Q = C I A 

 

Where:  

Q = peak discharge, in cubic feet per second (cfs) 

 

C = runoff coefficient, proportion of the rainfall that runs off the surface (no units) 

 

 C=0.9*(ai+((I-Fp)*ap)/I); for I greater than Fp 

 C=0.90*ai; for I less than or equal to Fp 

 

I = average rainfall intensity for a duration equal to the Tc for the area, in inches per hour (Note: 

If the computed Tc is less than 5 minutes, use 5 minutes for computing the peak discharge, Q). I 

is obtained from the Intensity-Duration Curves from the SB Manual. 

 

A = drainage area contributing to the design location, in acres 

 

ai = Impervious area percentage 

ap = Pervious area percentage 

Fp = Loss rate for Soils Group B (in/hr) from San Bernardino County Hydrology Manual  
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 Curve Numbers: 

Curve numbers are obtained from Figure C-8 of the San Bernardino County Hydrology 

Manual, for Herbaceous Cover, Soil B, 40% cover density, undeveloped; CN=74.   

 

The value for developed commercial is obtained from Figure C-3, Urban Landscape, Soil 

B; CN=56. 

 

AMC III will be used. 
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Section III Rational Method Hydrology 

Calculations 
 
Runoff Calculations 

(Onsite) 

 

The San Bernardino County Hydrology Methodology was used, and the HydroCAD program 

calculated the existing and proposed runoff for the project for the 2-, 10-, and 100-Year Storm 

Events.  Below is a summary of the calculations concluded.  Refer to the appendix for the 

complete calculations performed.   

 

Existing Condition  

 

SUBBAREA AA3.1 

Tc=24 Min. 

0% Impervious 

Flow Length=580’ 

CN=88 

A=13.79 Acres          

Storm Event 
Rainfall 

Depth 
Q (cfs) 

2 1.49 7.63 

10 2.64 20.63 

100 4.70 45.84 

 

SUBBAREA AA3.2 

Tc=18.5 Min. 

0% Impervious 

Flow Length=870’ 

CN=88 

A=1.010 Acres 

 

Storm Event 
Rainfall 

Depth 
Q (cfs) 

2 1.49 0.66 

10 2.64 1.75 

100 4.70 3.88 

 

Total Q100 Pre Development = 49.41 cfs 
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Proposed Condition 

 

Storm Event (2-Year) 

Rainfall Depth=1.49” 

 

DA DMA 
Area 

(ac). 
Impervious 

Slope 

(ft/ft) 
Length  Q (cfs) 

DA-1 P 0.36 0.85 1.7 164 0.75 

 (Dt-1) M 1.42 0.85 1.1 329 2.66 

DA-2 L 0.24 0.85 1 122 0.5 

 (Dt-2) N 0.51 0.85 1.1 215 1.03 

  O 0.31 0.85 1.5 190 0.64 

DA-3 I 0.16 0.85 0.7 129 0.35 

 (Dt-3) J 1.41 0.85 2 256 2.88 

DA-4 V 0.29 0.85 0.5 185 0.57 

 (Dt-4) D 1.82 0.85 2.3 457 3.38 

  G 0.78 0.85 1.2 243 1.48 

  F 2.55 0.85 1.5 553 4.21 

  C 0.42 0.85 1.6 249 0.86 

DA-6 A 0.74 0.85 0.7 182 1.49 

 (Dt-6) B 0.23 0.85 1.6 153 0.48 

  E 0.32 0.85 0.4 394 0.51 

DA-9 T 0.23 0.85 0.5 127 0.47 

 (Dt-9) U 0.28 0.85 1 125 0.58 

  K 0.94 0.85 1 254 1.85 

SUBTOTAL   13.01       24.69 

 

Runoff 

DA DMA 
Area 

(ac). 
Impervious Q(cfs) 

DA-5 H 0.31 0.85 0.67 

DA-7 
S 0.91 0.85 1.87 

Q 0.23 0.85 0.49 

DA-8 R 0.34 0.1 0.11 

SUBTOTAL   1.79   3.14 
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Storm Event (10-Year) 

Rainfall Depth=2.64” 

 

DA DMA 
Area 

(ac). 
Impervious 

Slope 

(ft/ft) 
Length  Q (cfs) 

DA-1 P 0.36 0.85 1.7 164 1.4 

 (Dt-1) M 1.42 0.85 1.1 329 4.99 

DA-2 L 0.24 0.85 1 122 0.9 

 (Dt-2) N 0.51 0.85 1.1 215 1.93 

  O 0.31 0.85 1.5 190 1.2 

DA-3 I 0.16 0.85 0.7 129 0.63 

 (Dt-3) J 1.41 0.85 2 256 5.4 

DA-4 V 0.29 0.85 0.5 185 1.06 

 (Dt-4) D 1.82 0.85 2.3 457 6.35 

  G 0.78 0.85 1.2 243 2.78 

  F 2.55 0.85 1.5 553 7.92 

  C 0.42 0.85 1.6 249 1.62 

DA-6 A 0.74 0.85 0.7 182 2.79 

 (Dt-6) B 0.23 0.85 1.6 153 0.89 

  E 0.32 0.85 0.4 394 0.97 

DA-9 T 0.23 0.85 0.5 127 0.88 

 (Dt-9) U 0.28 0.85 1 125 1.09 

  K 0.94 0.85 1 254 3.47 

SUBTOTAL   13.01       46.27 

 

Runoff 

DA DMA 
Area 

(ac). 
Impervious Q(cfs) 

DA-5 H 0.31 0.85 1.25 

DA-7 
S 0.91 0.85 3.5 

Q 0.23 0.85 0.92 

DA-8 R 0.34 0.1 0.51 

SUBTOTAL   1.79   6.18 
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Storm Event (100-Year) 

Rainfall Depth=4.70” 

 

DA DMA 
Area 

(ac). 
Impervious 

Slope 

(ft/ft) 
Length  Q (cfs) 

DA-1 P 0.36 0.85 1.7 164 2.55 

 (Dt-1) M 1.42 0.85 1.1 329 9.1 

DA-2 L 0.24 0.85 1 122 1.63 

 (Dt-2) N 0.51 0.85 1.1 215 3.52 

  O 0.31 0.85 1.5 190 2.18 

DA-3 I 0.16 0.85 0.7 129 1.14 

 (Dt-3) J 1.41 0.85 2 256 9.84 

DA-4 V 0.29 0.85 0.5 185 1.94 

 (Dt-4) D 1.82 0.85 2.3 457 11.58 

  G 0.78 0.85 1.2 243 5.07 

  F 2.55 0.85 1.5 553 14.46 

  C 0.42 0.85 1.6 249 2.94 

DA-6 A 0.74 0.85 0.7 182 5.07 

 (Dt-6) B 0.23 0.85 1.6 153 1.63 

  E 0.32 0.85 0.4 394 1.77 

DA-9 T 0.23 0.85 0.5 127 1.61 

 (Dt-9) U 0.28 0.85 1 125 1.98 

  K 0.94 0.85 1 254 6.33 

SUBTOTAL   13.01       84.34 

 

Runoff 

DA DMA 
Area 

(ac). 
Impervious Q(cfs) 

DA-5 H 0.31 0.85 2.28 

DA-7 
S 0.91 0.85 6.36 

Q 0.23 0.85 1.68 

DA-8 R 0.34 0.1 1.44 

SUBTOTAL   1.79   11.76 

 

Total Proposed Flow Generated (Q100) = 96.1 cfs 

 

 

Per the City of Victorville Hydrology requirements, the post-development runoff rate from the 

site shall be 90% of the pre-developed runoff rate.  In order to comply with this requirement, and 

in order to address water quality and Hydromodification requirements set forth by the WQMP 
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Technical Guideance Document, underground retention units will be implemented.  Further 

calculations are provided in the Appendix, however, after implementing these BMPs and 

promoting the natural infiltration, the total site runoff rate for the 100-year storm event is 

reduced to 41.70 cfs. 

 

Total Flow Reduction by Retention Units: 54.4 cfs 

Total Proposed Flow Discharged (Q100): 41.70cfs 

 

(Pre-Development Rate) 49.27 cfs *0.90= 44.34 cfs 

(Post-Development Rate) 41.70< 44.34cfs Okay
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Section IV Hydrograph Calculations 

 
The San Bernardino County Hydrograph Methodology was used, and the HydroCAD program 

calculated the existing and proposed runoff for the project for the 2-, 10-, and 100-Year Storm 

Events.  Below is a summary of the calculations concluded.  Refer to the appendix for the 

complete calculations performed.   

 

Existing Condition  

 

SUBBAREA AA3.1 

Tc=24 Min. 

0% Impervious 

Flow Length=580’ 

CN=88 

A=13.75 Acres          

Storm Event 
Rainfall 

Depth 
V (af) 

2 1.49 0.66 

10 2.64 1.73 

100 4.70 2.51 

 

SUBBAREA AA3.2 

Tc=18.5 Min. 

0% Impervious 

Flow Length=870’ 

CN=88 

A=1.010 Acres 

 

Storm Event 
Rainfall 

Depth 
V (af) 

2 1.49 0.048 

10 2.64 0.126 

100 4.70 0.18 

Total V100 Pre Development = 2.697 af 

 

Post-Development 

 

Storm Event (2-Year) 

Rainfall Depth=1.49” 

 

DA DMA 
Area 

(ac). 
Impervious 

Slope 

(ft/ft) 
Length  V(ac.ft) 

DA-1 P 0.36 0.85 1.7 164 0.035 
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 (Dt-1) M 1.42 0.85 1.1 329 0.139 

DA-2 L 0.24 0.85 1 122 0.025 

 (Dt-2) N 0.51 0.85 1.1 215 0.05 

  O 0.31 0.85 1.5 190 0.03 

DA-3 I 0.16 0.85 0.7 129 0.017 

 (Dt-3) J 1.41 0.85 2 256 0.138 

DA-4 V 0.29 0.85 0.5 185 0.028 

 (Dt-4) D 1.82 0.85 2.3 457 0.178 

  G 0.78 0.85 1.2 243 0.076 

  F 2.55 0.85 1.5 553 0.249 

  C 0.42 0.85 1.6 249 0.041 

DA-6 A 0.74 0.85 0.7 182 0.072 

 (Dt-6) B 0.23 0.85 1.6 153 0.023 

  E 0.32 0.85 0.4 394 0.031 

DA-9 T 0.23 0.85 0.5 127 0.023 

 (Dt-9) U 0.28 0.85 1 125 0.027 

  K 0.94 0.85 1 254 0.092 

SUBTOTAL   13.01       1.274 

 

Runoff 

DA DMA 
Area 

(ac). 
Impervious Q(cfs) 

DA-5 H 0.31 0.85 0.03 

DA-7 
S 0.91 0.85 0.089 

Q 0.23 0.85 0.023 

DA-8 R 0.34 0.1 0.006 

SUBTOTAL   1.79   0.148 

 

Storm Event (10-Year) 

Rainfall Depth=2.64” 

 

DA DMA 
Area 

(ac). 
Impervious 

Slope 

(ft/ft) 
Length  V(ac.ft) 

DA-1 P 0.36 0.85 1.7 164 0.069 

 (Dt-1) M 1.42 0.85 1.1 329 0.272 

DA-2 L 0.24 0.85 1 122 0.048 

 (Dt-2) N 0.51 0.85 1.1 215 0.098 

  O 0.31 0.85 1.5 190 0.059 

DA-3 I 0.16 0.85 0.7 129 0.032 
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 (Dt-3) J 1.41 0.85 2 256 0.27 

DA-4 V 0.29 0.85 0.5 185 0.056 

 (Dt-4) D 1.82 0.85 2.3 457 0.349 

  G 0.78 0.85 1.2 243 0.15 

  F 2.55 0.85 1.5 553 0.489 

  C 0.42 0.85 1.6 249 0.081 

DA-6 A 0.74 0.85 0.7 182 0.142 

 (Dt-6) B 0.23 0.85 1.6 153 0.044 

  E 0.32 0.85 0.4 394 0.061 

DA-9 T 0.23 0.85 0.5 127 0.044 

 (Dt-9) U 0.28 0.85 1 125 0.054 

  K 0.94 0.85 1 254 0.18 

SUBTOTAL   13.01       2.498 

 

Runoff 

DA DMA 
Area 

(ac). 
Impervious Q(cfs) 

DA-5 H 0.31 0.85 0.059 

DA-7 
S 0.91 0.85 0.175 

Q 0.23 0.85 0.044 

DA-8 R 0.34 0.1 0.025 

SUBTOTAL   1.79   0.303 

 

 

Storm Event (100-Year) 

Rainfall Depth=4.70” 

 

DA DMA 
Area 

(ac). 
Impervious 

Slope 

(ft/ft) 
Length  V(ac.ft) 

DA-1 P 0.36 0.85 1.7 164 0.13 

 (Dt-1) M 1.42 0.85 1.1 329 0.515 

DA-2 L 0.24 0.85 1 122 0.089 

 (Dt-2) N 0.51 0.85 1.1 215 0.185 

  O 0.31 0.85 1.5 190 0.112 

DA-3 I 0.16 0.85 0.7 129 0.06 

 (Dt-3) J 1.41 0.85 2 256 0.511 

DA-4 V 0.29 0.85 0.5 185 0.105 

 (Dt-4) D 1.82 0.85 2.3 457 0.659 

  G 0.78 0.85 1.2 243 0.283 
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  F 2.55 0.85 1.5 553 0.924 

  C 0.42 0.85 1.6 249 0.152 

DA-6 A 0.74 0.85 0.7 182 0.268 

 (Dt-6) B 0.23 0.85 1.6 153 0.083 

  E 0.32 0.85 0.4 394 0.116 

DA-9 T 0.23 0.85 0.5 127 0.083 

 (Dt-9) U 0.28 0.85 1 125 0.101 

  K 0.94 0.85 1 254 0.341 

SUBTOTAL   13.01       4.717 

 

 

Runoff 

DA DMA 
Area 

(ac). 
Impervious Q(cfs) 

DA-5 H 0.31 0.85 0.112 

DA-7 
S 0.91 0.85 0.33 

Q 0.23 0.85 0.083 

DA-8 R 0.34 0.1 0.07 

SUBTOTAL   1.79   0.595 

 

Total Proposed Volume Generated (V100) = 5.31 ac.ft. 

 

Per the City of Victorville Hydrology requirements, the post-development volume shall be 90% 

of the pre-developed volume.  In order to comply with this requirement, and in order to address 

water quality and Hydromodification requirements set forth by the WQMP Technical Guideance 

Document, underground retention units will be implemented.  Further calculations are provided 

in the Appendix, however, after implementing these BMPs and promoting the natural infiltration, 

the total site runoff rate for the 100-year storm event is reduced to 1.275 ac.ft. 

 

Total Volume Reduction by Retention Units: 4.04 ac.ft. 

Total Proposed Volume Discharged (V100): 1.275 ac.ft. 

 

(Pre-Development Rate) 2.70 ac.ft *0.90= 2.43 ac.ft 

(Post-Development Rate) 1.275< 2.43 ac.ft Okay 
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Section V City of Victorville Line E-01 Analysis 
 

STORM DRAIN E-01 ANALYSIS: 

As part of this hydrology analysis, the City of Victorville will condition the property to install 

the new Regional Storm Drain Line E-01 as part of the proposed developments.  The Regional 

Storm Drain will start at the south corner of the property, and traverse through the site and 

connect to the existing 2-7’x3’ RCB culverts to the north.  An inlet will be installed at the 

southeast corner of the site, within Highway 395, to collect all the existing run-on and discharge 

directly into the proposed Regional Storm Drain Main E-01. 

 

An overall Master Drainage Study performed by Ludwig Engineering shows the total Regional 

Storm Drain E-01 shall be designed for the peak flow rate Q100 of 424 cfs. 

 

Using the FHWA Hydraulic Toolbox Calculator, and inputting the following parameters:   

 

Input: 

Type: Circular 

Pipe Diameter: 7’ 

Longitudinal Slope (assumed slope of existing Highway 395): 0.005 

Manning’s Roughness for RCP Storm Drain: 0.012 

Flow Rate: 424 cfs 

 

The results, provided in the Attachment, show the 7’ RCP can adequately convey the 424 cfs 

required.   

 

Due to site constraints, a portion of the proposed 7’ RCP storm drain pipe will not maintain 

adequate cover; therefore a RCB will be required.  Using the FHWA Hydraulic Toolbox 

Calculator, and inputting the following parameters:   

 

Input: 

Type: Rectangular  

Pipe Width: 7’ 

Longitudinal Slope (assumed slope of existing Highway 395): 0.005 

Manning’s Roughness for RCB Storm Drain: 0.012 

Flow Rate: 300 cfs 

 

The results, provided in the Attachment, show a 7’x3’ RCB can convey 242 cfs.  A double 7’x3’ 

RCB will be required for a total flow capacity of 484 cfs.  In conclusion, a double 7’x3’ RCB 

culvert will be installed upstream of the existing double 7’x3’ RCB culvert.  Once the onsite 

minimum pipe cover can be maintained, the proposed RCB will covert to the 7’ RCP pipe for the 

remaining Regional Storm Drain segment.  See the provided preliminary storm drain plans 

located within the Appendix.  
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STORM DRAIN E-01.A ANALYSIS: 

 

An additional City storm drain main is proposed to collect and convey site run-on from the future 

corner of Fern Pine Street to the City of Victorville Master storm drain line E-01.  For the 

purposes of this report, the proposed storm drain line shall be referenced as line E-01.A.  As 

provided above, the site run-on anticipated for this location is 94 cfs.  Using the FHWA 

Hydraulic Toolbox Calculator, and inputting the following parameters:   

 

Input: 

Type: Circular 

Pipe Diameter: 48” 

Longitudinal Slope (assumed slope of existing site): 0.01 

Manning’s Roughness for RCP Storm Drain: 0.012 

Flow Rate: 94 cfs 

 

The results, provided in the Attachment, show the 48” RCP can adequately convey the 94 cfs 

required.  In conclusion, a proposed 48” RCP storm drain is required for Line E-01.A. 
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Section IV Conclusion 

 

 

Per Ludwig Engineer’s Master drainage Study, Exhibit A-1 Post Developed Condition, the Q100  

of 424 cfs was used to confirm the sizing of the City of Victorville 84” Regional storm drain 

main.   

 

Additionally, it was concluded the post-development 100-year storm event will not exceed more 

than 90% of the pre-development 100-year storm event with the mitigation outlined in this study. 

Therefore, this site will have no negative impacts downstream and hydromodification 

requirements are not applicable for the site.  

 

In addition, BMP’s will be installed that satisfy the City’s water quality requirements, which will 

reduce the pollutants generated from the project.   
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DA			DMA			AREA(AC.)		Q100(CFS)		V100 (AC.FT) DMA			AREA(AC.)		Q100(CFS)		V100 (AC.FT) AREA(AC.)		Q100(CFS)		V100 (AC.FT) Q100(CFS)		V100 (AC.FT) V100 (AC.FT) DA-1 		P			0.36			2.55			0.13		 P			0.36			2.55			0.13		 0.36			2.55			0.13		 2.55			0.13		 0.13		 (DT-1) M			1.42			9.10			0.515	 1.42			9.10			0.515	 9.10			0.515	 0.515	 DA-2			L			0.24			1.63			0.089 L			0.24			1.63			0.089 0.24			1.63			0.089 1.63			0.089 0.089 (DT-2) N			0.51			3.52			0.185 0.51			3.52			0.185 3.52			0.185 0.185 O			0.31			2.18			0.112 0.31			2.18			0.112 2.18			0.112 0.112 DA-3			I			0.16			1.14			0.060 I			0.16			1.14			0.060 0.16			1.14			0.060 1.14			0.060 0.060 (DT-3)	 J			1.41			9.84			0.511	 1.41			9.84			0.511	 9.84			0.511	 0.511	 DA-4			V			0.29			1.94			0.105 V			0.29			1.94			0.105 0.29			1.94			0.105 1.94			0.105 0.105 (DT-4) D			1.82			11.58			0.659 1.82			11.58			0.659 11.58			0.659 0.659 G			0.78			5.07			0.283 0.78			5.07			0.283 5.07			0.283 0.283 F			2.55			14.46			0.924 2.55			14.46			0.924 14.46			0.924 0.924 C			0.42			2.94			0.152 0.42			2.94			0.152 2.94			0.152 0.152 DA-6			A			0.74			5.07			0.268 A			0.74			5.07			0.268 0.74			5.07			0.268 5.07			0.268 0.268 B			0.23			1.63			0.083 0.23			1.63			0.083 1.63			0.083 0.083 E			0.32			1.77			0.116 0.32			1.77			0.116 1.77			0.116 0.116 DA-5			H			0.31			2.28			0.112 H			0.31			2.28			0.112 0.31			2.28			0.112 2.28			0.112 0.112 DA-7			S			0.91			6.36			0.330 S			0.91			6.36			0.330 0.91			6.36			0.330 6.36			0.330 0.330 Q			0.23			1.68			0.083 0.23			1.68			0.083 1.68			0.083 0.083 DA-8			R			0.34			1.44			0.070 R			0.34			1.44			0.070 0.34			1.44			0.070 1.44			0.070 0.070 DA-9			T			0.23			1.61			0.083 T			0.23			1.61			0.083 0.23			1.61			0.083 1.61			0.083 0.083 U			0.28			1.98			0.101 0.28			1.98			0.101 1.98			0.101 0.101 K			0.94			6.33			0.341 0.94			6.33			0.341 6.33			0.341 0.341 TOTAL						14.80			96.1 CFS		5.31 AC.FT 14.80			96.1 CFS		5.31 AC.FT 96.1 CFS		5.31 AC.FT 5.31 AC.FT TOTAL REDUCTION BY RETENTION UNITS			54.40	CFS		4.04 AC.FT 54.40	CFS		4.04 AC.FT CFS		4.04 AC.FT 4.04 AC.FT TOTAL DISCHARGED FROM SITE				41.70 CFS		1.275 AC.FT41.70 CFS		1.275 AC.FT1.275 AC.FT
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Area Listing (all nodes)

Area

(acres)

CN Description

(subcatchment-numbers)

14.800 74   (1S, 6S)

14.800 74 TOTAL AREA
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Soil Listing (all nodes)

Area

(acres)

Soil

Group

Subcatchment

Numbers

0.000 HSG A

0.000 HSG B

0.000 HSG C

0.000 HSG D

14.800 Other 1S, 6S

14.800 TOTAL AREA
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Ground Covers (all nodes)

HSG-A

(acres)

HSG-B

(acres)

HSG-C

(acres)

HSG-D

(acres)

Other

(acres)

Total

(acres)

Ground

Cover

Subcatchment

Numbers

0.000 0.000 0.000 0.000 14.800 14.800 1S, 6S

0.000 0.000 0.000 0.000 14.800 14.800 TOTAL AREA
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Pipe Listing (all nodes)

Line# Node

Number

In-Invert

(feet)

Out-Invert

(feet)

Length

(feet)

Slope

(ft/ft)

n Diam/Width

(inches)

Height

(inches)

Inside-Fill

(inches)

1 4P 25.10 19.00 89.0 0.0685 0.012 36.0 0.0 0.0
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Time span=5.00-48.00 hrs, dt=0.05 hrs, 861 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Stor-Ind+Trans method  -  Pond routing by Stor-Ind method

Runoff Area=13.790 ac   0.00% Impervious   Runoff Depth=0.57"Subcatchment 1S: AA3.1
   Flow Length=580'   Tc=24.0 min   AMC Adjusted CN=88   Runoff=7.63 cfs  0.660 af

Runoff Area=1.010 ac   0.00% Impervious   Runoff Depth=0.57"Subcatchment 6S: AA3.2
   Flow Length=870'   Tc=18.5 min   AMC Adjusted CN=88   Runoff=0.66 cfs  0.048 af

Peak Elev=26.19'   Inflow=8.22 cfs  0.708 afPond 4P: EX. CALTRANS BASN
36.0"  Round Culvert  n=0.012  L=89.0'  S=0.0685 '/'   Outflow=8.22 cfs  0.708 af

Total Runoff Area = 14.800 ac   Runoff Volume = 0.708 af   Average Runoff Depth = 0.57"
100.00% Pervious = 14.800 ac     0.00% Impervious = 0.000 ac
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Summary for Subcatchment 1S: AA3.1

Runoff = 7.63 cfs @ 12.19 hrs,  Volume= 0.660 af,  Depth= 0.57"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 13.790 74

13.790 74 88 Weighted Average, AMC Adjusted
13.790 100.00% Pervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

24.0 580 0.40 Direct Entry, 

Subcatchment 1S: AA3.1

Runoff

Hydrograph

Time  (hours)
48474645444342414039383736353433323130292827262524232221201918171615141312111098765
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lo

w
  

(c
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1

0

Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=13.790 ac

Runoff Volume=0.660 af

Runoff Depth=0.57"

Flow Length=580'

Tc=24.0 min

AMC Adjusted CN=88

7.63 cfs
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Summary for Subcatchment 6S: AA3.2

Runoff = 0.66 cfs @ 12.12 hrs,  Volume= 0.048 af,  Depth= 0.57"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 1.010 74

1.010 74 88 Weighted Average, AMC Adjusted
1.010 100.00% Pervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

18.5 870 0.78 Direct Entry, 

Subcatchment 6S: AA3.2

Runoff

Hydrograph

Time  (hours)
48474645444342414039383736353433323130292827262524232221201918171615141312111098765
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w
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0.65
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0.55
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0.4

0.35

0.3

0.25

0.2

0.15

0.1

0.05

0

Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=1.010 ac

Runoff Volume=0.048 af

Runoff Depth=0.57"

Flow Length=870'

Tc=18.5 min

AMC Adjusted CN=88

0.66 cfs
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Summary for Pond 4P: EX. CALTRANS BASN

[57] Hint: Peaked at 26.19' (Flood elevation advised)

Inflow Area = 14.800 ac, 0.00% Impervious,  Inflow Depth = 0.57"    for  2 event
Inflow = 8.22 cfs @ 12.18 hrs,  Volume= 0.708 af
Outflow = 8.22 cfs @ 12.18 hrs,  Volume= 0.708 af,  Atten= 0%,  Lag= 0.0 min
Primary = 8.22 cfs @ 12.18 hrs,  Volume= 0.708 af

Routing by Stor-Ind method, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 26.19' @ 12.18 hrs

Device Routing     Invert Outlet Devices

#1 Primary 25.10' 36.0"  Round RCP_Round  36"   
L= 89.0'   Box, headwall w/3 square edges,  Ke= 0.500   
Inlet / Outlet Invert= 25.10' / 19.00'   S= 0.0685 '/'   Cc= 0.900   
n= 0.012  Concrete pipe, finished,  Flow Area= 7.07 sf   

Primary OutFlow  Max=8.15 cfs @ 12.18 hrs  HW=26.18'   (Free Discharge)
1=RCP_Round  36"  (Inlet Controls 8.15 cfs @ 3.54 fps)

Pond 4P: EX. CALTRANS BASN

Inflow
Primary

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086
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Inflow Area=14.800 ac

Peak Elev=26.19'

36.0"

Round Culvert

n=0.012

L=89.0'

S=0.0685 '/'

8.22 cfs

8.22 cfs
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Time span=5.00-48.00 hrs, dt=0.05 hrs, 861 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Stor-Ind+Trans method  -  Pond routing by Stor-Ind method

Runoff Area=13.790 ac   0.00% Impervious   Runoff Depth=1.50"Subcatchment 1S: AA3.1
   Flow Length=580'   Tc=24.0 min   AMC Adjusted CN=88   Runoff=20.63 cfs  1.726 af

Runoff Area=1.010 ac   0.00% Impervious   Runoff Depth=1.50"Subcatchment 6S: AA3.2
   Flow Length=870'   Tc=18.5 min   AMC Adjusted CN=88   Runoff=1.75 cfs  0.126 af

Peak Elev=27.00'   Inflow=22.24 cfs  1.853 afPond 4P: EX. CALTRANS BASN
36.0"  Round Culvert  n=0.012  L=89.0'  S=0.0685 '/'   Outflow=22.24 cfs  1.853 af

Total Runoff Area = 14.800 ac   Runoff Volume = 1.853 af   Average Runoff Depth = 1.50"
100.00% Pervious = 14.800 ac     0.00% Impervious = 0.000 ac
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Summary for Subcatchment 1S: AA3.1

Runoff = 20.63 cfs @ 12.17 hrs,  Volume= 1.726 af,  Depth= 1.50"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 13.790 74

13.790 74 88 Weighted Average, AMC Adjusted
13.790 100.00% Pervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

24.0 580 0.40 Direct Entry, 

Subcatchment 1S: AA3.1

Runoff

Hydrograph

Time  (hours)
48474645444342414039383736353433323130292827262524232221201918171615141312111098765
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=13.790 ac

Runoff Volume=1.726 af

Runoff Depth=1.50"

Flow Length=580'

Tc=24.0 min

AMC Adjusted CN=88

20.63 cfs
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Summary for Subcatchment 6S: AA3.2

Runoff = 1.75 cfs @ 12.11 hrs,  Volume= 0.126 af,  Depth= 1.50"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 1.010 74

1.010 74 88 Weighted Average, AMC Adjusted
1.010 100.00% Pervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

18.5 870 0.78 Direct Entry, 

Subcatchment 6S: AA3.2

Runoff

Hydrograph

Time  (hours)
48474645444342414039383736353433323130292827262524232221201918171615141312111098765
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=1.010 ac

Runoff Volume=0.126 af

Runoff Depth=1.50"

Flow Length=870'

Tc=18.5 min

AMC Adjusted CN=88

1.75 cfs



Type II 24-hr  10 Rainfall=2.64", AMC=3Pre Development Condition
  Printed  2/26/2019Prepared by Microsoft

Page 13HydroCAD® 10.00-22  s/n 10423  © 2018 HydroCAD Software Solutions LLC

Summary for Pond 4P: EX. CALTRANS BASN

[57] Hint: Peaked at 27.00' (Flood elevation advised)

Inflow Area = 14.800 ac, 0.00% Impervious,  Inflow Depth = 1.50"    for  10 event
Inflow = 22.24 cfs @ 12.17 hrs,  Volume= 1.853 af
Outflow = 22.24 cfs @ 12.17 hrs,  Volume= 1.853 af,  Atten= 0%,  Lag= 0.0 min
Primary = 22.24 cfs @ 12.17 hrs,  Volume= 1.853 af

Routing by Stor-Ind method, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 27.00' @ 12.17 hrs

Device Routing     Invert Outlet Devices

#1 Primary 25.10' 36.0"  Round RCP_Round  36"   
L= 89.0'   Box, headwall w/3 square edges,  Ke= 0.500   
Inlet / Outlet Invert= 25.10' / 19.00'   S= 0.0685 '/'   Cc= 0.900   
n= 0.012  Concrete pipe, finished,  Flow Area= 7.07 sf   

Primary OutFlow  Max=22.02 cfs @ 12.17 hrs  HW=26.99'   (Free Discharge)
1=RCP_Round  36"  (Inlet Controls 22.02 cfs @ 4.68 fps)

Pond 4P: EX. CALTRANS BASN

Inflow
Primary

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086
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Inflow Area=14.800 ac

Peak Elev=27.00'

36.0"

Round Culvert

n=0.012

L=89.0'

S=0.0685 '/'

22.24 cfs

22.24 cfs
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Time span=5.00-48.00 hrs, dt=0.05 hrs, 861 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Stor-Ind+Trans method  -  Pond routing by Stor-Ind method

Runoff Area=13.790 ac   0.00% Impervious   Runoff Depth=2.19"Subcatchment 1S: AA3.1
   Flow Length=580'   Tc=24.0 min   AMC Adjusted CN=88   Runoff=29.95 cfs  2.513 af

Runoff Area=1.010 ac   0.00% Impervious   Runoff Depth=2.19"Subcatchment 6S: AA3.2
   Flow Length=870'   Tc=18.5 min   AMC Adjusted CN=88   Runoff=2.54 cfs  0.184 af

Peak Elev=27.52'   Inflow=32.29 cfs  2.697 afPond 4P: EX. CALTRANS BASN
36.0"  Round Culvert  n=0.012  L=89.0'  S=0.0685 '/'   Outflow=32.29 cfs  2.697 af

Total Runoff Area = 14.800 ac   Runoff Volume = 2.697 af   Average Runoff Depth = 2.19"
100.00% Pervious = 14.800 ac     0.00% Impervious = 0.000 ac
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Summary for Subcatchment 1S: AA3.1

Runoff = 29.95 cfs @ 12.17 hrs,  Volume= 2.513 af,  Depth= 2.19"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  25 Rainfall=3.41", AMC=3

Area (ac) CN Adj Description

* 13.790 74

13.790 74 88 Weighted Average, AMC Adjusted
13.790 100.00% Pervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

24.0 580 0.40 Direct Entry, 

Subcatchment 1S: AA3.1

Runoff

Hydrograph

Time  (hours)
48474645444342414039383736353433323130292827262524232221201918171615141312111098765
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Type II 24-hr

25 Rainfall=3.41"

AMC=3

Runoff Area=13.790 ac

Runoff Volume=2.513 af

Runoff Depth=2.19"

Flow Length=580'

Tc=24.0 min

AMC Adjusted CN=88

29.95 cfs
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Summary for Subcatchment 6S: AA3.2

Runoff = 2.54 cfs @ 12.11 hrs,  Volume= 0.184 af,  Depth= 2.19"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  25 Rainfall=3.41", AMC=3

Area (ac) CN Adj Description

* 1.010 74

1.010 74 88 Weighted Average, AMC Adjusted
1.010 100.00% Pervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

18.5 870 0.78 Direct Entry, 

Subcatchment 6S: AA3.2

Runoff

Hydrograph

Time  (hours)
48474645444342414039383736353433323130292827262524232221201918171615141312111098765
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Type II 24-hr

25 Rainfall=3.41"

AMC=3

Runoff Area=1.010 ac

Runoff Volume=0.184 af

Runoff Depth=2.19"

Flow Length=870'

Tc=18.5 min

AMC Adjusted CN=88

2.54 cfs



Type II 24-hr  25 Rainfall=3.41", AMC=3Pre Development Condition
  Printed  2/26/2019Prepared by Microsoft

Page 17HydroCAD® 10.00-22  s/n 10423  © 2018 HydroCAD Software Solutions LLC

Summary for Pond 4P: EX. CALTRANS BASN

[57] Hint: Peaked at 27.52' (Flood elevation advised)

Inflow Area = 14.800 ac, 0.00% Impervious,  Inflow Depth = 2.19"    for  25 event
Inflow = 32.29 cfs @ 12.16 hrs,  Volume= 2.697 af
Outflow = 32.29 cfs @ 12.16 hrs,  Volume= 2.697 af,  Atten= 0%,  Lag= 0.0 min
Primary = 32.29 cfs @ 12.16 hrs,  Volume= 2.697 af

Routing by Stor-Ind method, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 27.52' @ 12.16 hrs

Device Routing     Invert Outlet Devices

#1 Primary 25.10' 36.0"  Round RCP_Round  36"   
L= 89.0'   Box, headwall w/3 square edges,  Ke= 0.500   
Inlet / Outlet Invert= 25.10' / 19.00'   S= 0.0685 '/'   Cc= 0.900   
n= 0.012  Concrete pipe, finished,  Flow Area= 7.07 sf   

Primary OutFlow  Max=32.00 cfs @ 12.16 hrs  HW=27.50'   (Free Discharge)
1=RCP_Round  36"  (Inlet Controls 32.00 cfs @ 5.28 fps)

Pond 4P: EX. CALTRANS BASN

Inflow
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Hydrograph

Time  (hours)
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Inflow Area=14.800 ac

Peak Elev=27.52'

36.0"

Round Culvert

n=0.012

L=89.0'

S=0.0685 '/'

32.29 cfs

32.29 cfs
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Time span=5.00-48.00 hrs, dt=0.05 hrs, 861 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Stor-Ind+Trans method  -  Pond routing by Stor-Ind method

Runoff Area=13.790 ac   0.00% Impervious   Runoff Depth>3.38"Subcatchment 1S: AA3.1
   Flow Length=580'   Tc=24.0 min   AMC Adjusted CN=88   Runoff=45.84 cfs  3.890 af

Runoff Area=1.010 ac   0.00% Impervious   Runoff Depth>3.38"Subcatchment 6S: AA3.2
   Flow Length=870'   Tc=18.5 min   AMC Adjusted CN=88   Runoff=3.88 cfs  0.285 af

Peak Elev=28.71'   Inflow=49.41 cfs  4.174 afPond 4P: EX. CALTRANS BASN
36.0"  Round Culvert  n=0.012  L=89.0'  S=0.0685 '/'   Outflow=49.41 cfs  4.174 af

Total Runoff Area = 14.800 ac   Runoff Volume = 4.174 af   Average Runoff Depth = 3.38"
100.00% Pervious = 14.800 ac     0.00% Impervious = 0.000 ac
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Summary for Subcatchment 1S: AA3.1

Runoff = 45.84 cfs @ 12.17 hrs,  Volume= 3.890 af,  Depth> 3.38"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 13.790 74

13.790 74 88 Weighted Average, AMC Adjusted
13.790 100.00% Pervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

24.0 580 0.40 Direct Entry, 

Subcatchment 1S: AA3.1

Runoff

Hydrograph

Time  (hours)
48474645444342414039383736353433323130292827262524232221201918171615141312111098765
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=13.790 ac

Runoff Volume=3.890 af

Runoff Depth>3.38"

Flow Length=580'

Tc=24.0 min

AMC Adjusted CN=88

45.84 cfs
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Summary for Subcatchment 6S: AA3.2

Runoff = 3.88 cfs @ 12.10 hrs,  Volume= 0.285 af,  Depth> 3.38"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 1.010 74

1.010 74 88 Weighted Average, AMC Adjusted
1.010 100.00% Pervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

18.5 870 0.78 Direct Entry, 

Subcatchment 6S: AA3.2

Runoff

Hydrograph

Time  (hours)
48474645444342414039383736353433323130292827262524232221201918171615141312111098765
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=1.010 ac

Runoff Volume=0.285 af

Runoff Depth>3.38"

Flow Length=870'

Tc=18.5 min

AMC Adjusted CN=88

3.88 cfs
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Summary for Pond 4P: EX. CALTRANS BASN

[57] Hint: Peaked at 28.71' (Flood elevation advised)

Inflow Area = 14.800 ac, 0.00% Impervious,  Inflow Depth > 3.38"    for  100 event
Inflow = 49.41 cfs @ 12.16 hrs,  Volume= 4.174 af
Outflow = 49.41 cfs @ 12.16 hrs,  Volume= 4.174 af,  Atten= 0%,  Lag= 0.0 min
Primary = 49.41 cfs @ 12.16 hrs,  Volume= 4.174 af

Routing by Stor-Ind method, Time Span= 5.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 28.71' @ 12.16 hrs

Device Routing     Invert Outlet Devices

#1 Primary 25.10' 36.0"  Round RCP_Round  36"   
L= 89.0'   Box, headwall w/3 square edges,  Ke= 0.500   
Inlet / Outlet Invert= 25.10' / 19.00'   S= 0.0685 '/'   Cc= 0.900   
n= 0.012  Concrete pipe, finished,  Flow Area= 7.07 sf   

Primary OutFlow  Max=49.05 cfs @ 12.16 hrs  HW=28.68'   (Free Discharge)
1=RCP_Round  36"  (Inlet Controls 49.05 cfs @ 6.94 fps)

Pond 4P: EX. CALTRANS BASN

Inflow
Primary

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086
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Inflow Area=14.800 ac

Peak Elev=28.71'

36.0"

Round Culvert

n=0.012

L=89.0'

S=0.0685 '/'

49.41 cfs

49.41 cfs
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Subcat Reach Pond Link
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Area Listing (all nodes)

Area

(acres)

CN Description

(subcatchment-numbers)

12.310 98   (1S, 2S, 3S, 4S, 5S, 6S, 7S, 8S, 9S, 10S, 11S, 12S, 13S, 14S, 15S, 16S, 17S, 

18S, 19S, 50S, 52S, 55S)

2.490 56   (1S, 2S, 3S, 4S, 5S, 6S, 7S, 8S, 9S, 10S, 11S, 12S, 13S, 14S, 15S, 16S, 17S, 

18S, 19S, 50S, 52S, 55S)

14.800 91 TOTAL AREA
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Soil Listing (all nodes)

Area

(acres)

Soil

Group

Subcatchment

Numbers

0.000 HSG A

0.000 HSG B

0.000 HSG C

0.000 HSG D

14.800 Other 1S, 2S, 3S, 4S, 5S, 6S, 7S, 8S, 9S, 10S, 11S, 12S, 13S, 14S, 15S, 16S, 17S, 

18S, 19S, 50S, 52S, 55S

14.800 TOTAL AREA
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Ground Covers (all nodes)

HSG-A

(acres)

HSG-B

(acres)

HSG-C

(acres)

HSG-D

(acres)

Other

(acres)

Total

(acres)

Ground

Cover

Subcatchment

Numbers

0.000 0.000 0.000 0.000 14.800 14.800 1S, 2S, 3S, 4S, 5S, 

6S, 7S, 8S, 9S, 

10S, 11S, 12S, 

13S, 14S, 15S, 

16S, 17S, 18S, 

19S, 50S, 52S, 55S

0.000 0.000 0.000 0.000 14.800 14.800 TOTAL AREA
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Time span=1.00-48.00 hrs, dt=0.05 hrs, 941 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Stor-Ind+Trans method  -  Pond routing by Stor-Ind method

Runoff Area=0.740 ac   85.14% Impervious   Runoff Depth=1.17"Subcatchment 1S: A
   Flow Length=182'   Slope=0.0070 '/'   Tc=4.4 min   AMC Adjusted CN=97   Runoff=1.49 cfs  0.072 af

Runoff Area=0.230 ac   82.61% Impervious   Runoff Depth=1.17"Subcatchment 2S: B
   Flow Length=153'   Slope=0.0160 '/'   Tc=2.7 min   AMC Adjusted CN=97   Runoff=0.48 cfs  0.023 af

Runoff Area=0.420 ac   85.71% Impervious   Runoff Depth=1.17"Subcatchment 3S: C
   Flow Length=216'   Slope=0.0160 '/'   Tc=3.6 min   AMC Adjusted CN=97   Runoff=0.86 cfs  0.041 af

Runoff Area=1.820 ac   85.16% Impervious   Runoff Depth=1.17"Subcatchment 4S: D
   Flow Length=457'   Slope=0.0230 '/'   Tc=6.4 min   AMC Adjusted CN=97   Runoff=3.38 cfs  0.178 af

Runoff Area=0.320 ac   84.38% Impervious   Runoff Depth=1.17"Subcatchment 5S: E
   Flow Length=394'   Slope=0.0040 '/'   Tc=11.3 min   AMC Adjusted CN=97   Runoff=0.51 cfs  0.031 af

Runoff Area=2.550 ac   85.10% Impervious   Runoff Depth=1.17"Subcatchment 6S: F
   Flow Length=553'   Slope=0.0100 '/'   Tc=10.5 min   AMC Adjusted CN=97   Runoff=4.21 cfs  0.249 af

Runoff Area=0.780 ac   84.62% Impervious   Runoff Depth=1.17"Subcatchment 7S: G
   Flow Length=340'   Slope=0.0150 '/'   Tc=5.8 min   AMC Adjusted CN=97   Runoff=1.48 cfs  0.076 af

Runoff Area=0.310 ac   83.87% Impervious   Runoff Depth=1.17"Subcatchment 8S: H
   Flow Length=50'   Slope=0.0200 '/'   Tc=1.0 min   AMC Adjusted CN=97   Runoff=0.67 cfs  0.030 af

Runoff Area=0.160 ac   87.50% Impervious   Runoff Depth=1.27"Subcatchment 9S: I
   Flow Length=129'   Slope=0.0090 '/'   Tc=3.0 min   AMC Adjusted CN=98   Runoff=0.35 cfs  0.017 af

Runoff Area=1.410 ac   85.11% Impervious   Runoff Depth=1.17"Subcatchment 10S: J
   Flow Length=256'   Slope=0.0200 '/'   Tc=3.8 min   AMC Adjusted CN=97   Runoff=2.88 cfs  0.138 af

Runoff Area=0.940 ac   85.11% Impervious   Runoff Depth=1.17"Subcatchment 11S: K
   Flow Length=254'   Slope=0.0100 '/'   Tc=4.9 min   AMC Adjusted CN=97   Runoff=1.85 cfs  0.092 af

Runoff Area=0.240 ac   87.50% Impervious   Runoff Depth=1.27"Subcatchment 12S: L
   Flow Length=254'   Slope=0.0100 '/'   Tc=4.9 min   AMC Adjusted CN=98   Runoff=0.50 cfs  0.025 af

Runoff Area=1.420 ac   85.21% Impervious   Runoff Depth=1.17"Subcatchment 13S: M
   Flow Length=329'   Slope=0.0110 '/'   Tc=6.2 min   AMC Adjusted CN=97   Runoff=2.66 cfs  0.139 af

Runoff Area=0.510 ac   84.31% Impervious   Runoff Depth=1.17"Subcatchment 14S: N
   Flow Length=215'   Slope=0.0110 '/'   Tc=4.2 min   AMC Adjusted CN=97   Runoff=1.03 cfs  0.050 af

Runoff Area=0.310 ac   83.87% Impervious   Runoff Depth=1.17"Subcatchment 15S: O
   Flow Length=190'   Slope=0.0150 '/'   Tc=3.3 min   AMC Adjusted CN=97   Runoff=0.64 cfs  0.030 af

Runoff Area=0.360 ac   83.33% Impervious   Runoff Depth=1.17"Subcatchment 16S: P
   Flow Length=164'   Slope=0.0170 '/'   Tc=2.8 min   AMC Adjusted CN=97   Runoff=0.75 cfs  0.035 af
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Runoff Area=0.910 ac   84.62% Impervious   Runoff Depth=1.17"Subcatchment 17S: S
   Flow Length=250'   Slope=0.0200 '/'   Tc=3.7 min   AMC Adjusted CN=97   Runoff=1.87 cfs  0.089 af

Runoff Area=0.230 ac   82.61% Impervious   Runoff Depth=1.17"Subcatchment 18S: Q
   Flow Length=87'   Slope=0.0400 '/'   Tc=1.2 min   AMC Adjusted CN=97   Runoff=0.49 cfs  0.023 af

Runoff Area=0.340 ac   8.82% Impervious   Runoff Depth=0.23"Subcatchment 19S: R
   Flow Length=56'   Slope=0.0500 '/'   Tc=6.3 min   AMC Adjusted CN=78   Runoff=0.11 cfs  0.006 af

Runoff Area=0.230 ac   82.61% Impervious   Runoff Depth=1.17"Subcatchment 50S: T
   Flow Length=127'   Slope=0.0050 '/'   Tc=3.7 min   AMC Adjusted CN=97   Runoff=0.47 cfs  0.023 af

Runoff Area=0.280 ac   85.71% Impervious   Runoff Depth=1.17"Subcatchment 52S: U
   Flow Length=125'   Slope=0.0100 '/'   Tc=2.8 min   AMC Adjusted CN=97   Runoff=0.58 cfs  0.027 af

Runoff Area=0.290 ac   86.21% Impervious   Runoff Depth=1.17"Subcatchment 55S: V
   Flow Length=185'   Slope=0.0050 '/'   Tc=5.1 min   AMC Adjusted CN=97   Runoff=0.57 cfs  0.028 af

Avg. Flow Depth=0.48'   Max Vel=6.35 fps   Inflow=7.57 cfs  0.221 afReach 46R: REGIONAL SD
84.0"  Round Pipe   n=0.013   L=500.0'   S=0.0150 '/'   Capacity=782.41 cfs   Outflow=6.95 cfs  0.221 af

Peak Elev=33.89'  Storage=0.080 af   Inflow=3.34 cfs  0.174 afPond 20P: DT-1
   Outflow=0.18 cfs  0.174 af

Peak Elev=37.55'   Inflow=0.75 cfs  0.035 afPond 22P: CB-P
12.0"  Round Culvert  n=0.012  L=100.0'  S=0.0100 '/'   Outflow=0.75 cfs  0.035 af

Peak Elev=36.88'   Inflow=2.66 cfs  0.139 afPond 24P: CB-M
24.0"  Round Culvert  n=0.012  L=10.0'  S=0.0100 '/'   Outflow=2.66 cfs  0.139 af

Peak Elev=37.26'   Inflow=1.03 cfs  0.050 afPond 26P: CB-N
   Outflow=1.03 cfs  0.050 af

Peak Elev=37.10'   Inflow=0.64 cfs  0.030 afPond 27P: CB-O
12.0"  Round Culvert  n=0.012  L=10.0'  S=0.0100 '/'   Outflow=0.64 cfs  0.030 af

Peak Elev=31.97'  Storage=0.050 af   Inflow=2.16 cfs  0.106 afPond 28P: DT-2
   Outflow=0.10 cfs  0.106 af

Peak Elev=34.58'   Inflow=0.50 cfs  0.025 afPond 29P: CB-L
18.0"  Round Culvert  n=0.012  L=20.0'  S=0.0100 '/'   Outflow=0.50 cfs  0.025 af

Peak Elev=38.86'   Inflow=0.35 cfs  0.017 afPond 30P: CB-I
12.0"  Round Culvert  n=0.012  L=100.0'  S=0.0100 '/'   Outflow=0.35 cfs  0.017 af

Peak Elev=36.22'   Inflow=2.88 cfs  0.138 afPond 31P: CB-J
24.0"  Round Culvert  n=0.012  L=10.0'  S=0.0100 '/'   Outflow=2.88 cfs  0.138 af

Peak Elev=33.03'  Storage=0.073 af   Inflow=3.23 cfs  0.155 afPond 32P: DT-3
   Outflow=0.15 cfs  0.155 af
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Peak Elev=30.66'   Inflow=1.48 cfs  0.076 afPond 33P: CB-G
   Primary=0.84 cfs  0.068 af   Secondary=0.65 cfs  0.009 af   Outflow=1.48 cfs  0.076 af

Peak Elev=34.22'   Inflow=1.85 cfs  0.092 afPond 34P: CB-K
   Primary=1.08 cfs  0.083 af   Secondary=0.77 cfs  0.009 af   Outflow=1.85 cfs  0.092 af

Peak Elev=32.47'   Inflow=4.21 cfs  0.249 afPond 36P: CB-F
   Primary=3.31 cfs  0.239 af   Secondary=0.90 cfs  0.010 af   Outflow=4.21 cfs  0.249 af

Peak Elev=29.53'   Inflow=0.86 cfs  0.041 afPond 37P: CB-C
   Primary=0.81 cfs  0.041 af   Secondary=0.05 cfs  0.000 af   Outflow=0.86 cfs  0.041 af

Peak Elev=29.82'   Inflow=3.38 cfs  0.178 afPond 38P: CB-D
   Primary=2.19 cfs  0.163 af   Secondary=1.19 cfs  0.015 af   Outflow=3.38 cfs  0.178 af

Peak Elev=25.81'  Storage=0.262 af   Inflow=7.47 cfs  0.539 afPond 39P: DT-4
   Outflow=0.39 cfs  0.539 af

Peak Elev=35.57'   Inflow=0.51 cfs  0.031 afPond 40P: CB-E
   Primary=0.20 cfs  0.026 af   Secondary=0.31 cfs  0.006 af   Outflow=0.51 cfs  0.031 af

Peak Elev=28.04'  Storage=0.040 af   Inflow=0.71 cfs  0.097 afPond 41P: DT-6
   Outflow=0.07 cfs  0.097 af

Peak Elev=32.99'   Inflow=0.48 cfs  0.023 afPond 42P: CB-B
   Primary=0.24 cfs  0.020 af   Secondary=0.23 cfs  0.003 af   Outflow=0.48 cfs  0.023 af

Peak Elev=32.35'   Inflow=1.49 cfs  0.072 afPond 43P: CB-A
   Primary=0.28 cfs  0.051 af   Secondary=1.20 cfs  0.021 af   Outflow=1.49 cfs  0.072 af

Peak Elev=27.35'   Inflow=1.87 cfs  0.089 afPond 49P: CB-S
   Outflow=1.87 cfs  0.089 af

Peak Elev=34.51'   Inflow=0.47 cfs  0.023 afPond 51P: CB-T
12.0"  Round Culvert  n=0.120  L=100.0'  S=0.0100 '/'   Outflow=0.47 cfs  0.023 af

Peak Elev=34.27'   Inflow=0.58 cfs  0.027 afPond 53P: CB-U
12.0"  Round Culvert  n=0.012  L=100.0'  S=0.0100 '/'   Outflow=0.58 cfs  0.027 af

Peak Elev=30.03'  Storage=0.063 af   Inflow=2.13 cfs  0.133 afPond 54P: DA-9
   Outflow=0.10 cfs  0.133 af

Peak Elev=35.88'   Inflow=0.57 cfs  0.028 afPond 56P: (new Pond)
12.0"  Round Culvert  n=0.012  L=40.0'  S=0.0100 '/'   Outflow=0.57 cfs  0.028 af

Total Runoff Area = 14.800 ac   Runoff Volume = 1.424 af   Average Runoff Depth = 1.15"
16.82% Pervious = 2.490 ac     83.18% Impervious = 12.310 ac
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Summary for Subcatchment 1S: A

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.49 cfs @ 11.95 hrs,  Volume= 0.072 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.630 98
* 0.110 56

0.740 92 97 Weighted Average, AMC Adjusted
0.110 14.86% Pervious Area
0.630 85.14% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.4 182 0.0070 0.70 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 1S: A

Runoff

Hydrograph

Time  (hours)
48464442403836343230282624222018161412108642
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.740 ac

Runoff Volume=0.072 af

Runoff Depth=1.17"

Flow Length=182'

Slope=0.0070 '/'

Tc=4.4 min

AMC Adjusted CN=97

1.49 cfs
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Summary for Subcatchment 2S: B

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.48 cfs @ 11.93 hrs,  Volume= 0.023 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.190 98
* 0.040 56

0.230 91 97 Weighted Average, AMC Adjusted
0.040 17.39% Pervious Area
0.190 82.61% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

2.7 153 0.0160 0.93 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 2S: B

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.230 ac

Runoff Volume=0.023 af

Runoff Depth=1.17"

Flow Length=153'

Slope=0.0160 '/'

Tc=2.7 min

AMC Adjusted CN=97

0.48 cfs
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Summary for Subcatchment 3S: C

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.86 cfs @ 11.94 hrs,  Volume= 0.041 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.360 98
* 0.060 56

0.420 92 97 Weighted Average, AMC Adjusted
0.060 14.29% Pervious Area
0.360 85.71% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.6 216 0.0160 1.00 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 3S: C

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.420 ac

Runoff Volume=0.041 af

Runoff Depth=1.17"

Flow Length=216'

Slope=0.0160 '/'

Tc=3.6 min

AMC Adjusted CN=97

0.86 cfs
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Summary for Subcatchment 4S: D

Runoff = 3.38 cfs @ 11.97 hrs,  Volume= 0.178 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 1.550 98
* 0.270 56

1.820 92 97 Weighted Average, AMC Adjusted
0.270 14.84% Pervious Area
1.550 85.16% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.0 300 0.0230 1.24 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

2.4 157 0.0230 1.09 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

6.4 457 Total

Subcatchment 4S: D

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=1.820 ac

Runoff Volume=0.178 af

Runoff Depth=1.17"

Flow Length=457'

Slope=0.0230 '/'

Tc=6.4 min

AMC Adjusted CN=97

3.38 cfs
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Summary for Subcatchment 5S: E

Runoff = 0.51 cfs @ 12.02 hrs,  Volume= 0.031 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.270 98
* 0.050 56

0.320 91 97 Weighted Average, AMC Adjusted
0.050 15.63% Pervious Area
0.270 84.38% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

8.1 300 0.0040 0.61 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

3.2 94 0.0040 0.49 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

11.3 394 Total

Subcatchment 5S: E

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.320 ac

Runoff Volume=0.031 af

Runoff Depth=1.17"

Flow Length=394'

Slope=0.0040 '/'

Tc=11.3 min

AMC Adjusted CN=97

0.51 cfs
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Summary for Subcatchment 6S: F

Runoff = 4.21 cfs @ 12.01 hrs,  Volume= 0.249 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 2.170 98
* 0.380 56

2.550 92 97 Weighted Average, AMC Adjusted
0.380 14.90% Pervious Area
2.170 85.10% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.6 300 0.0100 0.89 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

4.9 253 0.0100 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

10.5 553 Total

Subcatchment 6S: F

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=2.550 ac

Runoff Volume=0.249 af

Runoff Depth=1.17"

Flow Length=553'

Slope=0.0100 '/'

Tc=10.5 min

AMC Adjusted CN=97

4.21 cfs
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Summary for Subcatchment 7S: G

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.48 cfs @ 11.96 hrs,  Volume= 0.076 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.660 98
* 0.120 56

0.780 92 97 Weighted Average, AMC Adjusted
0.120 15.38% Pervious Area
0.660 84.62% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.8 300 0.0150 1.04 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

1.0 40 0.0150 0.70 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

5.8 340 Total

Subcatchment 7S: G

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.780 ac

Runoff Volume=0.076 af

Runoff Depth=1.17"

Flow Length=340'

Slope=0.0150 '/'

Tc=5.8 min

AMC Adjusted CN=97

1.48 cfs
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Summary for Subcatchment 8S: H

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.67 cfs @ 11.90 hrs,  Volume= 0.030 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.260 98
* 0.050 56

0.310 91 97 Weighted Average, AMC Adjusted
0.050 16.13% Pervious Area
0.260 83.87% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

1.0 50 0.0200 0.82 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 8S: H

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.310 ac

Runoff Volume=0.030 af

Runoff Depth=1.17"

Flow Length=50'

Slope=0.0200 '/'

Tc=1.0 min

AMC Adjusted CN=97

0.67 cfs
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Summary for Subcatchment 9S: I

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.35 cfs @ 11.93 hrs,  Volume= 0.017 af,  Depth= 1.27"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.140 98
* 0.020 56

0.160 93 98 Weighted Average, AMC Adjusted
0.020 12.50% Pervious Area
0.140 87.50% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.0 129 0.0090 0.72 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 9S: I

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.160 ac

Runoff Volume=0.017 af

Runoff Depth=1.27"

Flow Length=129'

Slope=0.0090 '/'

Tc=3.0 min

AMC Adjusted CN=98

0.35 cfs
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Summary for Subcatchment 10S: J

[49] Hint: Tc<2dt may require smaller dt

Runoff = 2.88 cfs @ 11.94 hrs,  Volume= 0.138 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 1.200 98
* 0.210 56

1.410 92 97 Weighted Average, AMC Adjusted
0.210 14.89% Pervious Area
1.200 85.11% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.8 256 0.0200 1.13 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 10S: J

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=1.410 ac

Runoff Volume=0.138 af

Runoff Depth=1.17"

Flow Length=256'

Slope=0.0200 '/'

Tc=3.8 min

AMC Adjusted CN=97

2.88 cfs
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Summary for Subcatchment 11S: K

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.85 cfs @ 11.95 hrs,  Volume= 0.092 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.800 98
* 0.140 56

0.940 92 97 Weighted Average, AMC Adjusted
0.140 14.89% Pervious Area
0.800 85.11% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.9 254 0.0100 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 11S: K

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.940 ac

Runoff Volume=0.092 af

Runoff Depth=1.17"

Flow Length=254'

Slope=0.0100 '/'

Tc=4.9 min

AMC Adjusted CN=97

1.85 cfs
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Summary for Subcatchment 12S: L

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.50 cfs @ 11.95 hrs,  Volume= 0.025 af,  Depth= 1.27"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.210 98
* 0.030 56

0.240 93 98 Weighted Average, AMC Adjusted
0.030 12.50% Pervious Area
0.210 87.50% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.9 254 0.0100 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 12S: L

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.240 ac

Runoff Volume=0.025 af

Runoff Depth=1.27"

Flow Length=254'

Slope=0.0100 '/'

Tc=4.9 min

AMC Adjusted CN=98

0.50 cfs
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Summary for Subcatchment 13S: M

Runoff = 2.66 cfs @ 11.97 hrs,  Volume= 0.139 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 1.210 98
* 0.210 56

1.420 92 97 Weighted Average, AMC Adjusted
0.210 14.79% Pervious Area
1.210 85.21% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.4 300 0.0110 0.92 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

0.8 29 0.0110 0.58 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

6.2 329 Total

Subcatchment 13S: M

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=1.420 ac

Runoff Volume=0.139 af

Runoff Depth=1.17"

Flow Length=329'

Slope=0.0110 '/'

Tc=6.2 min

AMC Adjusted CN=97

2.66 cfs
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Summary for Subcatchment 14S: N

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.03 cfs @ 11.94 hrs,  Volume= 0.050 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.430 98
* 0.080 56

0.510 91 97 Weighted Average, AMC Adjusted
0.080 15.69% Pervious Area
0.430 84.31% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.2 215 0.0110 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 14S: N

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.510 ac

Runoff Volume=0.050 af

Runoff Depth=1.17"

Flow Length=215'

Slope=0.0110 '/'

Tc=4.2 min

AMC Adjusted CN=97

1.03 cfs
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Summary for Subcatchment 15S: O

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.64 cfs @ 11.94 hrs,  Volume= 0.030 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.260 98
* 0.050 56

0.310 91 97 Weighted Average, AMC Adjusted
0.050 16.13% Pervious Area
0.260 83.87% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.3 190 0.0150 0.95 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 15S: O

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.310 ac

Runoff Volume=0.030 af

Runoff Depth=1.17"

Flow Length=190'

Slope=0.0150 '/'

Tc=3.3 min

AMC Adjusted CN=97

0.64 cfs
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Summary for Subcatchment 16S: P

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.75 cfs @ 11.93 hrs,  Volume= 0.035 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.300 98
* 0.060 56

0.360 91 97 Weighted Average, AMC Adjusted
0.060 16.67% Pervious Area
0.300 83.33% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

2.8 164 0.0170 0.97 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 16S: P

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.360 ac

Runoff Volume=0.035 af

Runoff Depth=1.17"

Flow Length=164'

Slope=0.0170 '/'

Tc=2.8 min

AMC Adjusted CN=97

0.75 cfs
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Summary for Subcatchment 17S: S

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.87 cfs @ 11.94 hrs,  Volume= 0.089 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.770 98
* 0.140 56

0.910 92 97 Weighted Average, AMC Adjusted
0.140 15.38% Pervious Area
0.770 84.62% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.7 250 0.0200 1.13 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 17S: S

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.910 ac

Runoff Volume=0.089 af

Runoff Depth=1.17"

Flow Length=250'

Slope=0.0200 '/'

Tc=3.7 min

AMC Adjusted CN=97

1.87 cfs
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Summary for Subcatchment 18S: Q

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.49 cfs @ 11.90 hrs,  Volume= 0.023 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.190 98
* 0.040 56

0.230 91 97 Weighted Average, AMC Adjusted
0.040 17.39% Pervious Area
0.190 82.61% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

1.2 87 0.0400 1.20 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 18S: Q
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.230 ac

Runoff Volume=0.023 af

Runoff Depth=1.17"

Flow Length=87'

Slope=0.0400 '/'

Tc=1.2 min

AMC Adjusted CN=97

0.49 cfs
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Summary for Subcatchment 19S: R

Runoff = 0.11 cfs @ 12.00 hrs,  Volume= 0.006 af,  Depth= 0.23"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.030 98
* 0.310 56

0.340 60 78 Weighted Average, AMC Adjusted
0.310 91.18% Pervious Area
0.030 8.82% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

6.3 56 0.0500 0.15 Sheet Flow, 
Grass: Short   n= 0.150   P2= 1.49"

Subcatchment 19S: R

Runoff
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.340 ac

Runoff Volume=0.006 af

Runoff Depth=0.23"

Flow Length=56'

Slope=0.0500 '/'

Tc=6.3 min

AMC Adjusted CN=78

0.11 cfs
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Summary for Subcatchment 50S: T

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.47 cfs @ 11.94 hrs,  Volume= 0.023 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.190 98
* 0.040 56

0.230 91 97 Weighted Average, AMC Adjusted
0.040 17.39% Pervious Area
0.190 82.61% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.7 127 0.0050 0.57 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 50S: T

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.230 ac

Runoff Volume=0.023 af

Runoff Depth=1.17"

Flow Length=127'

Slope=0.0050 '/'

Tc=3.7 min

AMC Adjusted CN=97

0.47 cfs
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Summary for Subcatchment 52S: U

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.58 cfs @ 11.93 hrs,  Volume= 0.027 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.240 98
* 0.040 56

0.280 92 97 Weighted Average, AMC Adjusted
0.040 14.29% Pervious Area
0.240 85.71% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

2.8 125 0.0100 0.74 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 52S: U

Runoff

Hydrograph
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.280 ac

Runoff Volume=0.027 af

Runoff Depth=1.17"

Flow Length=125'

Slope=0.0100 '/'

Tc=2.8 min

AMC Adjusted CN=97

0.58 cfs
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Summary for Subcatchment 55S: V

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.57 cfs @ 11.95 hrs,  Volume= 0.028 af,  Depth= 1.17"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  2 Rainfall=1.49", AMC=3

Area (ac) CN Adj Description

* 0.250 98
* 0.040 56

0.290 92 97 Weighted Average, AMC Adjusted
0.040 13.79% Pervious Area
0.250 86.21% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.1 185 0.0050 0.61 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 55S: V
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Type II 24-hr

2 Rainfall=1.49"

AMC=3

Runoff Area=0.290 ac

Runoff Volume=0.028 af

Runoff Depth=1.17"

Flow Length=185'

Slope=0.0050 '/'

Tc=5.1 min

AMC Adjusted CN=97

0.57 cfs
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Summary for Reach 46R: REGIONAL SD

[52] Hint: Inlet/Outlet conditions not evaluated

Inflow Area = 1.790 ac, 69.83% Impervious,  Inflow Depth = 1.48"    for  2 event
Inflow = 7.57 cfs @ 11.95 hrs,  Volume= 0.221 af
Outflow = 6.95 cfs @ 11.99 hrs,  Volume= 0.221 af,  Atten= 8%,  Lag= 2.3 min

Routing by Stor-Ind+Trans method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Max. Velocity= 6.35 fps,  Min. Travel Time= 1.3 min
Avg. Velocity = 1.91 fps,  Avg. Travel Time= 4.4 min

Peak Storage= 567 cf @ 11.97 hrs
Average Depth at Peak Storage= 0.48'
Bank-Full Depth= 7.00'  Flow Area= 38.5 sf,  Capacity= 782.41 cfs

84.0"  Round Pipe
n= 0.013
Length= 500.0'   Slope= 0.0150 '/'
Inlet Invert= 25.10',  Outlet Invert= 17.60'

Reach 46R: REGIONAL SD

Inflow
Outflow

Hydrograph

Time  (hours)
48464442403836343230282624222018161412108642

F
lo

w
  

(c
fs

)

8

7

6

5

4

3

2

1

0

Inflow Area=1.790 ac

Avg. Flow Depth=0.48'

Max Vel=6.35 fps

84.0"

Round Pipe

n=0.013

L=500.0'

S=0.0150 '/'

Capacity=782.41 cfs

7.57 cfs

6.95 cfs
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Summary for Pond 20P: DT-1

Inflow Area = 1.780 ac, 84.83% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 3.34 cfs @ 11.95 hrs,  Volume= 0.174 af
Outflow = 0.18 cfs @ 12.87 hrs,  Volume= 0.174 af,  Atten= 95%,  Lag= 55.0 min
Discarded = 0.18 cfs @ 12.87 hrs,  Volume= 0.174 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 33.89' @ 12.87 hrs   Surf.Area= 0.210 ac   Storage= 0.080 af

Plug-Flow detention time= 159.7 min calculated for 0.174 af (100% of inflow)
Center-of-Mass det. time= 159.6 min ( 944.3 - 784.7 )

Volume Invert Avail.Storage Storage Description

#1 33.50' 0.509 af Custom Stage Data (Irregular) Listed below (Recalc)
0.525 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

33.50 0.210 402.0 0.000 0.000 0.210
36.00 0.210 402.0 0.525 0.525 0.233

Device Routing     Invert Outlet Devices

#1 Discarded 33.50' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.18 cfs @ 12.87 hrs  HW=33.89'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.18 cfs)
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Pond 20P: DT-1

Inflow
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Hydrograph
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Inflow Area=1.780 ac

Peak Elev=33.89'

Storage=0.080 af

3.34 cfs

0.18 cfs
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Summary for Pond 22P: CB-P

Inflow Area = 0.360 ac, 83.33% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 0.75 cfs @ 11.93 hrs,  Volume= 0.035 af
Outflow = 0.75 cfs @ 11.93 hrs,  Volume= 0.035 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.75 cfs @ 11.93 hrs,  Volume= 0.035 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.55' @ 11.93 hrs
Flood Elev= 40.50'

Device Routing     Invert Outlet Devices

#1 Primary 37.00' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 37.00' / 36.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.71 cfs @ 11.93 hrs  HW=37.53'   (Free Discharge)
1=Culvert  (Inlet Controls 0.71 cfs @ 1.69 fps)

Pond 22P: CB-P
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Inflow Area=0.360 ac
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Summary for Pond 24P: CB-M

Inflow Area = 1.420 ac, 85.21% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 2.66 cfs @ 11.97 hrs,  Volume= 0.139 af
Outflow = 2.66 cfs @ 11.97 hrs,  Volume= 0.139 af,  Atten= 0%,  Lag= 0.0 min
Primary = 2.66 cfs @ 11.97 hrs,  Volume= 0.139 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 36.88' @ 11.97 hrs
Flood Elev= 40.89'

Device Routing     Invert Outlet Devices

#1 Primary 36.00' 24.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 36.00' / 35.90'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=2.58 cfs @ 11.97 hrs  HW=36.86'   (Free Discharge)
1=Culvert  (Barrel Controls 2.58 cfs @ 2.93 fps)

Pond 24P: CB-M
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Inflow Area=1.420 ac

Peak Elev=36.88'
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Round Culvert
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Summary for Pond 26P: CB-N

Inflow Area = 0.510 ac, 84.31% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 1.03 cfs @ 11.94 hrs,  Volume= 0.050 af
Outflow = 1.03 cfs @ 11.94 hrs,  Volume= 0.050 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.03 cfs @ 11.94 hrs,  Volume= 0.050 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.26' @ 11.94 hrs
Flood Elev= 39.50'

Device Routing     Invert Outlet Devices

#1 Primary 39.57' 12.0" x 12.0" Horiz. Orifice/Grate    C= 0.600   
Limited to weir flow at low heads   

#2 Primary 36.60' 12.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 36.60' / 36.50'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.01 cfs @ 11.94 hrs  HW=37.26'   (Free Discharge)
1=Orifice/Grate  ( Controls 0.00 cfs)
2=Culvert  (Barrel Controls 1.01 cfs @ 2.62 fps)

Pond 26P: CB-N
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Summary for Pond 27P: CB-O

Inflow Area = 0.310 ac, 83.87% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 0.64 cfs @ 11.94 hrs,  Volume= 0.030 af
Outflow = 0.64 cfs @ 11.94 hrs,  Volume= 0.030 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.64 cfs @ 11.94 hrs,  Volume= 0.030 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.10' @ 11.93 hrs
Flood Elev= 39.50'

Device Routing     Invert Outlet Devices

#1 Primary 36.60' 12.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 36.60' / 36.50'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.61 cfs @ 11.94 hrs  HW=37.09'   (Free Discharge)
1=Culvert  (Barrel Controls 0.61 cfs @ 2.36 fps)

Pond 27P: CB-O
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Summary for Pond 28P: DT-2

Inflow Area = 1.060 ac, 84.91% Impervious,  Inflow Depth = 1.20"    for  2 event
Inflow = 2.16 cfs @ 11.94 hrs,  Volume= 0.106 af
Outflow = 0.10 cfs @ 12.99 hrs,  Volume= 0.106 af,  Atten= 95%,  Lag= 62.9 min
Discarded = 0.10 cfs @ 12.99 hrs,  Volume= 0.106 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 31.97' @ 12.99 hrs   Surf.Area= 0.110 ac   Storage= 0.050 af

Plug-Flow detention time= 189.3 min calculated for 0.106 af (100% of inflow)
Center-of-Mass det. time= 189.2 min ( 969.4 - 780.3 )

Volume Invert Avail.Storage Storage Description

#1 31.50' 0.267 af Custom Stage Data (Irregular) Listed below (Recalc)
0.275 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

31.50 0.110 477.0 0.000 0.000 0.110
34.00 0.110 477.0 0.275 0.275 0.137

Device Routing     Invert Outlet Devices

#1 Discarded 31.50' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.10 cfs @ 12.99 hrs  HW=31.97'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.10 cfs)



Type II 24-hr  2 Rainfall=1.49", AMC=3Post Development Condition-REV1
  Printed  2/26/2019Prepared by Microsoft

Page 39HydroCAD® 10.00-22  s/n 10423  © 2018 HydroCAD Software Solutions LLC

Pond 28P: DT-2
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Summary for Pond 29P: CB-L

Inflow Area = 0.240 ac, 87.50% Impervious,  Inflow Depth = 1.27"    for  2 event
Inflow = 0.50 cfs @ 11.95 hrs,  Volume= 0.025 af
Outflow = 0.50 cfs @ 11.95 hrs,  Volume= 0.025 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.50 cfs @ 11.95 hrs,  Volume= 0.025 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.58' @ 11.95 hrs
Flood Elev= 37.15'

Device Routing     Invert Outlet Devices

#1 Primary 34.20' 18.0"  Round Culvert   L= 20.0'   Ke= 1.200   
Inlet / Outlet Invert= 34.20' / 34.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.77 sf   

Primary OutFlow  Max=0.49 cfs @ 11.95 hrs  HW=34.58'   (Free Discharge)
1=Culvert  (Inlet Controls 0.49 cfs @ 1.42 fps)

Pond 29P: CB-L
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Summary for Pond 30P: CB-I

Inflow Area = 0.160 ac, 87.50% Impervious,  Inflow Depth = 1.27"    for  2 event
Inflow = 0.35 cfs @ 11.93 hrs,  Volume= 0.017 af
Outflow = 0.35 cfs @ 11.93 hrs,  Volume= 0.017 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.35 cfs @ 11.93 hrs,  Volume= 0.017 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 38.86' @ 11.93 hrs
Flood Elev= 41.99'

Device Routing     Invert Outlet Devices

#1 Primary 38.50' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 38.50' / 37.50'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.33 cfs @ 11.93 hrs  HW=38.85'   (Free Discharge)
1=Culvert  (Inlet Controls 0.33 cfs @ 1.37 fps)
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Summary for Pond 31P: CB-J

Inflow Area = 1.410 ac, 85.11% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 2.88 cfs @ 11.94 hrs,  Volume= 0.138 af
Outflow = 2.88 cfs @ 11.94 hrs,  Volume= 0.138 af,  Atten= 0%,  Lag= 0.0 min
Primary = 2.88 cfs @ 11.94 hrs,  Volume= 0.138 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 36.22' @ 11.94 hrs
Flood Elev= 38.26'

Device Routing     Invert Outlet Devices

#1 Primary 35.30' 24.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 35.30' / 35.20'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=2.79 cfs @ 11.94 hrs  HW=36.20'   (Free Discharge)
1=Culvert  (Barrel Controls 2.79 cfs @ 2.98 fps)
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Summary for Pond 32P: DT-3

Inflow Area = 1.570 ac, 85.35% Impervious,  Inflow Depth = 1.18"    for  2 event
Inflow = 3.23 cfs @ 11.94 hrs,  Volume= 0.155 af
Outflow = 0.15 cfs @ 12.95 hrs,  Volume= 0.155 af,  Atten= 95%,  Lag= 61.0 min
Discarded = 0.15 cfs @ 12.95 hrs,  Volume= 0.155 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 33.03' @ 12.95 hrs   Surf.Area= 0.170 ac   Storage= 0.073 af

Plug-Flow detention time= 181.6 min calculated for 0.155 af (100% of inflow)
Center-of-Mass det. time= 181.3 min ( 962.9 - 781.6 )

Volume Invert Avail.Storage Storage Description

#1 32.60' 0.425 af Custom Stage Data (Irregular) Listed below (Recalc)

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

32.60 0.170 403.0 0.000 0.000 0.170
35.10 0.170 403.0 0.425 0.425 0.193

Device Routing     Invert Outlet Devices

#1 Discarded 32.60' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.15 cfs @ 12.95 hrs  HW=33.03'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.15 cfs)
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Summary for Pond 33P: CB-G

Inflow Area = 0.780 ac, 84.62% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 1.48 cfs @ 11.96 hrs,  Volume= 0.076 af
Outflow = 1.48 cfs @ 11.96 hrs,  Volume= 0.076 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.84 cfs @ 11.96 hrs,  Volume= 0.068 af
Secondary = 0.65 cfs @ 11.96 hrs,  Volume= 0.009 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 30.66' @ 11.96 hrs
Flood Elev= 32.88'

Device Routing     Invert Outlet Devices

#1 Primary 29.80' 8.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 29.80' / 28.80'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

#2 Secondary 30.23' 18.0"  Round Culvert   L= 15.0'   Ke= 1.200   
Inlet / Outlet Invert= 30.23' / 30.08'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.77 sf   

Primary OutFlow  Max=0.83 cfs @ 11.96 hrs  HW=30.65'   (Free Discharge)
1=Culvert  (Inlet Controls 0.83 cfs @ 2.37 fps)

Secondary OutFlow  Max=0.62 cfs @ 11.96 hrs  HW=30.65'   (Free Discharge)
2=Culvert  (Inlet Controls 0.62 cfs @ 1.51 fps)

Pond 33P: CB-G
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Summary for Pond 34P: CB-K

Inflow Area = 0.940 ac, 85.11% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 1.85 cfs @ 11.95 hrs,  Volume= 0.092 af
Outflow = 1.85 cfs @ 11.95 hrs,  Volume= 0.092 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.08 cfs @ 11.95 hrs,  Volume= 0.083 af
Secondary = 0.77 cfs @ 11.95 hrs,  Volume= 0.009 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.22' @ 11.95 hrs
Flood Elev= 36.06'

Device Routing     Invert Outlet Devices

#1 Primary 33.00' 8.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.00' / 32.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

#2 Secondary 33.67' 12.0"  Round Culvert   L= 20.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.67' / 32.78'   S= 0.0445 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.08 cfs @ 11.95 hrs  HW=34.22'   (Free Discharge)
1=Culvert  (Inlet Controls 1.08 cfs @ 3.09 fps)

Secondary OutFlow  Max=0.77 cfs @ 11.95 hrs  HW=34.22'   (Free Discharge)
2=Culvert  (Inlet Controls 0.77 cfs @ 1.72 fps)

Pond 34P: CB-K
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Summary for Pond 36P: CB-F

Inflow Area = 2.550 ac, 85.10% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 4.21 cfs @ 12.01 hrs,  Volume= 0.249 af
Outflow = 4.21 cfs @ 12.01 hrs,  Volume= 0.249 af,  Atten= 0%,  Lag= 0.0 min
Primary = 3.31 cfs @ 12.02 hrs,  Volume= 0.239 af
Secondary = 0.90 cfs @ 12.01 hrs,  Volume= 0.010 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 32.47' @ 12.02 hrs
Flood Elev= 35.02'

Device Routing     Invert Outlet Devices

#1 Primary 31.17' 15.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 31.17' / 30.17'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.23 sf   

#2 Secondary 32.00' 24.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 32.00' / 30.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=3.27 cfs @ 12.02 hrs  HW=32.45'   (Free Discharge)
1=Culvert  (Inlet Controls 3.27 cfs @ 2.67 fps)

Secondary OutFlow  Max=0.84 cfs @ 12.01 hrs  HW=32.46'   (Free Discharge)
2=Culvert  (Inlet Controls 0.84 cfs @ 1.57 fps)

Pond 36P: CB-F
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Summary for Pond 37P: CB-C

Inflow Area = 0.420 ac, 85.71% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 0.86 cfs @ 11.94 hrs,  Volume= 0.041 af
Outflow = 0.86 cfs @ 11.94 hrs,  Volume= 0.041 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.81 cfs @ 11.94 hrs,  Volume= 0.041 af
Secondary = 0.05 cfs @ 11.95 hrs,  Volume= 0.000 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 29.53' @ 11.94 hrs
Flood Elev= 32.01'

Device Routing     Invert Outlet Devices

#1 Primary 28.70' 8.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 28.70' / 27.70'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

#2 Secondary 29.37' 8.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 29.37' / 27.67'   S= 0.0085 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

Primary OutFlow  Max=0.78 cfs @ 11.94 hrs  HW=29.50'   (Free Discharge)
1=Culvert  (Inlet Controls 0.78 cfs @ 2.24 fps)

Secondary OutFlow  Max=0.05 cfs @ 11.95 hrs  HW=29.51'   (Free Discharge)
2=Culvert  (Inlet Controls 0.05 cfs @ 0.88 fps)

Pond 37P: CB-C
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Summary for Pond 38P: CB-D

Inflow Area = 1.820 ac, 85.16% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 3.38 cfs @ 11.97 hrs,  Volume= 0.178 af
Outflow = 3.38 cfs @ 11.97 hrs,  Volume= 0.178 af,  Atten= 0%,  Lag= 0.0 min
Primary = 2.19 cfs @ 11.97 hrs,  Volume= 0.163 af
Secondary = 1.19 cfs @ 11.97 hrs,  Volume= 0.015 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 29.82' @ 11.97 hrs
Flood Elev= 31.59'

Device Routing     Invert Outlet Devices

#1 Primary 28.60' 12.0"  Round Culvert   L= 40.0'   Ke= 1.200   
Inlet / Outlet Invert= 28.60' / 28.20'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

#2 Secondary 29.27' 24.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 29.27' / 28.27'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=2.16 cfs @ 11.97 hrs  HW=29.80'   (Free Discharge)
1=Culvert  (Inlet Controls 2.16 cfs @ 2.75 fps)

Secondary OutFlow  Max=1.13 cfs @ 11.97 hrs  HW=29.80'   (Free Discharge)
2=Culvert  (Inlet Controls 1.13 cfs @ 1.69 fps)

Pond 38P: CB-D
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Summary for Pond 39P: DT-4

Inflow Area = 5.860 ac, 85.15% Impervious,  Inflow Depth = 1.10"    for  2 event
Inflow = 7.47 cfs @ 11.97 hrs,  Volume= 0.539 af
Outflow = 0.39 cfs @ 13.67 hrs,  Volume= 0.539 af,  Atten= 95%,  Lag= 101.8 min
Discarded = 0.39 cfs @ 13.67 hrs,  Volume= 0.539 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 25.81' @ 13.67 hrs   Surf.Area= 0.440 ac   Storage= 0.262 af

Plug-Flow detention time= 270.6 min calculated for 0.539 af (100% of inflow)
Center-of-Mass det. time= 270.3 min ( 1,061.5 - 791.2 )

Volume Invert Avail.Storage Storage Description

#1 25.20' 1.067 af Custom Stage Data (Irregular) Listed below (Recalc)
1.100 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

25.20 0.440 871.0 0.000 0.000 0.440
27.70 0.440 871.0 1.100 1.100 0.490

Device Routing     Invert Outlet Devices

#1 Discarded 25.20' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.39 cfs @ 13.67 hrs  HW=25.81'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.39 cfs)
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Pond 39P: DT-4
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Summary for Pond 40P: CB-E

Inflow Area = 0.320 ac, 84.38% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 0.51 cfs @ 12.02 hrs,  Volume= 0.031 af
Outflow = 0.51 cfs @ 12.02 hrs,  Volume= 0.031 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.20 cfs @ 12.02 hrs,  Volume= 0.026 af
Secondary = 0.31 cfs @ 12.02 hrs,  Volume= 0.006 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 35.57' @ 12.02 hrs
Flood Elev= 37.90'

Device Routing     Invert Outlet Devices

#1 Primary 34.90' 4.0"  Round Culvert   L= 75.0'   Ke= 1.200   
Inlet / Outlet Invert= 34.90' / 34.15'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.09 sf   

#2 Secondary 35.23' 12.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 35.23' / 33.40'   S= 0.0091 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.20 cfs @ 12.02 hrs  HW=35.56'   (Free Discharge)
1=Culvert  (Inlet Controls 0.20 cfs @ 2.31 fps)

Secondary OutFlow  Max=0.30 cfs @ 12.02 hrs  HW=35.56'   (Free Discharge)
2=Culvert  (Inlet Controls 0.30 cfs @ 1.33 fps)

Pond 40P: CB-E
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Summary for Pond 41P: DT-6

Inflow Area = 1.290 ac, 84.50% Impervious,  Inflow Depth = 0.90"    for  2 event
Inflow = 0.71 cfs @ 11.95 hrs,  Volume= 0.097 af
Outflow = 0.07 cfs @ 14.08 hrs,  Volume= 0.097 af,  Atten= 90%,  Lag= 128.0 min
Discarded = 0.07 cfs @ 14.08 hrs,  Volume= 0.097 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 28.04' @ 14.08 hrs   Surf.Area= 0.075 ac   Storage= 0.040 af

Plug-Flow detention time= 235.5 min calculated for 0.097 af (100% of inflow)
Center-of-Mass det. time= 235.4 min ( 1,041.6 - 806.2 )

Volume Invert Avail.Storage Storage Description

#1 27.50' 0.182 af Custom Stage Data (Irregular) Listed below (Recalc)
0.187 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

27.50 0.075 482.0 0.000 0.000 0.075
30.00 0.075 482.0 0.187 0.187 0.103

Device Routing     Invert Outlet Devices

#1 Discarded 27.50' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.07 cfs @ 14.08 hrs  HW=28.04'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.07 cfs)
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Pond 41P: DT-6
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Summary for Pond 42P: CB-B

[57] Hint: Peaked at 32.99' (Flood elevation advised)

Inflow Area = 0.230 ac, 82.61% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 0.48 cfs @ 11.93 hrs,  Volume= 0.023 af
Outflow = 0.48 cfs @ 11.93 hrs,  Volume= 0.023 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.24 cfs @ 11.93 hrs,  Volume= 0.020 af
Secondary = 0.23 cfs @ 11.93 hrs,  Volume= 0.003 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 32.99' @ 11.93 hrs

Device Routing     Invert Outlet Devices

#1 Primary 32.10' 4.0"  Round Culvert   L= 50.0'   Ke= 1.200   
Inlet / Outlet Invert= 32.10' / 31.20'   S= 0.0180 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.09 sf   

#2 Secondary 32.60' 6.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 32.60' / 30.60'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.20 sf   

Primary OutFlow  Max=0.24 cfs @ 11.93 hrs  HW=32.96'   (Free Discharge)
1=Culvert  (Inlet Controls 0.24 cfs @ 2.74 fps)

Secondary OutFlow  Max=0.21 cfs @ 11.93 hrs  HW=32.96'   (Free Discharge)
2=Culvert  (Inlet Controls 0.21 cfs @ 1.40 fps)

Pond 42P: CB-B
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Summary for Pond 43P: CB-A

Inflow Area = 0.740 ac, 85.14% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 1.49 cfs @ 11.95 hrs,  Volume= 0.072 af
Outflow = 1.49 cfs @ 11.95 hrs,  Volume= 0.072 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.28 cfs @ 11.95 hrs,  Volume= 0.051 af
Secondary = 1.20 cfs @ 11.95 hrs,  Volume= 0.021 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 32.35' @ 11.95 hrs
Flood Elev= 34.22'

Device Routing     Invert Outlet Devices

#1 Primary 31.20' 4.0"  Round Culvert   L= 30.0'   Ke= 1.200   
Inlet / Outlet Invert= 31.20' / 30.00'   S= 0.0400 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.09 sf   

#2 Secondary 31.70' 15.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 31.70' / 29.70'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.23 sf   

Primary OutFlow  Max=0.28 cfs @ 11.95 hrs  HW=32.34'   (Free Discharge)
1=Culvert  (Inlet Controls 0.28 cfs @ 3.24 fps)

Secondary OutFlow  Max=1.18 cfs @ 11.95 hrs  HW=32.34'   (Free Discharge)
2=Culvert  (Inlet Controls 1.18 cfs @ 1.86 fps)

Pond 43P: CB-A
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Summary for Pond 49P: CB-S

[57] Hint: Peaked at 27.35' (Flood elevation advised)

Inflow Area = 0.910 ac, 84.62% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 1.87 cfs @ 11.94 hrs,  Volume= 0.089 af
Outflow = 1.87 cfs @ 11.94 hrs,  Volume= 0.089 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.87 cfs @ 11.94 hrs,  Volume= 0.089 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 27.35' @ 11.94 hrs

Device Routing     Invert Outlet Devices

#1 Primary 26.60' 12.0" Vert. Orifice/Grate    C= 0.600   

Primary OutFlow  Max=1.80 cfs @ 11.94 hrs  HW=27.33'   (Free Discharge)
1=Orifice/Grate  (Orifice Controls 1.80 cfs @ 2.92 fps)

Pond 49P: CB-S
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Summary for Pond 51P: CB-T

Inflow Area = 0.230 ac, 82.61% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 0.47 cfs @ 11.94 hrs,  Volume= 0.023 af
Outflow = 0.47 cfs @ 11.94 hrs,  Volume= 0.023 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.47 cfs @ 11.94 hrs,  Volume= 0.023 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.51' @ 11.94 hrs
Flood Elev= 36.80'

Device Routing     Invert Outlet Devices

#1 Primary 33.30' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.30' / 32.30'   S= 0.0100 '/'   Cc= 0.900   
n= 0.120,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.46 cfs @ 11.94 hrs  HW=34.47'   (Free Discharge)
1=Culvert  (Barrel Controls 0.46 cfs @ 0.63 fps)

Pond 51P: CB-T

Inflow
Primary

Hydrograph

Time  (hours)
48464442403836343230282624222018161412108642

F
lo

w
  

(c
fs

)

0.5

0.45

0.4

0.35

0.3

0.25

0.2

0.15

0.1

0.05

0

Inflow Area=0.230 ac

Peak Elev=34.51'

12.0"

Round Culvert

n=0.120

L=100.0'

S=0.0100 '/'

0.47 cfs

0.47 cfs



Type II 24-hr  2 Rainfall=1.49", AMC=3Post Development Condition-REV1
  Printed  2/26/2019Prepared by Microsoft

Page 58HydroCAD® 10.00-22  s/n 10423  © 2018 HydroCAD Software Solutions LLC

Summary for Pond 53P: CB-U

Inflow Area = 0.280 ac, 85.71% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 0.58 cfs @ 11.93 hrs,  Volume= 0.027 af
Outflow = 0.58 cfs @ 11.93 hrs,  Volume= 0.027 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.58 cfs @ 11.93 hrs,  Volume= 0.027 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.27' @ 11.93 hrs
Flood Elev= 36.80'

Device Routing     Invert Outlet Devices

#1 Primary 33.80' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.80' / 32.80'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.55 cfs @ 11.93 hrs  HW=34.26'   (Free Discharge)
1=Culvert  (Inlet Controls 0.55 cfs @ 1.57 fps)

Pond 53P: CB-U
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Summary for Pond 54P: DA-9

Inflow Area = 1.450 ac, 84.83% Impervious,  Inflow Depth = 1.10"    for  2 event
Inflow = 2.13 cfs @ 11.94 hrs,  Volume= 0.133 af
Outflow = 0.10 cfs @ 11.25 hrs,  Volume= 0.133 af,  Atten= 95%,  Lag= 0.0 min
Discarded = 0.10 cfs @ 11.25 hrs,  Volume= 0.133 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 30.03' @ 13.48 hrs   Surf.Area= 0.120 ac   Storage= 0.063 af

Plug-Flow detention time= 240.2 min calculated for 0.133 af (100% of inflow)
Center-of-Mass det. time= 240.0 min ( 1,028.0 - 788.0 )

Volume Invert Avail.Storage Storage Description

#1 29.50' 0.300 af Custom Stage Data (Prismatic) Listed below (Recalc)

Elevation Surf.Area Inc.Store Cum.Store
(feet) (acres) (acre-feet) (acre-feet)

29.50 0.120 0.000 0.000
32.00 0.120 0.300 0.300

Device Routing     Invert Outlet Devices

#1 Discarded 29.50' 0.850 in/hr Exfiltration over Surface area   

Discarded OutFlow  Max=0.10 cfs @ 11.25 hrs  HW=29.53'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.10 cfs)

Pond 54P: DA-9
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Summary for Pond 56P: (new Pond)

[57] Hint: Peaked at 35.88' (Flood elevation advised)

Inflow Area = 0.290 ac, 86.21% Impervious,  Inflow Depth = 1.17"    for  2 event
Inflow = 0.57 cfs @ 11.95 hrs,  Volume= 0.028 af
Outflow = 0.57 cfs @ 11.95 hrs,  Volume= 0.028 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.57 cfs @ 11.95 hrs,  Volume= 0.028 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 35.88' @ 11.95 hrs

Device Routing     Invert Outlet Devices

#1 Primary 35.41' 12.0"  Round Culvert   L= 40.0'   Ke= 1.200   
Inlet / Outlet Invert= 35.41' / 35.01'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.56 cfs @ 11.95 hrs  HW=35.87'   (Free Discharge)
1=Culvert  (Inlet Controls 0.56 cfs @ 1.58 fps)

Pond 56P: (new Pond)
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Time span=1.00-48.00 hrs, dt=0.05 hrs, 941 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Stor-Ind+Trans method  -  Pond routing by Stor-Ind method

Runoff Area=0.740 ac   85.14% Impervious   Runoff Depth=2.30"Subcatchment 1S: A
   Flow Length=182'   Slope=0.0070 '/'   Tc=4.4 min   AMC Adjusted CN=97   Runoff=2.79 cfs  0.142 af

Runoff Area=0.230 ac   82.61% Impervious   Runoff Depth=2.30"Subcatchment 2S: B
   Flow Length=153'   Slope=0.0160 '/'   Tc=2.7 min   AMC Adjusted CN=97   Runoff=0.89 cfs  0.044 af

Runoff Area=0.420 ac   85.71% Impervious   Runoff Depth=2.30"Subcatchment 3S: C
   Flow Length=216'   Slope=0.0160 '/'   Tc=3.6 min   AMC Adjusted CN=97   Runoff=1.62 cfs  0.081 af

Runoff Area=1.820 ac   85.16% Impervious   Runoff Depth=2.30"Subcatchment 4S: D
   Flow Length=457'   Slope=0.0230 '/'   Tc=6.4 min   AMC Adjusted CN=97   Runoff=6.35 cfs  0.349 af

Runoff Area=0.320 ac   84.38% Impervious   Runoff Depth=2.30"Subcatchment 5S: E
   Flow Length=394'   Slope=0.0040 '/'   Tc=11.3 min   AMC Adjusted CN=97   Runoff=0.97 cfs  0.061 af

Runoff Area=2.550 ac   85.10% Impervious   Runoff Depth=2.30"Subcatchment 6S: F
   Flow Length=553'   Slope=0.0100 '/'   Tc=10.5 min   AMC Adjusted CN=97   Runoff=7.92 cfs  0.489 af

Runoff Area=0.780 ac   84.62% Impervious   Runoff Depth=2.30"Subcatchment 7S: G
   Flow Length=340'   Slope=0.0150 '/'   Tc=5.8 min   AMC Adjusted CN=97   Runoff=2.78 cfs  0.150 af

Runoff Area=0.310 ac   83.87% Impervious   Runoff Depth=2.30"Subcatchment 8S: H
   Flow Length=50'   Slope=0.0200 '/'   Tc=1.0 min   AMC Adjusted CN=97   Runoff=1.25 cfs  0.059 af

Runoff Area=0.160 ac   87.50% Impervious   Runoff Depth=2.41"Subcatchment 9S: I
   Flow Length=129'   Slope=0.0090 '/'   Tc=3.0 min   AMC Adjusted CN=98   Runoff=0.63 cfs  0.032 af

Runoff Area=1.410 ac   85.11% Impervious   Runoff Depth=2.30"Subcatchment 10S: J
   Flow Length=256'   Slope=0.0200 '/'   Tc=3.8 min   AMC Adjusted CN=97   Runoff=5.40 cfs  0.270 af

Runoff Area=0.940 ac   85.11% Impervious   Runoff Depth=2.30"Subcatchment 11S: K
   Flow Length=254'   Slope=0.0100 '/'   Tc=4.9 min   AMC Adjusted CN=97   Runoff=3.47 cfs  0.180 af

Runoff Area=0.240 ac   87.50% Impervious   Runoff Depth=2.41"Subcatchment 12S: L
   Flow Length=254'   Slope=0.0100 '/'   Tc=4.9 min   AMC Adjusted CN=98   Runoff=0.90 cfs  0.048 af

Runoff Area=1.420 ac   85.21% Impervious   Runoff Depth=2.30"Subcatchment 13S: M
   Flow Length=329'   Slope=0.0110 '/'   Tc=6.2 min   AMC Adjusted CN=97   Runoff=4.99 cfs  0.272 af

Runoff Area=0.510 ac   84.31% Impervious   Runoff Depth=2.30"Subcatchment 14S: N
   Flow Length=215'   Slope=0.0110 '/'   Tc=4.2 min   AMC Adjusted CN=97   Runoff=1.93 cfs  0.098 af

Runoff Area=0.310 ac   83.87% Impervious   Runoff Depth=2.30"Subcatchment 15S: O
   Flow Length=190'   Slope=0.0150 '/'   Tc=3.3 min   AMC Adjusted CN=97   Runoff=1.20 cfs  0.059 af

Runoff Area=0.360 ac   83.33% Impervious   Runoff Depth=2.30"Subcatchment 16S: P
   Flow Length=164'   Slope=0.0170 '/'   Tc=2.8 min   AMC Adjusted CN=97   Runoff=1.40 cfs  0.069 af
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Runoff Area=0.910 ac   84.62% Impervious   Runoff Depth=2.30"Subcatchment 17S: S
   Flow Length=250'   Slope=0.0200 '/'   Tc=3.7 min   AMC Adjusted CN=97   Runoff=3.50 cfs  0.175 af

Runoff Area=0.230 ac   82.61% Impervious   Runoff Depth=2.30"Subcatchment 18S: Q
   Flow Length=87'   Slope=0.0400 '/'   Tc=1.2 min   AMC Adjusted CN=97   Runoff=0.92 cfs  0.044 af

Runoff Area=0.340 ac   8.82% Impervious   Runoff Depth=0.88"Subcatchment 19S: R
   Flow Length=56'   Slope=0.0500 '/'   Tc=6.3 min   AMC Adjusted CN=78   Runoff=0.51 cfs  0.025 af

Runoff Area=0.230 ac   82.61% Impervious   Runoff Depth=2.30"Subcatchment 50S: T
   Flow Length=127'   Slope=0.0050 '/'   Tc=3.7 min   AMC Adjusted CN=97   Runoff=0.88 cfs  0.044 af

Runoff Area=0.280 ac   85.71% Impervious   Runoff Depth=2.30"Subcatchment 52S: U
   Flow Length=125'   Slope=0.0100 '/'   Tc=2.8 min   AMC Adjusted CN=97   Runoff=1.09 cfs  0.054 af

Runoff Area=0.290 ac   86.21% Impervious   Runoff Depth=2.30"Subcatchment 55S: V
   Flow Length=185'   Slope=0.0050 '/'   Tc=5.1 min   AMC Adjusted CN=97   Runoff=1.06 cfs  0.056 af

Avg. Flow Depth=0.75'   Max Vel=8.51 fps   Inflow=19.52 cfs  0.561 afReach 46R: REGIONAL SD
84.0"  Round Pipe   n=0.013   L=500.0'   S=0.0150 '/'   Capacity=782.41 cfs   Outflow=18.40 cfs  0.561 af

Peak Elev=34.39'  Storage=0.181 af   Inflow=6.28 cfs  0.341 afPond 20P: DT-1
   Outflow=0.19 cfs  0.341 af

Peak Elev=37.80'   Inflow=1.40 cfs  0.069 afPond 22P: CB-P
12.0"  Round Culvert  n=0.012  L=100.0'  S=0.0100 '/'   Outflow=1.40 cfs  0.069 af

Peak Elev=37.26'   Inflow=4.99 cfs  0.272 afPond 24P: CB-M
24.0"  Round Culvert  n=0.012  L=10.0'  S=0.0100 '/'   Outflow=4.99 cfs  0.272 af

Peak Elev=37.66'   Inflow=1.93 cfs  0.098 afPond 26P: CB-N
   Outflow=1.93 cfs  0.098 af

Peak Elev=37.33'   Inflow=1.20 cfs  0.059 afPond 27P: CB-O
12.0"  Round Culvert  n=0.012  L=10.0'  S=0.0100 '/'   Outflow=1.20 cfs  0.059 af

Peak Elev=32.54'  Storage=0.111 af   Inflow=4.03 cfs  0.206 afPond 28P: DT-2
   Outflow=0.10 cfs  0.206 af

Peak Elev=34.72'   Inflow=0.90 cfs  0.048 afPond 29P: CB-L
18.0"  Round Culvert  n=0.012  L=20.0'  S=0.0100 '/'   Outflow=0.90 cfs  0.048 af

Peak Elev=39.00'   Inflow=0.63 cfs  0.032 afPond 30P: CB-I
12.0"  Round Culvert  n=0.012  L=100.0'  S=0.0100 '/'   Outflow=0.63 cfs  0.032 af

Peak Elev=36.63'   Inflow=5.40 cfs  0.270 afPond 31P: CB-J
24.0"  Round Culvert  n=0.012  L=10.0'  S=0.0100 '/'   Outflow=5.40 cfs  0.270 af

Peak Elev=33.56'  Storage=0.164 af   Inflow=6.03 cfs  0.303 afPond 32P: DT-3
   Outflow=0.15 cfs  0.303 af
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Peak Elev=30.97'   Inflow=2.78 cfs  0.150 afPond 33P: CB-G
   Primary=1.05 cfs  0.121 af   Secondary=1.73 cfs  0.029 af   Outflow=2.78 cfs  0.150 af

Peak Elev=34.82'   Inflow=3.47 cfs  0.180 afPond 34P: CB-K
   Primary=1.40 cfs  0.148 af   Secondary=2.08 cfs  0.032 af   Outflow=3.47 cfs  0.180 af

Peak Elev=32.98'   Inflow=7.92 cfs  0.489 afPond 36P: CB-F
   Primary=4.39 cfs  0.432 af   Secondary=3.53 cfs  0.058 af   Outflow=7.92 cfs  0.489 af

Peak Elev=29.92'   Inflow=1.62 cfs  0.081 afPond 37P: CB-C
   Primary=1.08 cfs  0.075 af   Secondary=0.53 cfs  0.005 af   Outflow=1.62 cfs  0.081 af

Peak Elev=30.26'   Inflow=6.35 cfs  0.349 afPond 38P: CB-D
   Primary=2.78 cfs  0.292 af   Secondary=3.57 cfs  0.057 af   Outflow=6.35 cfs  0.349 af

Peak Elev=26.43'  Storage=0.526 af   Inflow=10.12 cfs  0.975 afPond 39P: DT-4
   Outflow=0.40 cfs  0.975 af

Peak Elev=35.77'   Inflow=0.97 cfs  0.061 afPond 40P: CB-E
   Primary=0.24 cfs  0.045 af   Secondary=0.73 cfs  0.017 af   Outflow=0.97 cfs  0.061 af

Peak Elev=28.61'  Storage=0.081 af   Inflow=0.88 cfs  0.171 afPond 41P: DT-6
   Outflow=0.07 cfs  0.171 af

Peak Elev=33.59'   Inflow=0.89 cfs  0.044 afPond 42P: CB-B
   Primary=0.33 cfs  0.035 af   Secondary=0.56 cfs  0.009 af   Outflow=0.89 cfs  0.044 af

Peak Elev=32.70'   Inflow=2.79 cfs  0.142 afPond 43P: CB-A
   Primary=0.33 cfs  0.091 af   Secondary=2.45 cfs  0.051 af   Outflow=2.79 cfs  0.142 af

Peak Elev=27.95'   Inflow=3.50 cfs  0.175 afPond 49P: CB-S
   Outflow=3.50 cfs  0.175 af

Peak Elev=38.56'   Inflow=0.88 cfs  0.044 afPond 51P: CB-T
12.0"  Round Culvert  n=0.120  L=100.0'  S=0.0100 '/'   Outflow=0.88 cfs  0.044 af

Peak Elev=34.48'   Inflow=1.09 cfs  0.054 afPond 53P: CB-U
12.0"  Round Culvert  n=0.012  L=100.0'  S=0.0100 '/'   Outflow=1.09 cfs  0.054 af

Peak Elev=30.60'  Storage=0.132 af   Inflow=3.35 cfs  0.246 afPond 54P: DA-9
   Outflow=0.10 cfs  0.246 af

Peak Elev=36.08'   Inflow=1.06 cfs  0.056 afPond 56P: (new Pond)
12.0"  Round Culvert  n=0.012  L=40.0'  S=0.0100 '/'   Outflow=1.06 cfs  0.056 af

Total Runoff Area = 14.800 ac   Runoff Volume = 2.802 af   Average Runoff Depth = 2.27"
16.82% Pervious = 2.490 ac     83.18% Impervious = 12.310 ac



Type II 24-hr  10 Rainfall=2.64", AMC=3Post Development Condition-REV1
  Printed  2/26/2019Prepared by Microsoft

Page 64HydroCAD® 10.00-22  s/n 10423  © 2018 HydroCAD Software Solutions LLC

Summary for Subcatchment 1S: A

[49] Hint: Tc<2dt may require smaller dt

Runoff = 2.79 cfs @ 11.94 hrs,  Volume= 0.142 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.630 98
* 0.110 56

0.740 92 97 Weighted Average, AMC Adjusted
0.110 14.86% Pervious Area
0.630 85.14% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.4 182 0.0070 0.70 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 1S: A

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.740 ac

Runoff Volume=0.142 af

Runoff Depth=2.30"

Flow Length=182'

Slope=0.0070 '/'

Tc=4.4 min

AMC Adjusted CN=97

2.79 cfs
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Summary for Subcatchment 2S: B

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.89 cfs @ 11.93 hrs,  Volume= 0.044 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.190 98
* 0.040 56

0.230 91 97 Weighted Average, AMC Adjusted
0.040 17.39% Pervious Area
0.190 82.61% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

2.7 153 0.0160 0.93 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 2S: B

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.230 ac

Runoff Volume=0.044 af

Runoff Depth=2.30"

Flow Length=153'

Slope=0.0160 '/'

Tc=2.7 min

AMC Adjusted CN=97

0.89 cfs
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Summary for Subcatchment 3S: C

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.62 cfs @ 11.94 hrs,  Volume= 0.081 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.360 98
* 0.060 56

0.420 92 97 Weighted Average, AMC Adjusted
0.060 14.29% Pervious Area
0.360 85.71% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.6 216 0.0160 1.00 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 3S: C

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.420 ac

Runoff Volume=0.081 af

Runoff Depth=2.30"

Flow Length=216'

Slope=0.0160 '/'

Tc=3.6 min

AMC Adjusted CN=97

1.62 cfs



Type II 24-hr  10 Rainfall=2.64", AMC=3Post Development Condition-REV1
  Printed  2/26/2019Prepared by Microsoft

Page 67HydroCAD® 10.00-22  s/n 10423  © 2018 HydroCAD Software Solutions LLC

Summary for Subcatchment 4S: D

Runoff = 6.35 cfs @ 11.97 hrs,  Volume= 0.349 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 1.550 98
* 0.270 56

1.820 92 97 Weighted Average, AMC Adjusted
0.270 14.84% Pervious Area
1.550 85.16% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.0 300 0.0230 1.24 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

2.4 157 0.0230 1.09 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

6.4 457 Total

Subcatchment 4S: D

Runoff

Hydrograph
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=1.820 ac

Runoff Volume=0.349 af

Runoff Depth=2.30"

Flow Length=457'

Slope=0.0230 '/'

Tc=6.4 min

AMC Adjusted CN=97

6.35 cfs
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Summary for Subcatchment 5S: E

Runoff = 0.97 cfs @ 12.02 hrs,  Volume= 0.061 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.270 98
* 0.050 56

0.320 91 97 Weighted Average, AMC Adjusted
0.050 15.63% Pervious Area
0.270 84.38% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

8.1 300 0.0040 0.61 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

3.2 94 0.0040 0.49 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

11.3 394 Total

Subcatchment 5S: E

Runoff
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.320 ac

Runoff Volume=0.061 af

Runoff Depth=2.30"

Flow Length=394'

Slope=0.0040 '/'

Tc=11.3 min

AMC Adjusted CN=97

0.97 cfs
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Summary for Subcatchment 6S: F

Runoff = 7.92 cfs @ 12.01 hrs,  Volume= 0.489 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 2.170 98
* 0.380 56

2.550 92 97 Weighted Average, AMC Adjusted
0.380 14.90% Pervious Area
2.170 85.10% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.6 300 0.0100 0.89 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

4.9 253 0.0100 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

10.5 553 Total

Subcatchment 6S: F

Runoff
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=2.550 ac

Runoff Volume=0.489 af

Runoff Depth=2.30"

Flow Length=553'

Slope=0.0100 '/'

Tc=10.5 min

AMC Adjusted CN=97

7.92 cfs
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Summary for Subcatchment 7S: G

[49] Hint: Tc<2dt may require smaller dt

Runoff = 2.78 cfs @ 11.96 hrs,  Volume= 0.150 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.660 98
* 0.120 56

0.780 92 97 Weighted Average, AMC Adjusted
0.120 15.38% Pervious Area
0.660 84.62% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.8 300 0.0150 1.04 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

1.0 40 0.0150 0.70 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

5.8 340 Total

Subcatchment 7S: G

Runoff

Hydrograph
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.780 ac

Runoff Volume=0.150 af

Runoff Depth=2.30"

Flow Length=340'

Slope=0.0150 '/'

Tc=5.8 min

AMC Adjusted CN=97

2.78 cfs
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Summary for Subcatchment 8S: H

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.25 cfs @ 11.90 hrs,  Volume= 0.059 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.260 98
* 0.050 56

0.310 91 97 Weighted Average, AMC Adjusted
0.050 16.13% Pervious Area
0.260 83.87% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

1.0 50 0.0200 0.82 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 8S: H

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.310 ac

Runoff Volume=0.059 af

Runoff Depth=2.30"

Flow Length=50'

Slope=0.0200 '/'

Tc=1.0 min

AMC Adjusted CN=97

1.25 cfs
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Summary for Subcatchment 9S: I

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.63 cfs @ 11.93 hrs,  Volume= 0.032 af,  Depth= 2.41"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.140 98
* 0.020 56

0.160 93 98 Weighted Average, AMC Adjusted
0.020 12.50% Pervious Area
0.140 87.50% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.0 129 0.0090 0.72 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 9S: I

Runoff

Hydrograph
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.160 ac

Runoff Volume=0.032 af

Runoff Depth=2.41"

Flow Length=129'

Slope=0.0090 '/'

Tc=3.0 min

AMC Adjusted CN=98

0.63 cfs
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Summary for Subcatchment 10S: J

[49] Hint: Tc<2dt may require smaller dt

Runoff = 5.40 cfs @ 11.94 hrs,  Volume= 0.270 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 1.200 98
* 0.210 56

1.410 92 97 Weighted Average, AMC Adjusted
0.210 14.89% Pervious Area
1.200 85.11% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.8 256 0.0200 1.13 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 10S: J

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=1.410 ac

Runoff Volume=0.270 af

Runoff Depth=2.30"

Flow Length=256'

Slope=0.0200 '/'

Tc=3.8 min

AMC Adjusted CN=97

5.40 cfs
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Summary for Subcatchment 11S: K

[49] Hint: Tc<2dt may require smaller dt

Runoff = 3.47 cfs @ 11.95 hrs,  Volume= 0.180 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.800 98
* 0.140 56

0.940 92 97 Weighted Average, AMC Adjusted
0.140 14.89% Pervious Area
0.800 85.11% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.9 254 0.0100 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 11S: K

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.940 ac

Runoff Volume=0.180 af

Runoff Depth=2.30"

Flow Length=254'

Slope=0.0100 '/'

Tc=4.9 min

AMC Adjusted CN=97

3.47 cfs
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Summary for Subcatchment 12S: L

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.90 cfs @ 11.95 hrs,  Volume= 0.048 af,  Depth= 2.41"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.210 98
* 0.030 56

0.240 93 98 Weighted Average, AMC Adjusted
0.030 12.50% Pervious Area
0.210 87.50% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.9 254 0.0100 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 12S: L

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.240 ac

Runoff Volume=0.048 af

Runoff Depth=2.41"

Flow Length=254'

Slope=0.0100 '/'

Tc=4.9 min

AMC Adjusted CN=98

0.90 cfs
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Summary for Subcatchment 13S: M

Runoff = 4.99 cfs @ 11.97 hrs,  Volume= 0.272 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 1.210 98
* 0.210 56

1.420 92 97 Weighted Average, AMC Adjusted
0.210 14.79% Pervious Area
1.210 85.21% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.4 300 0.0110 0.92 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

0.8 29 0.0110 0.58 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

6.2 329 Total

Subcatchment 13S: M
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=1.420 ac

Runoff Volume=0.272 af

Runoff Depth=2.30"

Flow Length=329'

Slope=0.0110 '/'

Tc=6.2 min

AMC Adjusted CN=97

4.99 cfs
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Summary for Subcatchment 14S: N

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.93 cfs @ 11.94 hrs,  Volume= 0.098 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.430 98
* 0.080 56

0.510 91 97 Weighted Average, AMC Adjusted
0.080 15.69% Pervious Area
0.430 84.31% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.2 215 0.0110 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 14S: N
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.510 ac

Runoff Volume=0.098 af

Runoff Depth=2.30"

Flow Length=215'

Slope=0.0110 '/'

Tc=4.2 min

AMC Adjusted CN=97

1.93 cfs
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Summary for Subcatchment 15S: O

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.20 cfs @ 11.93 hrs,  Volume= 0.059 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.260 98
* 0.050 56

0.310 91 97 Weighted Average, AMC Adjusted
0.050 16.13% Pervious Area
0.260 83.87% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.3 190 0.0150 0.95 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 15S: O

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.310 ac

Runoff Volume=0.059 af

Runoff Depth=2.30"

Flow Length=190'

Slope=0.0150 '/'

Tc=3.3 min

AMC Adjusted CN=97

1.20 cfs
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Summary for Subcatchment 16S: P

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.40 cfs @ 11.93 hrs,  Volume= 0.069 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.300 98
* 0.060 56

0.360 91 97 Weighted Average, AMC Adjusted
0.060 16.67% Pervious Area
0.300 83.33% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

2.8 164 0.0170 0.97 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 16S: P

Runoff

Hydrograph
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.360 ac

Runoff Volume=0.069 af

Runoff Depth=2.30"

Flow Length=164'

Slope=0.0170 '/'

Tc=2.8 min

AMC Adjusted CN=97

1.40 cfs
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Summary for Subcatchment 17S: S

[49] Hint: Tc<2dt may require smaller dt

Runoff = 3.50 cfs @ 11.94 hrs,  Volume= 0.175 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.770 98
* 0.140 56

0.910 92 97 Weighted Average, AMC Adjusted
0.140 15.38% Pervious Area
0.770 84.62% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.7 250 0.0200 1.13 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 17S: S

Runoff
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.910 ac

Runoff Volume=0.175 af

Runoff Depth=2.30"

Flow Length=250'

Slope=0.0200 '/'

Tc=3.7 min

AMC Adjusted CN=97

3.50 cfs
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Summary for Subcatchment 18S: Q

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.92 cfs @ 11.90 hrs,  Volume= 0.044 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.190 98
* 0.040 56

0.230 91 97 Weighted Average, AMC Adjusted
0.040 17.39% Pervious Area
0.190 82.61% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

1.2 87 0.0400 1.20 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 18S: Q

Runoff

Hydrograph

Time  (hours)
48464442403836343230282624222018161412108642

F
lo

w
  

(c
fs

)

1

0

Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.230 ac

Runoff Volume=0.044 af

Runoff Depth=2.30"

Flow Length=87'

Slope=0.0400 '/'

Tc=1.2 min

AMC Adjusted CN=97

0.92 cfs
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Summary for Subcatchment 19S: R

Runoff = 0.51 cfs @ 11.98 hrs,  Volume= 0.025 af,  Depth= 0.88"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.030 98
* 0.310 56

0.340 60 78 Weighted Average, AMC Adjusted
0.310 91.18% Pervious Area
0.030 8.82% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

6.3 56 0.0500 0.15 Sheet Flow, 
Grass: Short   n= 0.150   P2= 1.49"

Subcatchment 19S: R

Runoff

Hydrograph
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.340 ac

Runoff Volume=0.025 af

Runoff Depth=0.88"

Flow Length=56'

Slope=0.0500 '/'

Tc=6.3 min

AMC Adjusted CN=78

0.51 cfs
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Summary for Subcatchment 50S: T

[49] Hint: Tc<2dt may require smaller dt

Runoff = 0.88 cfs @ 11.94 hrs,  Volume= 0.044 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.190 98
* 0.040 56

0.230 91 97 Weighted Average, AMC Adjusted
0.040 17.39% Pervious Area
0.190 82.61% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.7 127 0.0050 0.57 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 50S: T

Runoff
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.230 ac

Runoff Volume=0.044 af

Runoff Depth=2.30"

Flow Length=127'

Slope=0.0050 '/'

Tc=3.7 min

AMC Adjusted CN=97

0.88 cfs
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Summary for Subcatchment 52S: U

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.09 cfs @ 11.93 hrs,  Volume= 0.054 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.240 98
* 0.040 56

0.280 92 97 Weighted Average, AMC Adjusted
0.040 14.29% Pervious Area
0.240 85.71% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

2.8 125 0.0100 0.74 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 52S: U

Runoff
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.280 ac

Runoff Volume=0.054 af

Runoff Depth=2.30"

Flow Length=125'

Slope=0.0100 '/'

Tc=2.8 min

AMC Adjusted CN=97

1.09 cfs
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Summary for Subcatchment 55S: V

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.06 cfs @ 11.95 hrs,  Volume= 0.056 af,  Depth= 2.30"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  10 Rainfall=2.64", AMC=3

Area (ac) CN Adj Description

* 0.250 98
* 0.040 56

0.290 92 97 Weighted Average, AMC Adjusted
0.040 13.79% Pervious Area
0.250 86.21% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.1 185 0.0050 0.61 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 55S: V

Runoff
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Type II 24-hr

10 Rainfall=2.64"

AMC=3

Runoff Area=0.290 ac

Runoff Volume=0.056 af

Runoff Depth=2.30"

Flow Length=185'

Slope=0.0050 '/'

Tc=5.1 min

AMC Adjusted CN=97

1.06 cfs
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Summary for Reach 46R: REGIONAL SD

[52] Hint: Inlet/Outlet conditions not evaluated

Inflow Area = 1.790 ac, 69.83% Impervious,  Inflow Depth = 3.76"    for  10 event
Inflow = 19.52 cfs @ 11.95 hrs,  Volume= 0.561 af
Outflow = 18.40 cfs @ 11.98 hrs,  Volume= 0.561 af,  Atten= 6%,  Lag= 1.7 min

Routing by Stor-Ind+Trans method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Max. Velocity= 8.51 fps,  Min. Travel Time= 1.0 min
Avg. Velocity = 2.03 fps,  Avg. Travel Time= 4.1 min

Peak Storage= 1,115 cf @ 11.97 hrs
Average Depth at Peak Storage= 0.75'
Bank-Full Depth= 7.00'  Flow Area= 38.5 sf,  Capacity= 782.41 cfs

84.0"  Round Pipe
n= 0.013
Length= 500.0'   Slope= 0.0150 '/'
Inlet Invert= 25.10',  Outlet Invert= 17.60'

Reach 46R: REGIONAL SD

Inflow
Outflow

Hydrograph

Time  (hours)
48464442403836343230282624222018161412108642

F
lo

w
  

(c
fs

)

21

20

19

18

17

16

15

14

13

12

11

10

9

8

7

6

5

4

3

2

1

0

Inflow Area=1.790 ac

Avg. Flow Depth=0.75'

Max Vel=8.51 fps

84.0"

Round Pipe

n=0.013

L=500.0'

S=0.0150 '/'

Capacity=782.41 cfs

19.52 cfs

18.40 cfs
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Summary for Pond 20P: DT-1

Inflow Area = 1.780 ac, 84.83% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 6.28 cfs @ 11.95 hrs,  Volume= 0.341 af
Outflow = 0.19 cfs @ 13.93 hrs,  Volume= 0.341 af,  Atten= 97%,  Lag= 118.5 min
Discarded = 0.19 cfs @ 13.93 hrs,  Volume= 0.341 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.39' @ 13.93 hrs   Surf.Area= 0.210 ac   Storage= 0.181 af

Plug-Flow detention time= 382.1 min calculated for 0.341 af (100% of inflow)
Center-of-Mass det. time= 381.8 min ( 1,148.9 - 767.1 )

Volume Invert Avail.Storage Storage Description

#1 33.50' 0.509 af Custom Stage Data (Irregular) Listed below (Recalc)
0.525 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

33.50 0.210 402.0 0.000 0.000 0.210
36.00 0.210 402.0 0.525 0.525 0.233

Device Routing     Invert Outlet Devices

#1 Discarded 33.50' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.19 cfs @ 13.93 hrs  HW=34.39'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.19 cfs)
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Pond 20P: DT-1

Inflow
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Hydrograph
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Inflow Area=1.780 ac

Peak Elev=34.39'

Storage=0.181 af

6.28 cfs

0.19 cfs
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Summary for Pond 22P: CB-P

Inflow Area = 0.360 ac, 83.33% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 1.40 cfs @ 11.93 hrs,  Volume= 0.069 af
Outflow = 1.40 cfs @ 11.93 hrs,  Volume= 0.069 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.40 cfs @ 11.93 hrs,  Volume= 0.069 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.80' @ 11.93 hrs
Flood Elev= 40.50'

Device Routing     Invert Outlet Devices

#1 Primary 37.00' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 37.00' / 36.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.33 cfs @ 11.93 hrs  HW=37.77'   (Free Discharge)
1=Culvert  (Inlet Controls 1.33 cfs @ 2.04 fps)

Pond 22P: CB-P
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Inflow Area=0.360 ac

Peak Elev=37.80'
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Round Culvert

n=0.012

L=100.0'

S=0.0100 '/'
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Summary for Pond 24P: CB-M

Inflow Area = 1.420 ac, 85.21% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 4.99 cfs @ 11.97 hrs,  Volume= 0.272 af
Outflow = 4.99 cfs @ 11.97 hrs,  Volume= 0.272 af,  Atten= 0%,  Lag= 0.0 min
Primary = 4.99 cfs @ 11.97 hrs,  Volume= 0.272 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.26' @ 11.97 hrs
Flood Elev= 40.89'

Device Routing     Invert Outlet Devices

#1 Primary 36.00' 24.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 36.00' / 35.90'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=4.86 cfs @ 11.97 hrs  HW=37.24'   (Free Discharge)
1=Culvert  (Barrel Controls 4.86 cfs @ 3.38 fps)

Pond 24P: CB-M
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Inflow Area=1.420 ac

Peak Elev=37.26'

24.0"

Round Culvert

n=0.012

L=10.0'

S=0.0100 '/'

4.99 cfs
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Summary for Pond 26P: CB-N

Inflow Area = 0.510 ac, 84.31% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 1.93 cfs @ 11.94 hrs,  Volume= 0.098 af
Outflow = 1.93 cfs @ 11.94 hrs,  Volume= 0.098 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.93 cfs @ 11.94 hrs,  Volume= 0.098 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.66' @ 11.94 hrs
Flood Elev= 39.50'

Device Routing     Invert Outlet Devices

#1 Primary 39.57' 12.0" x 12.0" Horiz. Orifice/Grate    C= 0.600   
Limited to weir flow at low heads   

#2 Primary 36.60' 12.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 36.60' / 36.50'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.89 cfs @ 11.94 hrs  HW=37.64'   (Free Discharge)
1=Orifice/Grate  ( Controls 0.00 cfs)
2=Culvert  (Inlet Controls 1.89 cfs @ 2.40 fps)

Pond 26P: CB-N
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Summary for Pond 27P: CB-O

Inflow Area = 0.310 ac, 83.87% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 1.20 cfs @ 11.93 hrs,  Volume= 0.059 af
Outflow = 1.20 cfs @ 11.93 hrs,  Volume= 0.059 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.20 cfs @ 11.93 hrs,  Volume= 0.059 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.33' @ 11.93 hrs
Flood Elev= 39.50'

Device Routing     Invert Outlet Devices

#1 Primary 36.60' 12.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 36.60' / 36.50'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.14 cfs @ 11.93 hrs  HW=37.31'   (Free Discharge)
1=Culvert  (Barrel Controls 1.14 cfs @ 2.70 fps)

Pond 27P: CB-O
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Summary for Pond 28P: DT-2

Inflow Area = 1.060 ac, 84.91% Impervious,  Inflow Depth = 2.33"    for  10 event
Inflow = 4.03 cfs @ 11.94 hrs,  Volume= 0.206 af
Outflow = 0.10 cfs @ 14.05 hrs,  Volume= 0.206 af,  Atten= 97%,  Lag= 126.6 min
Discarded = 0.10 cfs @ 14.05 hrs,  Volume= 0.206 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 32.54' @ 14.05 hrs   Surf.Area= 0.110 ac   Storage= 0.111 af

Plug-Flow detention time= 429.6 min calculated for 0.205 af (100% of inflow)
Center-of-Mass det. time= 429.8 min ( 1,193.0 - 763.3 )

Volume Invert Avail.Storage Storage Description

#1 31.50' 0.267 af Custom Stage Data (Irregular) Listed below (Recalc)
0.275 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

31.50 0.110 477.0 0.000 0.000 0.110
34.00 0.110 477.0 0.275 0.275 0.137

Device Routing     Invert Outlet Devices

#1 Discarded 31.50' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.10 cfs @ 14.05 hrs  HW=32.54'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.10 cfs)
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Pond 28P: DT-2
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Summary for Pond 29P: CB-L

Inflow Area = 0.240 ac, 87.50% Impervious,  Inflow Depth = 2.41"    for  10 event
Inflow = 0.90 cfs @ 11.95 hrs,  Volume= 0.048 af
Outflow = 0.90 cfs @ 11.95 hrs,  Volume= 0.048 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.90 cfs @ 11.95 hrs,  Volume= 0.048 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.72' @ 11.95 hrs
Flood Elev= 37.15'

Device Routing     Invert Outlet Devices

#1 Primary 34.20' 18.0"  Round Culvert   L= 20.0'   Ke= 1.200   
Inlet / Outlet Invert= 34.20' / 34.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.77 sf   

Primary OutFlow  Max=0.90 cfs @ 11.95 hrs  HW=34.72'   (Free Discharge)
1=Culvert  (Inlet Controls 0.90 cfs @ 1.67 fps)

Pond 29P: CB-L
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Summary for Pond 30P: CB-I

Inflow Area = 0.160 ac, 87.50% Impervious,  Inflow Depth = 2.41"    for  10 event
Inflow = 0.63 cfs @ 11.93 hrs,  Volume= 0.032 af
Outflow = 0.63 cfs @ 11.93 hrs,  Volume= 0.032 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.63 cfs @ 11.93 hrs,  Volume= 0.032 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 39.00' @ 11.93 hrs
Flood Elev= 41.99'

Device Routing     Invert Outlet Devices

#1 Primary 38.50' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 38.50' / 37.50'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.60 cfs @ 11.93 hrs  HW=38.98'   (Free Discharge)
1=Culvert  (Inlet Controls 0.60 cfs @ 1.61 fps)
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Summary for Pond 31P: CB-J

Inflow Area = 1.410 ac, 85.11% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 5.40 cfs @ 11.94 hrs,  Volume= 0.270 af
Outflow = 5.40 cfs @ 11.94 hrs,  Volume= 0.270 af,  Atten= 0%,  Lag= 0.0 min
Primary = 5.40 cfs @ 11.94 hrs,  Volume= 0.270 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 36.63' @ 11.94 hrs
Flood Elev= 38.26'

Device Routing     Invert Outlet Devices

#1 Primary 35.30' 24.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 35.30' / 35.20'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=5.21 cfs @ 11.94 hrs  HW=36.60'   (Free Discharge)
1=Culvert  (Barrel Controls 5.21 cfs @ 3.44 fps)

Pond 31P: CB-J
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Summary for Pond 32P: DT-3

Inflow Area = 1.570 ac, 85.35% Impervious,  Inflow Depth = 2.31"    for  10 event
Inflow = 6.03 cfs @ 11.94 hrs,  Volume= 0.303 af
Outflow = 0.15 cfs @ 14.06 hrs,  Volume= 0.303 af,  Atten= 97%,  Lag= 127.1 min
Discarded = 0.15 cfs @ 14.06 hrs,  Volume= 0.303 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 33.56' @ 14.06 hrs   Surf.Area= 0.170 ac   Storage= 0.164 af

Plug-Flow detention time= 424.8 min calculated for 0.302 af (100% of inflow)
Center-of-Mass det. time= 424.9 min ( 1,189.2 - 764.3 )

Volume Invert Avail.Storage Storage Description

#1 32.60' 0.425 af Custom Stage Data (Irregular) Listed below (Recalc)

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

32.60 0.170 403.0 0.000 0.000 0.170
35.10 0.170 403.0 0.425 0.425 0.193

Device Routing     Invert Outlet Devices

#1 Discarded 32.60' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.15 cfs @ 14.06 hrs  HW=33.56'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.15 cfs)

Pond 32P: DT-3
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Summary for Pond 33P: CB-G

Inflow Area = 0.780 ac, 84.62% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 2.78 cfs @ 11.96 hrs,  Volume= 0.150 af
Outflow = 2.78 cfs @ 11.96 hrs,  Volume= 0.150 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.05 cfs @ 11.96 hrs,  Volume= 0.121 af
Secondary = 1.73 cfs @ 11.96 hrs,  Volume= 0.029 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 30.97' @ 11.96 hrs
Flood Elev= 32.88'

Device Routing     Invert Outlet Devices

#1 Primary 29.80' 8.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 29.80' / 28.80'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

#2 Secondary 30.23' 18.0"  Round Culvert   L= 15.0'   Ke= 1.200   
Inlet / Outlet Invert= 30.23' / 30.08'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.77 sf   

Primary OutFlow  Max=1.04 cfs @ 11.96 hrs  HW=30.96'   (Free Discharge)
1=Culvert  (Inlet Controls 1.04 cfs @ 2.98 fps)

Secondary OutFlow  Max=1.68 cfs @ 11.96 hrs  HW=30.96'   (Free Discharge)
2=Culvert  (Inlet Controls 1.68 cfs @ 1.98 fps)

Pond 33P: CB-G
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Summary for Pond 34P: CB-K

Inflow Area = 0.940 ac, 85.11% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 3.47 cfs @ 11.95 hrs,  Volume= 0.180 af
Outflow = 3.47 cfs @ 11.95 hrs,  Volume= 0.180 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.40 cfs @ 11.95 hrs,  Volume= 0.148 af
Secondary = 2.08 cfs @ 11.95 hrs,  Volume= 0.032 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.82' @ 11.95 hrs
Flood Elev= 36.06'

Device Routing     Invert Outlet Devices

#1 Primary 33.00' 8.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.00' / 32.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

#2 Secondary 33.67' 12.0"  Round Culvert   L= 20.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.67' / 32.78'   S= 0.0445 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.40 cfs @ 11.95 hrs  HW=34.82'   (Free Discharge)
1=Culvert  (Inlet Controls 1.40 cfs @ 4.00 fps)

Secondary OutFlow  Max=2.08 cfs @ 11.95 hrs  HW=34.82'   (Free Discharge)
2=Culvert  (Inlet Controls 2.08 cfs @ 2.64 fps)

Pond 34P: CB-K
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Summary for Pond 36P: CB-F

Inflow Area = 2.550 ac, 85.10% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 7.92 cfs @ 12.01 hrs,  Volume= 0.489 af
Outflow = 7.92 cfs @ 12.01 hrs,  Volume= 0.489 af,  Atten= 0%,  Lag= 0.0 min
Primary = 4.39 cfs @ 12.01 hrs,  Volume= 0.432 af
Secondary = 3.53 cfs @ 12.01 hrs,  Volume= 0.058 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 32.98' @ 12.01 hrs
Flood Elev= 35.02'

Device Routing     Invert Outlet Devices

#1 Primary 31.17' 15.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 31.17' / 30.17'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.23 sf   

#2 Secondary 32.00' 24.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 32.00' / 30.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=4.35 cfs @ 12.01 hrs  HW=32.96'   (Free Discharge)
1=Culvert  (Inlet Controls 4.35 cfs @ 3.55 fps)

Secondary OutFlow  Max=3.41 cfs @ 12.01 hrs  HW=32.96'   (Free Discharge)
2=Culvert  (Inlet Controls 3.41 cfs @ 2.28 fps)

Pond 36P: CB-F
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Summary for Pond 37P: CB-C

Inflow Area = 0.420 ac, 85.71% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 1.62 cfs @ 11.94 hrs,  Volume= 0.081 af
Outflow = 1.62 cfs @ 11.94 hrs,  Volume= 0.081 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.08 cfs @ 11.94 hrs,  Volume= 0.075 af
Secondary = 0.53 cfs @ 11.94 hrs,  Volume= 0.005 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 29.92' @ 11.94 hrs
Flood Elev= 32.01'

Device Routing     Invert Outlet Devices

#1 Primary 28.70' 8.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 28.70' / 27.70'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

#2 Secondary 29.37' 8.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 29.37' / 27.67'   S= 0.0085 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

Primary OutFlow  Max=1.06 cfs @ 11.94 hrs  HW=29.89'   (Free Discharge)
1=Culvert  (Inlet Controls 1.06 cfs @ 3.04 fps)

Secondary OutFlow  Max=0.49 cfs @ 11.94 hrs  HW=29.89'   (Free Discharge)
2=Culvert  (Inlet Controls 0.49 cfs @ 1.68 fps)

Pond 37P: CB-C
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Summary for Pond 38P: CB-D

Inflow Area = 1.820 ac, 85.16% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 6.35 cfs @ 11.97 hrs,  Volume= 0.349 af
Outflow = 6.35 cfs @ 11.97 hrs,  Volume= 0.349 af,  Atten= 0%,  Lag= 0.0 min
Primary = 2.78 cfs @ 11.97 hrs,  Volume= 0.292 af
Secondary = 3.57 cfs @ 11.97 hrs,  Volume= 0.057 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 30.26' @ 11.97 hrs
Flood Elev= 31.59'

Device Routing     Invert Outlet Devices

#1 Primary 28.60' 12.0"  Round Culvert   L= 40.0'   Ke= 1.200   
Inlet / Outlet Invert= 28.60' / 28.20'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

#2 Secondary 29.27' 24.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 29.27' / 28.27'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=2.75 cfs @ 11.97 hrs  HW=30.24'   (Free Discharge)
1=Culvert  (Inlet Controls 2.75 cfs @ 3.50 fps)

Secondary OutFlow  Max=3.43 cfs @ 11.97 hrs  HW=30.24'   (Free Discharge)
2=Culvert  (Inlet Controls 3.43 cfs @ 2.28 fps)

Pond 38P: CB-D
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Summary for Pond 39P: DT-4

Inflow Area = 5.860 ac, 85.15% Impervious,  Inflow Depth = 2.00"    for  10 event
Inflow = 10.12 cfs @ 11.97 hrs,  Volume= 0.975 af
Outflow = 0.40 cfs @ 15.70 hrs,  Volume= 0.975 af,  Atten= 96%,  Lag= 224.1 min
Discarded = 0.40 cfs @ 15.70 hrs,  Volume= 0.975 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 26.43' @ 15.70 hrs   Surf.Area= 0.440 ac   Storage= 0.526 af

Plug-Flow detention time= 537.1 min calculated for 0.974 af (100% of inflow)
Center-of-Mass det. time= 537.5 min ( 1,314.6 - 777.1 )

Volume Invert Avail.Storage Storage Description

#1 25.20' 1.067 af Custom Stage Data (Irregular) Listed below (Recalc)
1.100 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

25.20 0.440 871.0 0.000 0.000 0.440
27.70 0.440 871.0 1.100 1.100 0.490

Device Routing     Invert Outlet Devices

#1 Discarded 25.20' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.40 cfs @ 15.70 hrs  HW=26.43'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.40 cfs)
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Pond 39P: DT-4
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Summary for Pond 40P: CB-E

Inflow Area = 0.320 ac, 84.38% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 0.97 cfs @ 12.02 hrs,  Volume= 0.061 af
Outflow = 0.97 cfs @ 12.02 hrs,  Volume= 0.061 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.24 cfs @ 12.02 hrs,  Volume= 0.045 af
Secondary = 0.73 cfs @ 12.02 hrs,  Volume= 0.017 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 35.77' @ 12.02 hrs
Flood Elev= 37.90'

Device Routing     Invert Outlet Devices

#1 Primary 34.90' 4.0"  Round Culvert   L= 75.0'   Ke= 1.200   
Inlet / Outlet Invert= 34.90' / 34.15'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.09 sf   

#2 Secondary 35.23' 12.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 35.23' / 33.40'   S= 0.0091 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.24 cfs @ 12.02 hrs  HW=35.76'   (Free Discharge)
1=Culvert  (Inlet Controls 0.24 cfs @ 2.73 fps)

Secondary OutFlow  Max=0.71 cfs @ 12.02 hrs  HW=35.76'   (Free Discharge)
2=Culvert  (Inlet Controls 0.71 cfs @ 1.69 fps)

Pond 40P: CB-E
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Summary for Pond 41P: DT-6

Inflow Area = 1.290 ac, 84.50% Impervious,  Inflow Depth = 1.59"    for  10 event
Inflow = 0.88 cfs @ 11.94 hrs,  Volume= 0.171 af
Outflow = 0.07 cfs @ 16.45 hrs,  Volume= 0.171 af,  Atten= 92%,  Lag= 270.4 min
Discarded = 0.07 cfs @ 16.45 hrs,  Volume= 0.171 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 28.61' @ 16.45 hrs   Surf.Area= 0.075 ac   Storage= 0.081 af

Plug-Flow detention time= 458.8 min calculated for 0.171 af (100% of inflow)
Center-of-Mass det. time= 459.1 min ( 1,249.5 - 790.3 )

Volume Invert Avail.Storage Storage Description

#1 27.50' 0.182 af Custom Stage Data (Irregular) Listed below (Recalc)
0.187 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

27.50 0.075 482.0 0.000 0.000 0.075
30.00 0.075 482.0 0.187 0.187 0.103

Device Routing     Invert Outlet Devices

#1 Discarded 27.50' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.07 cfs @ 16.45 hrs  HW=28.61'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.07 cfs)
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Pond 41P: DT-6
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Summary for Pond 42P: CB-B

[57] Hint: Peaked at 33.59' (Flood elevation advised)

Inflow Area = 0.230 ac, 82.61% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 0.89 cfs @ 11.93 hrs,  Volume= 0.044 af
Outflow = 0.89 cfs @ 11.93 hrs,  Volume= 0.044 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.33 cfs @ 11.93 hrs,  Volume= 0.035 af
Secondary = 0.56 cfs @ 11.93 hrs,  Volume= 0.009 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 33.59' @ 11.93 hrs

Device Routing     Invert Outlet Devices

#1 Primary 32.10' 4.0"  Round Culvert   L= 50.0'   Ke= 1.200   
Inlet / Outlet Invert= 32.10' / 31.20'   S= 0.0180 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.09 sf   

#2 Secondary 32.60' 6.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 32.60' / 30.60'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.20 sf   

Primary OutFlow  Max=0.32 cfs @ 11.93 hrs  HW=33.52'   (Free Discharge)
1=Culvert  (Inlet Controls 0.32 cfs @ 3.67 fps)

Secondary OutFlow  Max=0.53 cfs @ 11.93 hrs  HW=33.52'   (Free Discharge)
2=Culvert  (Inlet Controls 0.53 cfs @ 2.68 fps)

Pond 42P: CB-B
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Summary for Pond 43P: CB-A

Inflow Area = 0.740 ac, 85.14% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 2.79 cfs @ 11.94 hrs,  Volume= 0.142 af
Outflow = 2.79 cfs @ 11.94 hrs,  Volume= 0.142 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.33 cfs @ 11.94 hrs,  Volume= 0.091 af
Secondary = 2.45 cfs @ 11.94 hrs,  Volume= 0.051 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 32.70' @ 11.94 hrs
Flood Elev= 34.22'

Device Routing     Invert Outlet Devices

#1 Primary 31.20' 4.0"  Round Culvert   L= 30.0'   Ke= 1.200   
Inlet / Outlet Invert= 31.20' / 30.00'   S= 0.0400 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.09 sf   

#2 Secondary 31.70' 15.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 31.70' / 29.70'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.23 sf   

Primary OutFlow  Max=0.33 cfs @ 11.94 hrs  HW=32.69'   (Free Discharge)
1=Culvert  (Inlet Controls 0.33 cfs @ 3.78 fps)

Secondary OutFlow  Max=2.41 cfs @ 11.94 hrs  HW=32.69'   (Free Discharge)
2=Culvert  (Inlet Controls 2.41 cfs @ 2.31 fps)

Pond 43P: CB-A
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Summary for Pond 49P: CB-S

[57] Hint: Peaked at 27.95' (Flood elevation advised)

Inflow Area = 0.910 ac, 84.62% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 3.50 cfs @ 11.94 hrs,  Volume= 0.175 af
Outflow = 3.50 cfs @ 11.94 hrs,  Volume= 0.175 af,  Atten= 0%,  Lag= 0.0 min
Primary = 3.50 cfs @ 11.94 hrs,  Volume= 0.175 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 27.95' @ 11.94 hrs

Device Routing     Invert Outlet Devices

#1 Primary 26.60' 12.0" Vert. Orifice/Grate    C= 0.600   

Primary OutFlow  Max=3.37 cfs @ 11.94 hrs  HW=27.89'   (Free Discharge)
1=Orifice/Grate  (Orifice Controls 3.37 cfs @ 4.29 fps)

Pond 49P: CB-S
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Summary for Pond 51P: CB-T

[58] Hint: Peaked 1.76' above defined flood level

Inflow Area = 0.230 ac, 82.61% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 0.88 cfs @ 11.94 hrs,  Volume= 0.044 af
Outflow = 0.88 cfs @ 11.94 hrs,  Volume= 0.044 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.88 cfs @ 11.94 hrs,  Volume= 0.044 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 38.56' @ 11.94 hrs
Flood Elev= 36.80'

Device Routing     Invert Outlet Devices

#1 Primary 33.30' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.30' / 32.30'   S= 0.0100 '/'   Cc= 0.900   
n= 0.120,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.85 cfs @ 11.94 hrs  HW=38.22'   (Free Discharge)
1=Culvert  (Barrel Controls 0.85 cfs @ 1.08 fps)

Pond 51P: CB-T
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Summary for Pond 53P: CB-U

Inflow Area = 0.280 ac, 85.71% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 1.09 cfs @ 11.93 hrs,  Volume= 0.054 af
Outflow = 1.09 cfs @ 11.93 hrs,  Volume= 0.054 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.09 cfs @ 11.93 hrs,  Volume= 0.054 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.48' @ 11.93 hrs
Flood Elev= 36.80'

Device Routing     Invert Outlet Devices

#1 Primary 33.80' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.80' / 32.80'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.03 cfs @ 11.93 hrs  HW=34.46'   (Free Discharge)
1=Culvert  (Inlet Controls 1.03 cfs @ 1.88 fps)

Pond 53P: CB-U
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Summary for Pond 54P: DA-9

Inflow Area = 1.450 ac, 84.83% Impervious,  Inflow Depth = 2.04"    for  10 event
Inflow = 3.35 cfs @ 11.94 hrs,  Volume= 0.246 af
Outflow = 0.10 cfs @ 9.95 hrs,  Volume= 0.246 af,  Atten= 97%,  Lag= 0.0 min
Discarded = 0.10 cfs @ 9.95 hrs,  Volume= 0.246 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 30.60' @ 15.49 hrs   Surf.Area= 0.120 ac   Storage= 0.132 af

Plug-Flow detention time= 514.5 min calculated for 0.246 af (100% of inflow)
Center-of-Mass det. time= 514.3 min ( 1,286.8 - 772.6 )

Volume Invert Avail.Storage Storage Description

#1 29.50' 0.300 af Custom Stage Data (Prismatic) Listed below (Recalc)

Elevation Surf.Area Inc.Store Cum.Store
(feet) (acres) (acre-feet) (acre-feet)

29.50 0.120 0.000 0.000
32.00 0.120 0.300 0.300

Device Routing     Invert Outlet Devices

#1 Discarded 29.50' 0.850 in/hr Exfiltration over Surface area   

Discarded OutFlow  Max=0.10 cfs @ 9.95 hrs  HW=29.53'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.10 cfs)

Pond 54P: DA-9
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Summary for Pond 56P: (new Pond)

[57] Hint: Peaked at 36.08' (Flood elevation advised)

Inflow Area = 0.290 ac, 86.21% Impervious,  Inflow Depth = 2.30"    for  10 event
Inflow = 1.06 cfs @ 11.95 hrs,  Volume= 0.056 af
Outflow = 1.06 cfs @ 11.95 hrs,  Volume= 0.056 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.06 cfs @ 11.95 hrs,  Volume= 0.056 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 36.08' @ 11.95 hrs

Device Routing     Invert Outlet Devices

#1 Primary 35.41' 12.0"  Round Culvert   L= 40.0'   Ke= 1.200   
Inlet / Outlet Invert= 35.41' / 35.01'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.06 cfs @ 11.95 hrs  HW=36.08'   (Free Discharge)
1=Culvert  (Inlet Controls 1.06 cfs @ 1.90 fps)

Pond 56P: (new Pond)
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Time span=1.00-48.00 hrs, dt=0.05 hrs, 941 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Stor-Ind+Trans method  -  Pond routing by Stor-Ind method

Runoff Area=0.740 ac   85.14% Impervious   Runoff Depth=4.35"Subcatchment 1S: A
   Flow Length=182'   Slope=0.0070 '/'   Tc=4.4 min   AMC Adjusted CN=97   Runoff=5.07 cfs  0.268 af

Runoff Area=0.230 ac   82.61% Impervious   Runoff Depth=4.35"Subcatchment 2S: B
   Flow Length=153'   Slope=0.0160 '/'   Tc=2.7 min   AMC Adjusted CN=97   Runoff=1.63 cfs  0.083 af

Runoff Area=0.420 ac   85.71% Impervious   Runoff Depth=4.35"Subcatchment 3S: C
   Flow Length=216'   Slope=0.0160 '/'   Tc=3.6 min   AMC Adjusted CN=97   Runoff=2.94 cfs  0.152 af

Runoff Area=1.820 ac   85.16% Impervious   Runoff Depth=4.35"Subcatchment 4S: D
   Flow Length=457'   Slope=0.0230 '/'   Tc=6.4 min   AMC Adjusted CN=97   Runoff=11.58 cfs  0.659 af

Runoff Area=0.320 ac   84.38% Impervious   Runoff Depth=4.35"Subcatchment 5S: E
   Flow Length=394'   Slope=0.0040 '/'   Tc=11.3 min   AMC Adjusted CN=97   Runoff=1.77 cfs  0.116 af

Runoff Area=2.550 ac   85.10% Impervious   Runoff Depth=4.35"Subcatchment 6S: F
   Flow Length=553'   Slope=0.0100 '/'   Tc=10.5 min   AMC Adjusted CN=97   Runoff=14.46 cfs  0.924 af

Runoff Area=0.780 ac   84.62% Impervious   Runoff Depth=4.35"Subcatchment 7S: G
   Flow Length=340'   Slope=0.0150 '/'   Tc=5.8 min   AMC Adjusted CN=97   Runoff=5.07 cfs  0.283 af

Runoff Area=0.310 ac   83.87% Impervious   Runoff Depth=4.35"Subcatchment 8S: H
   Flow Length=50'   Slope=0.0200 '/'   Tc=1.0 min   AMC Adjusted CN=97   Runoff=2.28 cfs  0.112 af

Runoff Area=0.160 ac   87.50% Impervious   Runoff Depth>4.46"Subcatchment 9S: I
   Flow Length=129'   Slope=0.0090 '/'   Tc=3.0 min   AMC Adjusted CN=98   Runoff=1.14 cfs  0.060 af

Runoff Area=1.410 ac   85.11% Impervious   Runoff Depth=4.35"Subcatchment 10S: J
   Flow Length=256'   Slope=0.0200 '/'   Tc=3.8 min   AMC Adjusted CN=97   Runoff=9.84 cfs  0.511 af

Runoff Area=0.940 ac   85.11% Impervious   Runoff Depth=4.35"Subcatchment 11S: K
   Flow Length=254'   Slope=0.0100 '/'   Tc=4.9 min   AMC Adjusted CN=97   Runoff=6.33 cfs  0.341 af

Runoff Area=0.240 ac   87.50% Impervious   Runoff Depth>4.46"Subcatchment 12S: L
   Flow Length=254'   Slope=0.0100 '/'   Tc=4.9 min   AMC Adjusted CN=98   Runoff=1.63 cfs  0.089 af

Runoff Area=1.420 ac   85.21% Impervious   Runoff Depth=4.35"Subcatchment 13S: M
   Flow Length=329'   Slope=0.0110 '/'   Tc=6.2 min   AMC Adjusted CN=97   Runoff=9.10 cfs  0.515 af

Runoff Area=0.510 ac   84.31% Impervious   Runoff Depth=4.35"Subcatchment 14S: N
   Flow Length=215'   Slope=0.0110 '/'   Tc=4.2 min   AMC Adjusted CN=97   Runoff=3.52 cfs  0.185 af

Runoff Area=0.310 ac   83.87% Impervious   Runoff Depth=4.35"Subcatchment 15S: O
   Flow Length=190'   Slope=0.0150 '/'   Tc=3.3 min   AMC Adjusted CN=97   Runoff=2.18 cfs  0.112 af

Runoff Area=0.360 ac   83.33% Impervious   Runoff Depth=4.35"Subcatchment 16S: P
   Flow Length=164'   Slope=0.0170 '/'   Tc=2.8 min   AMC Adjusted CN=97   Runoff=2.55 cfs  0.130 af
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Runoff Area=0.910 ac   84.62% Impervious   Runoff Depth=4.35"Subcatchment 17S: S
   Flow Length=250'   Slope=0.0200 '/'   Tc=3.7 min   AMC Adjusted CN=97   Runoff=6.36 cfs  0.330 af

Runoff Area=0.230 ac   82.61% Impervious   Runoff Depth=4.35"Subcatchment 18S: Q
   Flow Length=87'   Slope=0.0400 '/'   Tc=1.2 min   AMC Adjusted CN=97   Runoff=1.68 cfs  0.083 af

Runoff Area=0.340 ac   8.82% Impervious   Runoff Depth=2.46"Subcatchment 19S: R
   Flow Length=56'   Slope=0.0500 '/'   Tc=6.3 min   AMC Adjusted CN=78   Runoff=1.44 cfs  0.070 af

Runoff Area=0.230 ac   82.61% Impervious   Runoff Depth=4.35"Subcatchment 50S: T
   Flow Length=127'   Slope=0.0050 '/'   Tc=3.7 min   AMC Adjusted CN=97   Runoff=1.61 cfs  0.083 af

Runoff Area=0.280 ac   85.71% Impervious   Runoff Depth=4.35"Subcatchment 52S: U
   Flow Length=125'   Slope=0.0100 '/'   Tc=2.8 min   AMC Adjusted CN=97   Runoff=1.98 cfs  0.101 af

Runoff Area=0.290 ac   86.21% Impervious   Runoff Depth=4.35"Subcatchment 55S: V
   Flow Length=185'   Slope=0.0050 '/'   Tc=5.1 min   AMC Adjusted CN=97   Runoff=1.94 cfs  0.105 af

Avg. Flow Depth=1.09'   Max Vel=10.72 fps   Inflow=41.70 cfs  1.275 afReach 46R: REGIONAL SD
84.0"  Round Pipe   n=0.013   L=500.0'   S=0.0150 '/'   Capacity=782.41 cfs   Outflow=39.98 cfs  1.275 af

Peak Elev=35.45'  Storage=0.396 af   Inflow=11.45 cfs  0.645 afPond 20P: DT-1
   Outflow=0.20 cfs  0.645 af

Peak Elev=38.45'   Inflow=2.55 cfs  0.130 afPond 22P: CB-P
12.0"  Round Culvert  n=0.012  L=100.0'  S=0.0100 '/'   Outflow=2.55 cfs  0.130 af

Peak Elev=37.83'   Inflow=9.10 cfs  0.515 afPond 24P: CB-M
24.0"  Round Culvert  n=0.012  L=10.0'  S=0.0100 '/'   Outflow=9.10 cfs  0.515 af

Peak Elev=38.96'   Inflow=3.52 cfs  0.185 afPond 26P: CB-N
   Outflow=3.52 cfs  0.185 af

Peak Elev=37.81'   Inflow=2.18 cfs  0.112 afPond 27P: CB-O
12.0"  Round Culvert  n=0.012  L=10.0'  S=0.0100 '/'   Outflow=2.18 cfs  0.112 af

Peak Elev=33.76'  Storage=0.241 af   Inflow=7.31 cfs  0.386 afPond 28P: DT-2
   Outflow=0.12 cfs  0.377 af

Peak Elev=34.91'   Inflow=1.63 cfs  0.089 afPond 29P: CB-L
18.0"  Round Culvert  n=0.012  L=20.0'  S=0.0100 '/'   Outflow=1.63 cfs  0.089 af

Peak Elev=39.20'   Inflow=1.14 cfs  0.060 afPond 30P: CB-I
12.0"  Round Culvert  n=0.012  L=100.0'  S=0.0100 '/'   Outflow=1.14 cfs  0.060 af

Peak Elev=37.23'   Inflow=9.84 cfs  0.511 afPond 31P: CB-J
24.0"  Round Culvert  n=0.012  L=10.0'  S=0.0100 '/'   Outflow=9.84 cfs  0.511 af

Peak Elev=34.70'  Storage=0.358 af   Inflow=10.97 cfs  0.570 afPond 32P: DT-3
   Outflow=0.16 cfs  0.551 af
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Peak Elev=31.42'   Inflow=5.07 cfs  0.283 afPond 33P: CB-G
   Primary=1.30 cfs  0.209 af   Secondary=3.78 cfs  0.074 af   Outflow=5.07 cfs  0.283 af

Peak Elev=36.81'   Inflow=6.33 cfs  0.341 afPond 34P: CB-K
   Primary=2.14 cfs  0.261 af   Secondary=4.19 cfs  0.080 af   Outflow=6.33 cfs  0.341 af

Peak Elev=33.73'   Inflow=14.46 cfs  0.924 afPond 36P: CB-F
   Primary=5.61 cfs  0.745 af   Secondary=8.85 cfs  0.179 af   Outflow=14.46 cfs  0.924 af

Peak Elev=31.02'   Inflow=2.94 cfs  0.152 afPond 37P: CB-C
   Primary=1.62 cfs  0.133 af   Secondary=1.32 cfs  0.019 af   Outflow=2.94 cfs  0.152 af

Peak Elev=30.90'   Inflow=11.58 cfs  0.659 afPond 38P: CB-D
   Primary=3.46 cfs  0.505 af   Secondary=8.12 cfs  0.155 af   Outflow=11.58 cfs  0.659 af

Peak Elev=27.68'  Storage=1.058 af   Inflow=13.55 cfs  1.697 afPond 39P: DT-4
   Outflow=0.42 cfs  1.465 af

Peak Elev=36.07'   Inflow=1.77 cfs  0.116 afPond 40P: CB-E
   Primary=0.27 cfs  0.077 af   Secondary=1.50 cfs  0.039 af   Outflow=1.77 cfs  0.116 af

Peak Elev=29.79'  Storage=0.166 af   Inflow=1.29 cfs  0.294 afPond 41P: DT-6
   Outflow=0.09 cfs  0.281 af

Peak Elev=37.42'   Inflow=1.63 cfs  0.083 afPond 42P: CB-B
   Primary=0.61 cfs  0.064 af   Secondary=1.02 cfs  0.020 af   Outflow=1.63 cfs  0.083 af

Peak Elev=33.65'   Inflow=5.07 cfs  0.268 afPond 43P: CB-A
   Primary=0.43 cfs  0.153 af   Secondary=4.64 cfs  0.115 af   Outflow=5.07 cfs  0.268 af

Peak Elev=29.91'   Inflow=6.36 cfs  0.330 afPond 49P: CB-S
   Outflow=6.36 cfs  0.330 af

Peak Elev=50.74'   Inflow=1.61 cfs  0.083 afPond 51P: CB-T
12.0"  Round Culvert  n=0.120  L=100.0'  S=0.0100 '/'   Outflow=1.61 cfs  0.083 af

Peak Elev=34.88'   Inflow=1.98 cfs  0.101 afPond 53P: CB-U
12.0"  Round Culvert  n=0.012  L=100.0'  S=0.0100 '/'   Outflow=1.98 cfs  0.101 af

Peak Elev=31.87'  Storage=0.284 af   Inflow=5.70 cfs  0.446 afPond 54P: DA-9
   Outflow=0.10 cfs  0.373 af

Peak Elev=36.48'   Inflow=1.94 cfs  0.105 afPond 56P: (new Pond)
12.0"  Round Culvert  n=0.012  L=40.0'  S=0.0100 '/'   Outflow=1.94 cfs  0.105 af

Total Runoff Area = 14.800 ac   Runoff Volume = 5.313 af   Average Runoff Depth = 4.31"
16.82% Pervious = 2.490 ac     83.18% Impervious = 12.310 ac
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Summary for Subcatchment 1S: A

[49] Hint: Tc<2dt may require smaller dt

Runoff = 5.07 cfs @ 11.94 hrs,  Volume= 0.268 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.630 98
* 0.110 56

0.740 92 97 Weighted Average, AMC Adjusted
0.110 14.86% Pervious Area
0.630 85.14% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.4 182 0.0070 0.70 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 1S: A
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Summary for Subcatchment 2S: B

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.63 cfs @ 11.93 hrs,  Volume= 0.083 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.190 98
* 0.040 56

0.230 91 97 Weighted Average, AMC Adjusted
0.040 17.39% Pervious Area
0.190 82.61% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

2.7 153 0.0160 0.93 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 2S: B

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.230 ac

Runoff Volume=0.083 af

Runoff Depth=4.35"

Flow Length=153'

Slope=0.0160 '/'

Tc=2.7 min

AMC Adjusted CN=97

1.63 cfs
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Summary for Subcatchment 3S: C

[49] Hint: Tc<2dt may require smaller dt

Runoff = 2.94 cfs @ 11.94 hrs,  Volume= 0.152 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.360 98
* 0.060 56

0.420 92 97 Weighted Average, AMC Adjusted
0.060 14.29% Pervious Area
0.360 85.71% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.6 216 0.0160 1.00 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 3S: C

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.420 ac

Runoff Volume=0.152 af

Runoff Depth=4.35"

Flow Length=216'

Slope=0.0160 '/'

Tc=3.6 min

AMC Adjusted CN=97

2.94 cfs
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Summary for Subcatchment 4S: D

Runoff = 11.58 cfs @ 11.97 hrs,  Volume= 0.659 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 1.550 98
* 0.270 56

1.820 92 97 Weighted Average, AMC Adjusted
0.270 14.84% Pervious Area
1.550 85.16% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.0 300 0.0230 1.24 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

2.4 157 0.0230 1.09 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

6.4 457 Total

Subcatchment 4S: D
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=1.820 ac

Runoff Volume=0.659 af

Runoff Depth=4.35"

Flow Length=457'

Slope=0.0230 '/'

Tc=6.4 min

AMC Adjusted CN=97

11.58 cfs
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Summary for Subcatchment 5S: E

Runoff = 1.77 cfs @ 12.02 hrs,  Volume= 0.116 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.270 98
* 0.050 56

0.320 91 97 Weighted Average, AMC Adjusted
0.050 15.63% Pervious Area
0.270 84.38% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

8.1 300 0.0040 0.61 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

3.2 94 0.0040 0.49 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

11.3 394 Total

Subcatchment 5S: E

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.320 ac

Runoff Volume=0.116 af

Runoff Depth=4.35"

Flow Length=394'

Slope=0.0040 '/'

Tc=11.3 min

AMC Adjusted CN=97

1.77 cfs
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Summary for Subcatchment 6S: F

Runoff = 14.46 cfs @ 12.01 hrs,  Volume= 0.924 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 2.170 98
* 0.380 56

2.550 92 97 Weighted Average, AMC Adjusted
0.380 14.90% Pervious Area
2.170 85.10% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.6 300 0.0100 0.89 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

4.9 253 0.0100 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

10.5 553 Total

Subcatchment 6S: F
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=2.550 ac

Runoff Volume=0.924 af

Runoff Depth=4.35"

Flow Length=553'

Slope=0.0100 '/'

Tc=10.5 min

AMC Adjusted CN=97

14.46 cfs
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Summary for Subcatchment 7S: G

[49] Hint: Tc<2dt may require smaller dt

Runoff = 5.07 cfs @ 11.96 hrs,  Volume= 0.283 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.660 98
* 0.120 56

0.780 92 97 Weighted Average, AMC Adjusted
0.120 15.38% Pervious Area
0.660 84.62% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.8 300 0.0150 1.04 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

1.0 40 0.0150 0.70 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

5.8 340 Total

Subcatchment 7S: G

Runoff
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.780 ac

Runoff Volume=0.283 af

Runoff Depth=4.35"

Flow Length=340'

Slope=0.0150 '/'

Tc=5.8 min

AMC Adjusted CN=97

5.07 cfs
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Summary for Subcatchment 8S: H

[49] Hint: Tc<2dt may require smaller dt

Runoff = 2.28 cfs @ 11.90 hrs,  Volume= 0.112 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.260 98
* 0.050 56

0.310 91 97 Weighted Average, AMC Adjusted
0.050 16.13% Pervious Area
0.260 83.87% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

1.0 50 0.0200 0.82 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 8S: H

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.310 ac

Runoff Volume=0.112 af

Runoff Depth=4.35"

Flow Length=50'

Slope=0.0200 '/'

Tc=1.0 min

AMC Adjusted CN=97

2.28 cfs



Type II 24-hr  100 Rainfall=4.70", AMC=3Post Development Condition-REV1
  Printed  2/26/2019Prepared by Microsoft

Page 127HydroCAD® 10.00-22  s/n 10423  © 2018 HydroCAD Software Solutions LLC

Summary for Subcatchment 9S: I

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.14 cfs @ 11.93 hrs,  Volume= 0.060 af,  Depth> 4.46"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.140 98
* 0.020 56

0.160 93 98 Weighted Average, AMC Adjusted
0.020 12.50% Pervious Area
0.140 87.50% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.0 129 0.0090 0.72 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 9S: I

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.160 ac

Runoff Volume=0.060 af

Runoff Depth>4.46"

Flow Length=129'

Slope=0.0090 '/'

Tc=3.0 min

AMC Adjusted CN=98

1.14 cfs
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Summary for Subcatchment 10S: J

[49] Hint: Tc<2dt may require smaller dt

Runoff = 9.84 cfs @ 11.94 hrs,  Volume= 0.511 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 1.200 98
* 0.210 56

1.410 92 97 Weighted Average, AMC Adjusted
0.210 14.89% Pervious Area
1.200 85.11% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.8 256 0.0200 1.13 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 10S: J

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=1.410 ac

Runoff Volume=0.511 af

Runoff Depth=4.35"

Flow Length=256'

Slope=0.0200 '/'

Tc=3.8 min

AMC Adjusted CN=97

9.84 cfs
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Summary for Subcatchment 11S: K

[49] Hint: Tc<2dt may require smaller dt

Runoff = 6.33 cfs @ 11.95 hrs,  Volume= 0.341 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.800 98
* 0.140 56

0.940 92 97 Weighted Average, AMC Adjusted
0.140 14.89% Pervious Area
0.800 85.11% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.9 254 0.0100 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 11S: K

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.940 ac

Runoff Volume=0.341 af

Runoff Depth=4.35"

Flow Length=254'

Slope=0.0100 '/'

Tc=4.9 min

AMC Adjusted CN=97

6.33 cfs
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Summary for Subcatchment 12S: L

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.63 cfs @ 11.95 hrs,  Volume= 0.089 af,  Depth> 4.46"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.210 98
* 0.030 56

0.240 93 98 Weighted Average, AMC Adjusted
0.030 12.50% Pervious Area
0.210 87.50% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.9 254 0.0100 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 12S: L

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.240 ac

Runoff Volume=0.089 af

Runoff Depth>4.46"

Flow Length=254'

Slope=0.0100 '/'

Tc=4.9 min

AMC Adjusted CN=98

1.63 cfs
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Summary for Subcatchment 13S: M

Runoff = 9.10 cfs @ 11.96 hrs,  Volume= 0.515 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 1.210 98
* 0.210 56

1.420 92 97 Weighted Average, AMC Adjusted
0.210 14.79% Pervious Area
1.210 85.21% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.4 300 0.0110 0.92 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

0.8 29 0.0110 0.58 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

6.2 329 Total

Subcatchment 13S: M
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=1.420 ac

Runoff Volume=0.515 af

Runoff Depth=4.35"

Flow Length=329'

Slope=0.0110 '/'

Tc=6.2 min

AMC Adjusted CN=97

9.10 cfs
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Summary for Subcatchment 14S: N

[49] Hint: Tc<2dt may require smaller dt

Runoff = 3.52 cfs @ 11.94 hrs,  Volume= 0.185 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.430 98
* 0.080 56

0.510 91 97 Weighted Average, AMC Adjusted
0.080 15.69% Pervious Area
0.430 84.31% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.2 215 0.0110 0.86 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 14S: N

Runoff

Hydrograph

Time  (hours)
48464442403836343230282624222018161412108642

F
lo

w
  

(c
fs

)

3

2

1

0

Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.510 ac

Runoff Volume=0.185 af

Runoff Depth=4.35"

Flow Length=215'

Slope=0.0110 '/'

Tc=4.2 min

AMC Adjusted CN=97

3.52 cfs
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Summary for Subcatchment 15S: O

[49] Hint: Tc<2dt may require smaller dt

Runoff = 2.18 cfs @ 11.93 hrs,  Volume= 0.112 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.260 98
* 0.050 56

0.310 91 97 Weighted Average, AMC Adjusted
0.050 16.13% Pervious Area
0.260 83.87% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.3 190 0.0150 0.95 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 15S: O

Runoff

Hydrograph

Time  (hours)
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.310 ac

Runoff Volume=0.112 af

Runoff Depth=4.35"

Flow Length=190'

Slope=0.0150 '/'

Tc=3.3 min

AMC Adjusted CN=97

2.18 cfs
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Summary for Subcatchment 16S: P

[49] Hint: Tc<2dt may require smaller dt

Runoff = 2.55 cfs @ 11.93 hrs,  Volume= 0.130 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.300 98
* 0.060 56

0.360 91 97 Weighted Average, AMC Adjusted
0.060 16.67% Pervious Area
0.300 83.33% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

2.8 164 0.0170 0.97 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 16S: P

Runoff

Hydrograph
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.360 ac

Runoff Volume=0.130 af

Runoff Depth=4.35"

Flow Length=164'

Slope=0.0170 '/'

Tc=2.8 min

AMC Adjusted CN=97

2.55 cfs
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Summary for Subcatchment 17S: S

[49] Hint: Tc<2dt may require smaller dt

Runoff = 6.36 cfs @ 11.94 hrs,  Volume= 0.330 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.770 98
* 0.140 56

0.910 92 97 Weighted Average, AMC Adjusted
0.140 15.38% Pervious Area
0.770 84.62% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.7 250 0.0200 1.13 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 17S: S

Runoff

Hydrograph
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.910 ac

Runoff Volume=0.330 af

Runoff Depth=4.35"

Flow Length=250'

Slope=0.0200 '/'

Tc=3.7 min

AMC Adjusted CN=97

6.36 cfs
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Summary for Subcatchment 18S: Q

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.68 cfs @ 11.90 hrs,  Volume= 0.083 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.190 98
* 0.040 56

0.230 91 97 Weighted Average, AMC Adjusted
0.040 17.39% Pervious Area
0.190 82.61% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

1.2 87 0.0400 1.20 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 18S: Q
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.230 ac

Runoff Volume=0.083 af

Runoff Depth=4.35"

Flow Length=87'

Slope=0.0400 '/'

Tc=1.2 min

AMC Adjusted CN=97

1.68 cfs
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Summary for Subcatchment 19S: R

Runoff = 1.44 cfs @ 11.98 hrs,  Volume= 0.070 af,  Depth= 2.46"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.030 98
* 0.310 56

0.340 60 78 Weighted Average, AMC Adjusted
0.310 91.18% Pervious Area
0.030 8.82% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

6.3 56 0.0500 0.15 Sheet Flow, 
Grass: Short   n= 0.150   P2= 1.49"

Subcatchment 19S: R
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.340 ac

Runoff Volume=0.070 af

Runoff Depth=2.46"

Flow Length=56'

Slope=0.0500 '/'

Tc=6.3 min

AMC Adjusted CN=78

1.44 cfs
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Summary for Subcatchment 50S: T

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.61 cfs @ 11.94 hrs,  Volume= 0.083 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.190 98
* 0.040 56

0.230 91 97 Weighted Average, AMC Adjusted
0.040 17.39% Pervious Area
0.190 82.61% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.7 127 0.0050 0.57 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 50S: T
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.230 ac

Runoff Volume=0.083 af

Runoff Depth=4.35"

Flow Length=127'

Slope=0.0050 '/'

Tc=3.7 min

AMC Adjusted CN=97

1.61 cfs
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Summary for Subcatchment 52S: U

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.98 cfs @ 11.93 hrs,  Volume= 0.101 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.240 98
* 0.040 56

0.280 92 97 Weighted Average, AMC Adjusted
0.040 14.29% Pervious Area
0.240 85.71% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

2.8 125 0.0100 0.74 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 52S: U
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.280 ac

Runoff Volume=0.101 af

Runoff Depth=4.35"

Flow Length=125'

Slope=0.0100 '/'

Tc=2.8 min

AMC Adjusted CN=97

1.98 cfs
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Summary for Subcatchment 55S: V

[49] Hint: Tc<2dt may require smaller dt

Runoff = 1.94 cfs @ 11.95 hrs,  Volume= 0.105 af,  Depth= 4.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Type II 24-hr  100 Rainfall=4.70", AMC=3

Area (ac) CN Adj Description

* 0.250 98
* 0.040 56

0.290 92 97 Weighted Average, AMC Adjusted
0.040 13.79% Pervious Area
0.250 86.21% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.1 185 0.0050 0.61 Sheet Flow, 
Smooth surfaces   n= 0.011   P2= 1.49"

Subcatchment 55S: V

Runoff
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Type II 24-hr

100 Rainfall=4.70"

AMC=3

Runoff Area=0.290 ac

Runoff Volume=0.105 af

Runoff Depth=4.35"

Flow Length=185'

Slope=0.0050 '/'

Tc=5.1 min

AMC Adjusted CN=97

1.94 cfs
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Summary for Reach 46R: REGIONAL SD

[52] Hint: Inlet/Outlet conditions not evaluated

Inflow Area = 1.790 ac, 69.83% Impervious,  Inflow Depth = 8.55"    for  100 event
Inflow = 41.70 cfs @ 11.95 hrs,  Volume= 1.275 af
Outflow = 39.98 cfs @ 11.98 hrs,  Volume= 1.275 af,  Atten= 4%,  Lag= 1.4 min

Routing by Stor-Ind+Trans method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Max. Velocity= 10.72 fps,  Min. Travel Time= 0.8 min
Avg. Velocity = 2.26 fps,  Avg. Travel Time= 3.7 min

Peak Storage= 1,910 cf @ 11.96 hrs
Average Depth at Peak Storage= 1.09'
Bank-Full Depth= 7.00'  Flow Area= 38.5 sf,  Capacity= 782.41 cfs

84.0"  Round Pipe
n= 0.013
Length= 500.0'   Slope= 0.0150 '/'
Inlet Invert= 25.10',  Outlet Invert= 17.60'

Reach 46R: REGIONAL SD
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Inflow Area=1.790 ac

Avg. Flow Depth=1.09'

Max Vel=10.72 fps

84.0"

Round Pipe

n=0.013

L=500.0'

S=0.0150 '/'

Capacity=782.41 cfs

41.70 cfs

39.98 cfs
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Summary for Pond 20P: DT-1

Inflow Area = 1.780 ac, 84.83% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 11.45 cfs @ 11.95 hrs,  Volume= 0.645 af
Outflow = 0.20 cfs @ 16.05 hrs,  Volume= 0.645 af,  Atten= 98%,  Lag= 246.0 min
Discarded = 0.20 cfs @ 16.05 hrs,  Volume= 0.645 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 35.45' @ 16.05 hrs   Surf.Area= 0.210 ac   Storage= 0.396 af

Plug-Flow detention time= 802.8 min calculated for 0.644 af (100% of inflow)
Center-of-Mass det. time= 803.4 min ( 1,556.1 - 752.7 )

Volume Invert Avail.Storage Storage Description

#1 33.50' 0.509 af Custom Stage Data (Irregular) Listed below (Recalc)
0.525 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

33.50 0.210 402.0 0.000 0.000 0.210
36.00 0.210 402.0 0.525 0.525 0.233

Device Routing     Invert Outlet Devices

#1 Discarded 33.50' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.20 cfs @ 16.05 hrs  HW=35.45'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.20 cfs)
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Pond 20P: DT-1
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Inflow Area=1.780 ac

Peak Elev=35.45'

Storage=0.396 af

11.45 cfs

0.20 cfs
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Summary for Pond 22P: CB-P

Inflow Area = 0.360 ac, 83.33% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 2.55 cfs @ 11.93 hrs,  Volume= 0.130 af
Outflow = 2.55 cfs @ 11.93 hrs,  Volume= 0.130 af,  Atten= 0%,  Lag= 0.0 min
Primary = 2.55 cfs @ 11.93 hrs,  Volume= 0.130 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 38.45' @ 11.93 hrs
Flood Elev= 40.50'

Device Routing     Invert Outlet Devices

#1 Primary 37.00' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 37.00' / 36.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=2.41 cfs @ 11.93 hrs  HW=38.38'   (Free Discharge)
1=Culvert  (Inlet Controls 2.41 cfs @ 3.07 fps)

Pond 22P: CB-P
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Summary for Pond 24P: CB-M

Inflow Area = 1.420 ac, 85.21% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 9.10 cfs @ 11.96 hrs,  Volume= 0.515 af
Outflow = 9.10 cfs @ 11.96 hrs,  Volume= 0.515 af,  Atten= 0%,  Lag= 0.0 min
Primary = 9.10 cfs @ 11.96 hrs,  Volume= 0.515 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.83' @ 11.96 hrs
Flood Elev= 40.89'

Device Routing     Invert Outlet Devices

#1 Primary 36.00' 24.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 36.00' / 35.90'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=8.86 cfs @ 11.96 hrs  HW=37.80'   (Free Discharge)
1=Culvert  (Barrel Controls 8.86 cfs @ 3.93 fps)

Pond 24P: CB-M
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Summary for Pond 26P: CB-N

Inflow Area = 0.510 ac, 84.31% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 3.52 cfs @ 11.94 hrs,  Volume= 0.185 af
Outflow = 3.52 cfs @ 11.94 hrs,  Volume= 0.185 af,  Atten= 0%,  Lag= 0.0 min
Primary = 3.52 cfs @ 11.94 hrs,  Volume= 0.185 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 38.96' @ 11.94 hrs
Flood Elev= 39.50'

Device Routing     Invert Outlet Devices

#1 Primary 39.57' 12.0" x 12.0" Horiz. Orifice/Grate    C= 0.600   
Limited to weir flow at low heads   

#2 Primary 36.60' 12.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 36.60' / 36.50'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=3.43 cfs @ 11.94 hrs  HW=38.87'   (Free Discharge)
1=Orifice/Grate  ( Controls 0.00 cfs)
2=Culvert  (Inlet Controls 3.43 cfs @ 4.37 fps)

Pond 26P: CB-N
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Summary for Pond 27P: CB-O

Inflow Area = 0.310 ac, 83.87% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 2.18 cfs @ 11.93 hrs,  Volume= 0.112 af
Outflow = 2.18 cfs @ 11.93 hrs,  Volume= 0.112 af,  Atten= 0%,  Lag= 0.0 min
Primary = 2.18 cfs @ 11.93 hrs,  Volume= 0.112 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.81' @ 11.94 hrs
Flood Elev= 39.50'

Device Routing     Invert Outlet Devices

#1 Primary 36.60' 12.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 36.60' / 36.50'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=2.08 cfs @ 11.93 hrs  HW=37.75'   (Free Discharge)
1=Culvert  (Inlet Controls 2.08 cfs @ 2.65 fps)

Pond 27P: CB-O
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Summary for Pond 28P: DT-2

Inflow Area = 1.060 ac, 84.91% Impervious,  Inflow Depth > 4.37"    for  100 event
Inflow = 7.31 cfs @ 11.94 hrs,  Volume= 0.386 af
Outflow = 0.12 cfs @ 16.06 hrs,  Volume= 0.377 af,  Atten= 98%,  Lag= 247.3 min
Discarded = 0.12 cfs @ 16.06 hrs,  Volume= 0.377 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 33.76' @ 16.06 hrs   Surf.Area= 0.110 ac   Storage= 0.241 af

Plug-Flow detention time= 834.2 min calculated for 0.377 af (98% of inflow)
Center-of-Mass det. time= 819.6 min ( 1,569.1 - 749.5 )

Volume Invert Avail.Storage Storage Description

#1 31.50' 0.267 af Custom Stage Data (Irregular) Listed below (Recalc)
0.275 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

31.50 0.110 477.0 0.000 0.000 0.110
34.00 0.110 477.0 0.275 0.275 0.137

Device Routing     Invert Outlet Devices

#1 Discarded 31.50' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.12 cfs @ 16.06 hrs  HW=33.76'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.12 cfs)
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Pond 28P: DT-2
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Summary for Pond 29P: CB-L

Inflow Area = 0.240 ac, 87.50% Impervious,  Inflow Depth > 4.46"    for  100 event
Inflow = 1.63 cfs @ 11.95 hrs,  Volume= 0.089 af
Outflow = 1.63 cfs @ 11.95 hrs,  Volume= 0.089 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.63 cfs @ 11.95 hrs,  Volume= 0.089 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.91' @ 11.95 hrs
Flood Elev= 37.15'

Device Routing     Invert Outlet Devices

#1 Primary 34.20' 18.0"  Round Culvert   L= 20.0'   Ke= 1.200   
Inlet / Outlet Invert= 34.20' / 34.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.77 sf   

Primary OutFlow  Max=1.62 cfs @ 11.95 hrs  HW=34.91'   (Free Discharge)
1=Culvert  (Inlet Controls 1.62 cfs @ 1.96 fps)

Pond 29P: CB-L
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Summary for Pond 30P: CB-I

Inflow Area = 0.160 ac, 87.50% Impervious,  Inflow Depth > 4.46"    for  100 event
Inflow = 1.14 cfs @ 11.93 hrs,  Volume= 0.060 af
Outflow = 1.14 cfs @ 11.93 hrs,  Volume= 0.060 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.14 cfs @ 11.93 hrs,  Volume= 0.060 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 39.20' @ 11.93 hrs
Flood Elev= 41.99'

Device Routing     Invert Outlet Devices

#1 Primary 38.50' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 38.50' / 37.50'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.08 cfs @ 11.93 hrs  HW=39.18'   (Free Discharge)
1=Culvert  (Inlet Controls 1.08 cfs @ 1.91 fps)

Pond 30P: CB-I
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Summary for Pond 31P: CB-J

Inflow Area = 1.410 ac, 85.11% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 9.84 cfs @ 11.94 hrs,  Volume= 0.511 af
Outflow = 9.84 cfs @ 11.94 hrs,  Volume= 0.511 af,  Atten= 0%,  Lag= 0.0 min
Primary = 9.84 cfs @ 11.94 hrs,  Volume= 0.511 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.23' @ 11.94 hrs
Flood Elev= 38.26'

Device Routing     Invert Outlet Devices

#1 Primary 35.30' 24.0"  Round Culvert   L= 10.0'   Ke= 1.200   
Inlet / Outlet Invert= 35.30' / 35.20'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=9.48 cfs @ 11.94 hrs  HW=37.18'   (Free Discharge)
1=Culvert  (Barrel Controls 9.48 cfs @ 4.01 fps)

Pond 31P: CB-J
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Summary for Pond 32P: DT-3

Inflow Area = 1.570 ac, 85.35% Impervious,  Inflow Depth = 4.36"    for  100 event
Inflow = 10.97 cfs @ 11.94 hrs,  Volume= 0.570 af
Outflow = 0.16 cfs @ 16.49 hrs,  Volume= 0.551 af,  Atten= 99%,  Lag= 273.0 min
Discarded = 0.16 cfs @ 16.49 hrs,  Volume= 0.551 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.70' @ 16.49 hrs   Surf.Area= 0.170 ac   Storage= 0.358 af

Plug-Flow detention time= 852.6 min calculated for 0.551 af (97% of inflow)
Center-of-Mass det. time= 830.9 min ( 1,581.1 - 750.2 )

Volume Invert Avail.Storage Storage Description

#1 32.60' 0.425 af Custom Stage Data (Irregular) Listed below (Recalc)

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

32.60 0.170 403.0 0.000 0.000 0.170
35.10 0.170 403.0 0.425 0.425 0.193

Device Routing     Invert Outlet Devices

#1 Discarded 32.60' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.16 cfs @ 16.49 hrs  HW=34.70'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.16 cfs)

Pond 32P: DT-3
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Summary for Pond 33P: CB-G

Inflow Area = 0.780 ac, 84.62% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 5.07 cfs @ 11.96 hrs,  Volume= 0.283 af
Outflow = 5.07 cfs @ 11.96 hrs,  Volume= 0.283 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.30 cfs @ 11.96 hrs,  Volume= 0.209 af
Secondary = 3.78 cfs @ 11.96 hrs,  Volume= 0.074 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 31.42' @ 11.96 hrs
Flood Elev= 32.88'

Device Routing     Invert Outlet Devices

#1 Primary 29.80' 8.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 29.80' / 28.80'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

#2 Secondary 30.23' 18.0"  Round Culvert   L= 15.0'   Ke= 1.200   
Inlet / Outlet Invert= 30.23' / 30.08'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.77 sf   

Primary OutFlow  Max=1.29 cfs @ 11.96 hrs  HW=31.40'   (Free Discharge)
1=Culvert  (Inlet Controls 1.29 cfs @ 3.69 fps)

Secondary OutFlow  Max=3.68 cfs @ 11.96 hrs  HW=31.40'   (Free Discharge)
2=Culvert  (Barrel Controls 3.68 cfs @ 3.44 fps)

Pond 33P: CB-G

Inflow
Outflow
Primary
Secondary

Hydrograph

Time  (hours)
48464442403836343230282624222018161412108642

F
lo

w
  

(c
fs

)

5

4

3

2

1

0

Inflow Area=0.780 ac

Peak Elev=31.42'

5.07 cfs

5.07 cfs

1.30 cfs

3.78 cfs



Type II 24-hr  100 Rainfall=4.70", AMC=3Post Development Condition-REV1
  Printed  2/26/2019Prepared by Microsoft

Page 155HydroCAD® 10.00-22  s/n 10423  © 2018 HydroCAD Software Solutions LLC

Summary for Pond 34P: CB-K

[58] Hint: Peaked 0.75' above defined flood level

Inflow Area = 0.940 ac, 85.11% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 6.33 cfs @ 11.95 hrs,  Volume= 0.341 af
Outflow = 6.33 cfs @ 11.95 hrs,  Volume= 0.341 af,  Atten= 0%,  Lag= 0.0 min
Primary = 2.14 cfs @ 11.95 hrs,  Volume= 0.261 af
Secondary = 4.19 cfs @ 11.95 hrs,  Volume= 0.080 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 36.81' @ 11.95 hrs
Flood Elev= 36.06'

Device Routing     Invert Outlet Devices

#1 Primary 33.00' 8.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.00' / 32.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

#2 Secondary 33.67' 12.0"  Round Culvert   L= 20.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.67' / 32.78'   S= 0.0445 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=2.13 cfs @ 11.95 hrs  HW=36.80'   (Free Discharge)
1=Culvert  (Inlet Controls 2.13 cfs @ 6.11 fps)

Secondary OutFlow  Max=4.18 cfs @ 11.95 hrs  HW=36.80'   (Free Discharge)
2=Culvert  (Inlet Controls 4.18 cfs @ 5.32 fps)

Pond 34P: CB-K
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Summary for Pond 36P: CB-F

Inflow Area = 2.550 ac, 85.10% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 14.46 cfs @ 12.01 hrs,  Volume= 0.924 af
Outflow = 14.46 cfs @ 12.01 hrs,  Volume= 0.924 af,  Atten= 0%,  Lag= 0.0 min
Primary = 5.61 cfs @ 12.01 hrs,  Volume= 0.745 af
Secondary = 8.85 cfs @ 12.01 hrs,  Volume= 0.179 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 33.73' @ 12.01 hrs
Flood Elev= 35.02'

Device Routing     Invert Outlet Devices

#1 Primary 31.17' 15.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 31.17' / 30.17'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.23 sf   

#2 Secondary 32.00' 24.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 32.00' / 30.00'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=5.56 cfs @ 12.01 hrs  HW=33.70'   (Free Discharge)
1=Culvert  (Inlet Controls 5.56 cfs @ 4.53 fps)

Secondary OutFlow  Max=8.63 cfs @ 12.01 hrs  HW=33.70'   (Free Discharge)
2=Culvert  (Inlet Controls 8.63 cfs @ 3.03 fps)

Pond 36P: CB-F
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Summary for Pond 37P: CB-C

Inflow Area = 0.420 ac, 85.71% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 2.94 cfs @ 11.94 hrs,  Volume= 0.152 af
Outflow = 2.94 cfs @ 11.94 hrs,  Volume= 0.152 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.62 cfs @ 11.94 hrs,  Volume= 0.133 af
Secondary = 1.32 cfs @ 11.94 hrs,  Volume= 0.019 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 31.02' @ 11.94 hrs
Flood Elev= 32.01'

Device Routing     Invert Outlet Devices

#1 Primary 28.70' 8.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 28.70' / 27.70'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

#2 Secondary 29.37' 8.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 29.37' / 27.67'   S= 0.0085 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.35 sf   

Primary OutFlow  Max=1.57 cfs @ 11.94 hrs  HW=30.91'   (Free Discharge)
1=Culvert  (Inlet Controls 1.57 cfs @ 4.50 fps)

Secondary OutFlow  Max=1.26 cfs @ 11.94 hrs  HW=30.91'   (Free Discharge)
2=Culvert  (Inlet Controls 1.26 cfs @ 3.60 fps)

Pond 37P: CB-C
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Summary for Pond 38P: CB-D

Inflow Area = 1.820 ac, 85.16% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 11.58 cfs @ 11.97 hrs,  Volume= 0.659 af
Outflow = 11.58 cfs @ 11.97 hrs,  Volume= 0.659 af,  Atten= 0%,  Lag= 0.0 min
Primary = 3.46 cfs @ 11.97 hrs,  Volume= 0.505 af
Secondary = 8.12 cfs @ 11.97 hrs,  Volume= 0.155 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 30.90' @ 11.97 hrs
Flood Elev= 31.59'

Device Routing     Invert Outlet Devices

#1 Primary 28.60' 12.0"  Round Culvert   L= 40.0'   Ke= 1.200   
Inlet / Outlet Invert= 28.60' / 28.20'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

#2 Secondary 29.27' 24.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 29.27' / 28.27'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 3.14 sf   

Primary OutFlow  Max=3.42 cfs @ 11.97 hrs  HW=30.86'   (Free Discharge)
1=Culvert  (Inlet Controls 3.42 cfs @ 4.36 fps)

Secondary OutFlow  Max=7.85 cfs @ 11.97 hrs  HW=30.86'   (Free Discharge)
2=Culvert  (Inlet Controls 7.85 cfs @ 2.93 fps)

Pond 38P: CB-D
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Summary for Pond 39P: DT-4

Inflow Area = 5.860 ac, 85.15% Impervious,  Inflow Depth = 3.48"    for  100 event
Inflow = 13.55 cfs @ 11.96 hrs,  Volume= 1.697 af
Outflow = 0.42 cfs @ 19.25 hrs,  Volume= 1.465 af,  Atten= 97%,  Lag= 437.2 min
Discarded = 0.42 cfs @ 19.25 hrs,  Volume= 1.465 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 27.68' @ 19.25 hrs   Surf.Area= 0.440 ac   Storage= 1.058 af

Plug-Flow detention time= 865.1 min calculated for 1.463 af (86% of inflow)
Center-of-Mass det. time= 795.7 min ( 1,560.0 - 764.3 )

Volume Invert Avail.Storage Storage Description

#1 25.20' 1.067 af Custom Stage Data (Irregular) Listed below (Recalc)
1.100 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

25.20 0.440 871.0 0.000 0.000 0.440
27.70 0.440 871.0 1.100 1.100 0.490

Device Routing     Invert Outlet Devices

#1 Discarded 25.20' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.42 cfs @ 19.25 hrs  HW=27.68'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.42 cfs)
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Pond 39P: DT-4
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Summary for Pond 40P: CB-E

Inflow Area = 0.320 ac, 84.38% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 1.77 cfs @ 12.02 hrs,  Volume= 0.116 af
Outflow = 1.77 cfs @ 12.02 hrs,  Volume= 0.116 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.27 cfs @ 12.02 hrs,  Volume= 0.077 af
Secondary = 1.50 cfs @ 12.02 hrs,  Volume= 0.039 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 36.07' @ 12.02 hrs
Flood Elev= 37.90'

Device Routing     Invert Outlet Devices

#1 Primary 34.90' 4.0"  Round Culvert   L= 75.0'   Ke= 1.200   
Inlet / Outlet Invert= 34.90' / 34.15'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.09 sf   

#2 Secondary 35.23' 12.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 35.23' / 33.40'   S= 0.0091 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=0.27 cfs @ 12.02 hrs  HW=36.06'   (Free Discharge)
1=Culvert  (Barrel Controls 0.27 cfs @ 3.05 fps)

Secondary OutFlow  Max=1.46 cfs @ 12.02 hrs  HW=36.06'   (Free Discharge)
2=Culvert  (Inlet Controls 1.46 cfs @ 2.11 fps)

Pond 40P: CB-E
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Summary for Pond 41P: DT-6

Inflow Area = 1.290 ac, 84.50% Impervious,  Inflow Depth = 2.73"    for  100 event
Inflow = 1.29 cfs @ 11.93 hrs,  Volume= 0.294 af
Outflow = 0.09 cfs @ 19.64 hrs,  Volume= 0.281 af,  Atten= 93%,  Lag= 462.5 min
Discarded = 0.09 cfs @ 19.64 hrs,  Volume= 0.281 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 29.79' @ 19.64 hrs   Surf.Area= 0.075 ac   Storage= 0.166 af

Plug-Flow detention time= 789.3 min calculated for 0.280 af (95% of inflow)
Center-of-Mass det. time= 762.0 min ( 1,536.8 - 774.8 )

Volume Invert Avail.Storage Storage Description

#1 27.50' 0.182 af Custom Stage Data (Irregular) Listed below (Recalc)
0.187 af Overall  x 97.0% Voids

Elevation Surf.Area Perim. Inc.Store Cum.Store Wet.Area
(feet) (acres) (feet) (acre-feet) (acre-feet) (acres)

27.50 0.075 482.0 0.000 0.000 0.075
30.00 0.075 482.0 0.187 0.187 0.103

Device Routing     Invert Outlet Devices

#1 Discarded 27.50' 0.850 in/hr Exfiltration over Wetted area   

Discarded OutFlow  Max=0.09 cfs @ 19.64 hrs  HW=29.79'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.09 cfs)



Type II 24-hr  100 Rainfall=4.70", AMC=3Post Development Condition-REV1
  Printed  2/26/2019Prepared by Microsoft

Page 163HydroCAD® 10.00-22  s/n 10423  © 2018 HydroCAD Software Solutions LLC

Pond 41P: DT-6
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Summary for Pond 42P: CB-B

[57] Hint: Peaked at 37.42' (Flood elevation advised)

Inflow Area = 0.230 ac, 82.61% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 1.63 cfs @ 11.93 hrs,  Volume= 0.083 af
Outflow = 1.63 cfs @ 11.93 hrs,  Volume= 0.083 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.61 cfs @ 11.93 hrs,  Volume= 0.064 af
Secondary = 1.02 cfs @ 11.93 hrs,  Volume= 0.020 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 37.42' @ 11.93 hrs

Device Routing     Invert Outlet Devices

#1 Primary 32.10' 4.0"  Round Culvert   L= 50.0'   Ke= 1.200   
Inlet / Outlet Invert= 32.10' / 31.20'   S= 0.0180 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.09 sf   

#2 Secondary 32.60' 6.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 32.60' / 30.60'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.20 sf   

Primary OutFlow  Max=0.58 cfs @ 11.93 hrs  HW=36.97'   (Free Discharge)
1=Culvert  (Barrel Controls 0.58 cfs @ 6.62 fps)

Secondary OutFlow  Max=0.96 cfs @ 11.93 hrs  HW=36.97'   (Free Discharge)
2=Culvert  (Barrel Controls 0.96 cfs @ 4.91 fps)

Pond 42P: CB-B
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Summary for Pond 43P: CB-A

Inflow Area = 0.740 ac, 85.14% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 5.07 cfs @ 11.94 hrs,  Volume= 0.268 af
Outflow = 5.07 cfs @ 11.94 hrs,  Volume= 0.268 af,  Atten= 0%,  Lag= 0.0 min
Primary = 0.43 cfs @ 11.94 hrs,  Volume= 0.153 af
Secondary = 4.64 cfs @ 11.94 hrs,  Volume= 0.115 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 33.65' @ 11.94 hrs
Flood Elev= 34.22'

Device Routing     Invert Outlet Devices

#1 Primary 31.20' 4.0"  Round Culvert   L= 30.0'   Ke= 1.200   
Inlet / Outlet Invert= 31.20' / 30.00'   S= 0.0400 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.09 sf   

#2 Secondary 31.70' 15.0"  Round Culvert   L= 200.0'   Ke= 1.200   
Inlet / Outlet Invert= 31.70' / 29.70'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 1.23 sf   

Primary OutFlow  Max=0.43 cfs @ 11.94 hrs  HW=33.60'   (Free Discharge)
1=Culvert  (Inlet Controls 0.43 cfs @ 4.91 fps)

Secondary OutFlow  Max=4.55 cfs @ 11.94 hrs  HW=33.60'   (Free Discharge)
2=Culvert  (Inlet Controls 4.55 cfs @ 3.71 fps)

Pond 43P: CB-A
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Summary for Pond 49P: CB-S

[57] Hint: Peaked at 29.91' (Flood elevation advised)

Inflow Area = 0.910 ac, 84.62% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 6.36 cfs @ 11.94 hrs,  Volume= 0.330 af
Outflow = 6.36 cfs @ 11.94 hrs,  Volume= 0.330 af,  Atten= 0%,  Lag= 0.0 min
Primary = 6.36 cfs @ 11.94 hrs,  Volume= 0.330 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 29.91' @ 11.94 hrs

Device Routing     Invert Outlet Devices

#1 Primary 26.60' 12.0" Vert. Orifice/Grate    C= 0.600   

Primary OutFlow  Max=6.13 cfs @ 11.94 hrs  HW=29.72'   (Free Discharge)
1=Orifice/Grate  (Orifice Controls 6.13 cfs @ 7.80 fps)

Pond 49P: CB-S
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Summary for Pond 51P: CB-T

[58] Hint: Peaked 13.94' above defined flood level

Inflow Area = 0.230 ac, 82.61% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 1.61 cfs @ 11.94 hrs,  Volume= 0.083 af
Outflow = 1.61 cfs @ 11.94 hrs,  Volume= 0.083 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.61 cfs @ 11.94 hrs,  Volume= 0.083 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 50.74' @ 11.94 hrs
Flood Elev= 36.80'

Device Routing     Invert Outlet Devices

#1 Primary 33.30' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.30' / 32.30'   S= 0.0100 '/'   Cc= 0.900   
n= 0.120,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.55 cfs @ 11.94 hrs  HW=49.58'   (Free Discharge)
1=Culvert  (Barrel Controls 1.55 cfs @ 1.97 fps)

Pond 51P: CB-T
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Summary for Pond 53P: CB-U

Inflow Area = 0.280 ac, 85.71% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 1.98 cfs @ 11.93 hrs,  Volume= 0.101 af
Outflow = 1.98 cfs @ 11.93 hrs,  Volume= 0.101 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.98 cfs @ 11.93 hrs,  Volume= 0.101 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 34.88' @ 11.93 hrs
Flood Elev= 36.80'

Device Routing     Invert Outlet Devices

#1 Primary 33.80' 12.0"  Round Culvert   L= 100.0'   Ke= 1.200   
Inlet / Outlet Invert= 33.80' / 32.80'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.88 cfs @ 11.93 hrs  HW=34.83'   (Free Discharge)
1=Culvert  (Inlet Controls 1.88 cfs @ 2.39 fps)

Pond 53P: CB-U
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Summary for Pond 54P: DA-9

Inflow Area = 1.450 ac, 84.83% Impervious,  Inflow Depth = 3.69"    for  100 event
Inflow = 5.70 cfs @ 11.94 hrs,  Volume= 0.446 af
Outflow = 0.10 cfs @ 6.95 hrs,  Volume= 0.373 af,  Atten= 98%,  Lag= 0.0 min
Discarded = 0.10 cfs @ 6.95 hrs,  Volume= 0.373 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 31.87' @ 19.25 hrs   Surf.Area= 0.120 ac   Storage= 0.284 af

Plug-Flow detention time= 883.2 min calculated for 0.372 af (84% of inflow)
Center-of-Mass det. time= 806.3 min ( 1,564.5 - 758.2 )

Volume Invert Avail.Storage Storage Description

#1 29.50' 0.300 af Custom Stage Data (Prismatic) Listed below (Recalc)

Elevation Surf.Area Inc.Store Cum.Store
(feet) (acres) (acre-feet) (acre-feet)

29.50 0.120 0.000 0.000
32.00 0.120 0.300 0.300

Device Routing     Invert Outlet Devices

#1 Discarded 29.50' 0.850 in/hr Exfiltration over Surface area   

Discarded OutFlow  Max=0.10 cfs @ 6.95 hrs  HW=29.53'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.10 cfs)

Pond 54P: DA-9
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Summary for Pond 56P: (new Pond)

[57] Hint: Peaked at 36.48' (Flood elevation advised)

Inflow Area = 0.290 ac, 86.21% Impervious,  Inflow Depth = 4.35"    for  100 event
Inflow = 1.94 cfs @ 11.95 hrs,  Volume= 0.105 af
Outflow = 1.94 cfs @ 11.95 hrs,  Volume= 0.105 af,  Atten= 0%,  Lag= 0.0 min
Primary = 1.94 cfs @ 11.95 hrs,  Volume= 0.105 af

Routing by Stor-Ind method, Time Span= 1.00-48.00 hrs, dt= 0.05 hrs
Peak Elev= 36.48' @ 11.95 hrs

Device Routing     Invert Outlet Devices

#1 Primary 35.41' 12.0"  Round Culvert   L= 40.0'   Ke= 1.200   
Inlet / Outlet Invert= 35.41' / 35.01'   S= 0.0100 '/'   Cc= 0.900   
n= 0.012,  Flow Area= 0.79 sf   

Primary OutFlow  Max=1.93 cfs @ 11.95 hrs  HW=36.47'   (Free Discharge)
1=Culvert  (Inlet Controls 1.93 cfs @ 2.46 fps)

Pond 56P: (new Pond)
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Hydraulic Analysis Report

Project Data

Project Title: 

Designer: 

Project Date: Wednesday, November 14, 2018

Project Units:  U.S. Customary Units

Notes:

Channel Analysis: Channel Analysis 

Notes:  

Input Parameters 

Channel Type:  Circular

Pipe Diameter: 7.0000 ft 

Longitudinal Slope: 0.0050 ft/ft 

Manning's n:  0.0120 

Flow: 424.0000 cfs 

Result Parameters 

Depth: 5.0328 ft 

Area of Flow: 29.6185 ft^2 

Wetted Perimeter: 14.1688 ft 

Hydraulic Radius: 2.0904 ft 

Average Velocity: 14.3154 ft/s 

Top Width: 6.2930 ft 

Froude Number:  1.1628 

Critical Depth: 5.4209 ft 

Critical Velocity: 13.2586 ft/s 

Critical Slope: 0.0042 ft/ft 

Critical Top Width: 5.85 ft 

Calculated Max Shear Stress: 1.5702 lb/ft^2 

Calculated Avg Shear Stress: 0.6522 lb/ft^2 
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Hydraulic Analysis Report

Project Data

Project Title: 

Designer: 

Project Date: Wednesday, November 14, 2018

Project Units:  U.S. Customary Units

Notes:

Channel Analysis: Channel Analysis 

Notes:  

Input Parameters 

Channel Type:  Rectangular

Channel Width: 7.0000 ft 

Longitudinal Slope: 0.0050 ft/ft 

Manning's n:  0.0120 

Depth: 2.9000 ft 

Result Parameters 

Flow: 241.7367 cfs 

Area of Flow: 20.3000 ft^2 

Wetted Perimeter: 12.8000 ft 

Hydraulic Radius: 1.5859 ft 

Average Velocity: 11.9082 ft/s 

Top Width: 7.0000 ft 

Froude Number:  1.2323 

Critical Depth: 3.3333 ft 

Critical Velocity: 10.3602 ft/s 

Critical Slope: 0.0034 ft/ft 

Critical Top Width: 7.00 ft 

Calculated Max Shear Stress: 0.9048 lb/ft^2 

Calculated Avg Shear Stress: 0.4948 lb/ft^2 
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Hydraulic Analysis Report

Project Data

Project Title: 

Designer: 

Project Date: Wednesday, November 14, 2018

Project Units:  U.S. Customary Units

Notes:

Channel Analysis: Channel Analysis 

Notes:  

Input Parameters 

Channel Type:  Circular

Pipe Diameter: 4.0000 ft 

Longitudinal Slope: 0.0100 ft/ft 

Manning's n:  0.0120 

Flow: 119.0000 cfs 

Result Parameters 

Depth: 2.6200 ft 

Area of Flow: 8.7229 ft^2 

Wetted Perimeter: 7.5440 ft 

Hydraulic Radius: 1.1563 ft 

Average Velocity: 13.6423 ft/s 

Top Width: 3.8029 ft 

Froude Number:  1.5874 

Critical Depth: 3.2852 ft 

Critical Velocity: 10.7750 ft/s 

Critical Slope: 0.0058 ft/ft 

Critical Top Width: 3.06 ft 

Calculated Max Shear Stress: 1.6349 lb/ft^2 

Calculated Avg Shear Stress: 0.7215 lb/ft^2 
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NOAA Atlas 14, Volume 6, Version 2 
Location name: Adelanto, California, USA* 
Latitude: 34.5067°, Longitude: -117.3995° 

Elevation: 3129.85 ft** 
* source: ESRI Maps 

** source: USGS 

POINT PRECIPITATION FREQUENCY ESTIMATES

Sanja Perica, Sarah Dietz, Sarah Heim, Lillian Hiner, Kazungu Maitaria, Deborah Martin, Sandra 
Pavlovic, Ishani Roy, Carl Trypaluk, Dale Unruh, Fenglin Yan, Michael Yekta, Tan Zhao, Geoffrey 

Bonnin, Daniel Brewer, Li-Chuan Chen, Tye Parzybok, John Yarchoan

NOAA, National Weather Service, Silver Spring, Maryland
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PF tabular

PDS-based point precipitation frequency estimates with 90% confidence intervals (in inches)1

Duration
Average recurrence interval (years) 

1 2 5 10 25 50 100 200 500 1000

5-min
0.080

(0.066-0.098)
0.114

(0.094-0.140)
0.160

(0.131-0.196)
0.197

(0.161-0.244)
0.249

(0.197-0.319)
0.290

(0.224-0.378)
0.331

(0.250-0.443)
0.375

(0.275-0.516)
0.434

(0.306-0.623)
0.481

(0.327-0.714)

10-min
0.114

(0.095-0.140)
0.163

(0.135-0.200)
0.229

(0.188-0.281)
0.283

(0.231-0.350)
0.357

(0.282-0.457)
0.415

(0.321-0.542)
0.475

(0.358-0.635)
0.537

(0.394-0.739)
0.622

(0.438-0.893)
0.689

(0.469-1.02)

15-min
0.138

(0.114-0.169)
0.198

(0.163-0.242)
0.277

(0.228-0.340)
0.342

(0.279-0.423)
0.432

(0.341-0.552)
0.502

(0.388-0.656)
0.574

(0.433-0.768)
0.649

(0.477-0.894)
0.753

(0.530-1.08)
0.833

(0.567-1.24)

30-min
0.203

(0.167-0.248)
0.289

(0.239-0.354)
0.405

(0.333-0.497)
0.500

(0.408-0.619)
0.632

(0.499-0.809)
0.735

(0.568-0.960)
0.841

(0.634-1.13)
0.951

(0.698-1.31)
1.10

(0.776-1.58)
1.22

(0.830-1.81)

60-min
0.264

(0.218-0.322)
0.377

(0.311-0.461)
0.527

(0.434-0.647)
0.651

(0.532-0.806)
0.823

(0.650-1.05)
0.956

(0.740-1.25)
1.09

(0.826-1.46)
1.24

(0.908-1.70)
1.43

(1.01-2.06)
1.59

(1.08-2.36)

2-hr
0.369

(0.305-0.451)
0.500

(0.413-0.612)
0.679

(0.559-0.834)
0.831

(0.678-1.03)
1.05

(0.826-1.34)
1.22

(0.942-1.59)
1.40

(1.06-1.87)
1.59

(1.17-2.19)
1.85

(1.31-2.66)
2.07

(1.41-3.07)

3-hr
0.458

(0.378-0.560)
0.611

(0.504-0.748)
0.823

(0.677-1.01)
1.00

(0.820-1.24)
1.26

(0.997-1.62)
1.47

(1.14-1.92)
1.70

(1.28-2.27)
1.93

(1.42-2.66)
2.27

(1.60-3.26)
2.54

(1.73-3.77)

6-hr
0.623

(0.514-0.761)
0.824

(0.680-1.01)
1.11

(0.911-1.36)
1.35

(1.10-1.67)
1.71

(1.35-2.18)
2.00

(1.54-2.61)
2.31

(1.74-3.09)
2.65

(1.94-3.64)
3.13

(2.21-4.49)
3.53

(2.40-5.24)

12-hr
0.776

(0.641-0.949)
1.06

(0.877-1.30)
1.47

(1.21-1.80)
1.81

(1.48-2.24)
2.31

(1.83-2.96)
2.73

(2.11-3.56)
3.17

(2.39-4.24)
3.64

(2.68-5.02)
4.33

(3.05-6.22)
4.90

(3.33-7.28)

24-hr
1.05

(0.929-1.21)
1.49

(1.32-1.72)
2.11

(1.87-2.44)
2.64

(2.32-3.08)
3.41

(2.89-4.11)
4.04

(3.35-4.96)
4.70

(3.81-5.93)
5.43

(4.28-7.03)
6.47

(4.89-8.74)
7.33

(5.35-10.2)

2-day
1.13

(1.00-1.30)
1.61

(1.43-1.86)
2.29

(2.02-2.64)
2.87

(2.51-3.34)
3.71

(3.15-4.47)
4.40

(3.65-5.41)
5.14

(4.17-6.48)
5.95

(4.69-7.71)
7.12

(5.38-9.61)
8.09

(5.91-11.3)

3-day
1.21

(1.07-1.39)
1.72

(1.52-1.98)
2.44

(2.15-2.81)
3.05

(2.68-3.56)
3.95

(3.35-4.76)
4.69

(3.89-5.76)
5.48

(4.44-6.90)
6.35

(5.00-8.22)
7.60

(5.75-10.3)
8.65

(6.32-12.1)

4-day
1.30

(1.15-1.49)
1.84

(1.63-2.12)
2.60

(2.30-3.01)
3.26

(2.86-3.80)
4.21

(3.57-5.07)
5.00

(4.15-6.14)
5.84

(4.73-7.36)
6.76

(5.32-8.75)
8.09

(6.12-10.9)
9.20

(6.72-12.9)

7-day
1.39

(1.24-1.60)
1.96

(1.74-2.26)
2.77

(2.44-3.20)
3.46

(3.03-4.03)
4.45

(3.77-5.36)
5.27

(4.37-6.47)
6.13

(4.97-7.72)
7.07

(5.57-9.15)
8.41

(6.36-11.4)
9.52

(6.95-13.3)

10-day
1.48

(1.31-1.71)
2.08

(1.84-2.40)
2.92

(2.58-3.38)
3.65

(3.20-4.25)
4.70

(3.98-5.66)
5.55

(4.60-6.82)
6.45

(5.22-8.12)
7.42

(5.84-9.61)
8.81

(6.66-11.9)
9.94

(7.26-13.9)

20-day
1.76

(1.56-2.02)
2.47

(2.19-2.85)
3.48

(3.07-4.02)
4.35

(3.81-5.07)
5.61

(4.75-6.75)
6.63

(5.51-8.15)
7.72

(6.25-9.73)
8.89

(7.00-11.5)
10.5

(7.96-14.2)
11.9

(8.66-16.6)

30-day
2.03

(1.80-2.34)
2.84

(2.52-3.27)
4.00

(3.53-4.62)
5.01

(4.39-5.84)
6.48

(5.49-7.80)
7.67

(6.37-9.44)
8.94

(7.24-11.3)
10.3

(8.11-13.3)
12.2

(9.23-16.5)
13.7

(10.0-19.2)

45-day
2.37

(2.10-2.73)
3.30

(2.92-3.80)
4.62

(4.08-5.34)
5.79

(5.07-6.75)
7.51

(6.36-9.04)
8.92

(7.40-11.0)
10.4

(8.43-13.1)
12.0

(9.46-15.6)
14.3

(10.8-19.3)
16.1

(11.7-22.5)

60-day
2.65

(2.35-3.05)
3.64

(3.23-4.20)
5.09

(4.50-5.88)
6.37

(5.58-7.42)
8.26

(7.00-9.95)
9.83

(8.16-12.1)
11.5

(9.32-14.5)
13.3

(10.5-17.2)
15.8

(12.0-21.3)
17.8

(13.0-24.9)

1 Precipitation frequency (PF) estimates in this table are based on frequency analysis of partial duration series (PDS). 

Numbers in parenthesis are PF estimates at lower and upper bounds of the 90% confidence interval. The probability that precipitation frequency estimates (for 
a given duration and average recurrence interval) will be greater than the upper bound (or less than the lower bound) is 5%. Estimates at upper bounds are not 
checked against probable maximum precipitation (PMP) estimates and may be higher than currently valid PMP values. 

Please refer to NOAA Atlas 14 document for more information. 
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US Department of Commerce
National Oceanic and Atmospheric Administration

National Weather Service
National Water Center

1325 East West Highway 
Silver Spring, MD 20910 

Questions?: HDSC.Questions@noaa.gov
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109 East Third Street, San Bernardino, CA 92410

Phone: 909-884-8217   Fax: 909-889-0153
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Phone: 760-951-7676   Fax: 760-241-0573

Arizona

5890 Hwy. 95, Ste. B, Fort Mohave, AZ 88426
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