
  

  

Appendix F 
Noise Data 





UCSF LRDP Mission Bay Roadway Noise Analysis  

Existing CALCULATED Receptor Adjusted Distance Distance 
TOTAL VEHICLE TYPE % VEHICLE SPEED NOISE LEVEL (dBA) NOISE LEVEL Dist. from Noise from from

ROAD SEGMENT # VEHICLES Auto MT HT Auto k/h MT k/h HT k/h Auto MT HT (15 meters from Roadway Level Roadway to Roadway to
Calveno 65 dBA 65 dBA
Peak

from: to: % Auto % MT % HT roadway center) Center (m.) (dBA) (m.) (ft)
7th Street Richards Vine 299 95 284.05 3 8.97 2 5.98 25 40 25 40 25 40 54.6 51.3 57.2 59.8 40 55.5 4.5 14.7 7
7th Street Richards North B S 615 95 584.25 3 18.45 2 12.3 25 40 25 40 25 40 57.8 54.4 60.3 62.9 40 58.6 9.2 30.3
7th Street Water Railyrds 933 95 886.35 3 27.99 2 18.66 25 40 25 40 25 40 59.6 56.2 62.1 64.7 40 60.4 14.0 45.9
5th Street Richards Riverfrnt 134 95 127.3 3 4.02 2 2.68 25 40 25 40 25 40 51.1 47.8 53.7 56.3 40 52.0 2.0 6.6
Richards I-5 Sequoia 1817 95 1726.2 3 54.51 2 36.34 35 56 35 56 35 56 66.7 61.4 66.3 70.1 40 65.9 49.1 161.1
Richards Sequoia 7th 1785 95 1695.8 3 53.55 2 35.7 35 56 35 56 35 56 66.6 61.3 66.3 70.1 40 65.8 48.2 158.2
Richards Dos Rios 16th 1904 95 1808.8 3 57.12 2 38.08 35 56 35 56 35 56 66.9 61.6 66.6 70.4 40 66.1 51.4 168.8
Dos rios Richards Vine 218 95 207.1 3 6.54 2 4.36 35 56 35 56 35 56 57.5 52.2 57.1 60.9 40 56.7 5.9 19.3
Dos rios Richards North D 84 95 79.8 3 2.52 2 1.68 35 56 35 56 35 56 53.3 48.0 53.0 56.8 40 52.5 2.3 7.4

Assumptions:   AM peak hour traffic data from Fehr & Peers

Existing + Project CALCULATED Receptor Adjusted Distance Distance 
TOTAL VEHICLE TYPE % VEHICLE SPEED NOISE LEVEL (dBA) NOISE LEVEL Dist. from Noise from from

ROAD SEGMENT # VEHICLES Auto MT HT Auto k/h MT k/h HT k/h Auto MT HT (15 meters from Roadway Level Roadway to Roadway to
Calveno 65 dBA 65 dBA
Peak

from: to: % Auto % MT % HT roadway center) Center (m.) (dBA) (m.) (ft)
7th Street Richards Vine 345 95 327.75 3 10.35 2 6.9 25 40 25 40 25 40 55.3 51.9 57.8 60.4 40 56.1 5.2 17.0
7th Street Richards North B S 1012 95 961.4 3 30.36 2 20.24 25 40 25 40 25 40 59.9 56.6 62.5 65.1 40 60.8 15.2 49.8
7th Street Water Railyrds 1322 95 1255.9 3 39.66 2 26.44 25 40 25 40 25 40 61.1 57.7 63.6 66.2 40 62.0 19.8 65.1
5th Street Richards Riverfrnt 134 95 127.3 3 4.02 2 2.68 25 40 25 40 25 40 51.1 47.8 53.7 56.3 40 52.0 2.0 6.6
Richards I-5 Sequoia 2616 95 2485.2 3 78.48 2 52.32 35 56 35 56 35 56 68.3 63.0 67.9 71.7 40 67.5 70.7 231.9
Richards Sequoia 7th 2584 95 2454.8 3 77.52 2 51.68 35 56 35 56 35 56 68.2 62.9 67.9 71.7 40 67.4 69.8 229.0
Richards Dos Rios 16th 2372 95 2253.4 3 71.16 2 47.44 35 56 35 56 35 56 67.8 62.6 67.5 71.3 40 67.0 64.1 210.2
Dos rios Richards Vine 218 95 207.1 3 6.54 2 4.36 35 56 35 56 35 56 57.5 52.2 57.1 60.9 40 56.7 5.9 19.3
Dos rios Richards North D 90 95 85.5 3 2.7 2 1.8 35 56 35 56 35 56 53.6 48.3 53.3 57.1 40 52.8 2.4 8.0

Assumptions:   AM peak hour traffic data from Fehr & Peers

Cumulative CALCULATED Receptor Adjusted Distance Distance 
TOTAL VEHICLE TYPE % VEHICLE SPEED NOISE LEVEL (dBA) NOISE LEVEL Dist. from Noise from from

ROAD SEGMENT # VEHICLES Auto MT HT Auto k/h MT k/h HT k/h Auto MT HT (15 meters from Roadway Level Roadway to Roadway to
Calveno 65 dBA 65 dBA
Peak

from: to: % Auto % MT % HT roadway center) Center (m.) (dBA) (m.) (ft)
7th Street Richards Vine 770 95 731.5 3 23.1 2 15.4 25 40 25 40 25 40 58.7 55.4 61.3 63.9 40 59.6 11.6 37.9
7th Street Richards North B S 1065 95 1011.8 3 31.95 2 21.3 25 40 25 40 25 40 60.2 56.8 62.7 65.3 40 61.0 16.0 52.4
7th Street Water Railyrds 2660 95 2527 3 79.8 2 53.2 25 40 25 40 25 40 64.1 60.8 66.7 69.3 40 65.0 39.9 131.0
5th Street Richards Riverfrnt 445 95 422.75 3 13.35 2 8.9 25 40 25 40 25 40 56.4 53.0 58.9 61.5 40 57.2 6.7 21.9
Richards I-5 Sequoia 2590 95 2460.5 3 77.7 2 51.8 35 56 35 56 35 56 68.2 62.9 67.9 71.7 40 67.4 70.0 229.6
Richards Sequoia 7th 2430 95 2308.5 3 72.9 2 48.6 35 56 35 56 35 56 67.9 62.7 67.6 71.4 40 67.2 65.6 215.4
Richards Dos Rios 16th 3905 95 3709.8 3 117.2 2 78.1 35 56 35 56 35 56 70.0 64.7 69.7 73.5 40 69.2 105.5 346.1
Dos rios Richards Vine 340 95 323 3 10.2 2 6.8 35 56 35 56 35 56 59.4 54.1 59.1 62.9 40 58.6 9.2 30.1
Dos rios Richards North D 655 95 622.25 3 19.65 2 13.1 35 56 35 56 35 56 62.2 57.0 61.9 65.7 40 61.5 17.7 58.1

 



UCSF LRDP Mission Bay Roadway Noise Analysis  

Assumptions:   AM peak hour traffic data from Fehr & Peers

Cumulative + Project CALCULATED Receptor Adjusted Distance Distance 
TOTAL VEHICLE TYPE % VEHICLE SPEED NOISE LEVEL (dBA) NOISE LEVEL Dist. from Noise from from

ROAD SEGMENT # VEHICLES Auto MT HT Auto k/h MT k/h HT k/h Auto MT HT (15 meters from Roadway Level Roadway to Roadway to
Calveno 65 dBA 65 dBA
Peak

from: to: % Auto % MT % HT roadway center) Center (m.) (dBA) (m.) (ft)
7th Street Richards Vine 720 95 684 3 21.6 2 14.4 25 40 25 40 25 40 58.5 55.1 61.0 63.6 40 59.3 10.8 35.4
7th Street Richards North B S 1455 95 1382.3 3 43.65 2 29.1 25 40 25 40 25 40 61.5 58.2 64.0 66.6 40 62.4 21.8 71.6
7th Street Water Railyrds 2710 95 2574.5 3 81.3 2 54.2 25 40 25 40 25 40 64.2 60.9 66.7 69.3 40 65.1 40.7 133.4
5th Street Richards Riverfrnt 445 95 422.75 3 13.35 2 8.9 35 56 35 56 35 56 60.6 55.3 60.2 64.0 40 59.8 12.0 39.4
Richards I-5 Sequoia 2895 95 2750.3 3 86.85 2 57.9 35 56 35 56 35 56 68.7 63.4 68.4 72.2 40 67.9 78.2 256.6
Richards Sequoia 7th 2860 95 2717 3 85.8 2 57.2 35 56 35 56 35 56 68.6 63.4 68.3 72.1 40 67.9 77.3 253.5
Richards Dos Rios 16th 4055 95 3852.3 3 121.7 2 81.1 35 56 35 56 35 56 70.2 64.9 69.8 73.6 40 69.4 109.5 359.4
Dos rios Richards Vine 365 95 346.75 3 10.95 2 7.3 35 56 35 56 35 56 59.7 54.4 59.4 63.2 40 58.9 9.9 32.4
Dos rios Richards North D 665 95 631.75 3 19.95 2 13.3 35 56 35 56 35 56 62.3 57.0 62.0 65.8 40 61.5 18.0 58.9

Assumptions:   AM peak hour traffic data from Fehr & Peers

 


	Appendix F. Noise Data

