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The following report summarizes the preliminary hydrology study. This study examines the 
impact of developing the existing project site area into the proposed sports fields, concessions, 
and parking lots for Casa Blanca Elementary School in Riverside, California. The report presents 
the study’s evaluation of potential project impacts on local and regional hydrology. This report 
further addresses on-site hydrological conditions, changes to drainage patterns and the rate 
and amount of surface runoff, short-term and long-term impacts.  
 
1. Introduction 

 
In 1987, the Federal Water Pollution Control Act [Clean Water Act (CWA)] was amended to 
effectively prohibit storm water discharge of pollutants to water of the United States, unless 
the discharge is in compliance with a National Pollutant Discharge Elimination System (NPDES) 
Permit. The 1987 amendments to the CWA established a framework for regulating municipal, 
industrial, and construction storm water discharges under the NPDES program. In California, 
these permits are issued through the State Water Resources Control Board (SWRCB) and the 
nine Regional Water Quality Boards (RWQCB).  
 
The City of Riverside is located within the Santa Ana Regional Water Quality Control 
Board (Santa Ana Regional Board). In a proactive effort to improve water quality, the City of 
Riverside, along with other Riverside County cities within the Santa Ana Regional Board, 
voluntarily applied for and received a permit to discharge stormwater to the Santa Ana River. 
This Municipal Separate Stormwater Sewer Program permit (MS4), originally approved in 1990. 
 
In compliance with the Permit, stormwater quality management programs with the ultimate 
goal of accomplishing the requirements of the Permit and reducing the amount of pollutants in 
stormwater and urban runoff, have been implemented. 
 
Stormwater runoff from a site has potential to contribute oil and grease, suspended solids, 
metals, gasoline, pesticides, and pathogens to a stormwater runoff conveyance system. The 
development must be designed to minimize, to the greatest extent practicable, the 
introduction of pollutants of concern that may result in significant impacts, generated from site 
runoff from directly connected impervious areas, to the stormwater conveyance system. 
 

2. Existing Conditions 
 
The project site is currently an undeveloped, vacant square-shaped lot totaling 9.8 acres. The 
existing drainage pattern sheet flows from northeast to southeast. There are no known storm 
drains within the project limit. 
 
The project potentially discharges site runoff into the County of Riverside Flood Control District 
(RCFCD) Monroe Storm Drain Railroad Lateral at the southwest corner of the site along Lincoln 
Avenue. According to Riverside County Flood Control and Water Conservation District 
Hydrology Manual, dated April 1978, since 1955, Riverside County Subdivision Ordinance 

http://www.waterboards.ca.gov/santaana/
http://www.waterboards.ca.gov/santaana/
http://www.waterboards.ca.gov/santaana/board_decisions/adopted_orders/orders/2002/02_011_wdr_rcfcwcd_10252002.pdf
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(Number 460) has required protection of all new subdivisions from a 100-year flood event. Final 
assessment of the existing storm drain will be made to verify its hydraulic capacity.  
 
Site runoff is conveyed into the County storm drains and discharge into Santa Ana River. Santa 
Ana River ultimately drains into the Pacific Ocean. Exhibit 3.5-1 and 3.5-2 depicts the vicinity 
map and watershed. 
 

i. Regional Hydrology 
 
The project site is located within the Santa Ana River Watershed, which receives stormwater 
from a 2,650 square mile region and channels it into the Pacific Ocean. The projects proposes to 
discharge site runoff into the County of Riverside Flood Control District (RCFCD) Monroe Storm 
Drain Railroad Lateral at the southwest corner of the site along Lincoln Avenue, which would 
then discharge into Santa Ana River. Santa Ana River ultimately drains into the Pacific Ocean. 
Exhibit 1 and 2 depicts the vicinity map and watershed.  
 
According to the 2010 Clean Water Act Section 303 (d) List of Water Quality Limited Segments, 
the Santa Ana River, which the site will discharge into, is identified to have coliform bacteria, 
pH, total dissolved solids, and toxicity as pollutant concerns.  The Santa Ana Reach has bacteria, 
lead, and toxicity listed on the 303 (d) List. 
 

ii. Groundwater and Infiltration 

According to the Preliminary Environmental Assessment (PEA) report, provided by Leighton Consulting, 

Inc., dated July 5, 2018, the depth to groundwater near the site is approximately 85 to 121 feet below 

ground surface. Groundwater was not encountered during the onsite investigation.  

Additional preliminary assessment of the existing site soil conditions were made based on Hydrologic 

Soils Group Map in the County of Riverside Hydrology Manual as well as Riverside County Stormwater & 

Conservation Tracking Tool. Initial assumptions found that the soil is Group C consisting of Arlington 

loam. Group C soils are moderately fine-to-fine texture and have slow rate of water transmission and 

infiltration.  

Final infiltration assessments at proposed infiltration areas will be made prior to permit issuance. 

iii. Flood and Hazard Area 
 

According to the Federal Emergency Management Agency (FEMA), FIRM Flood Insurance Map No. 

06065C0720G, the project site is not located within a 100-year flood hazard area. The project is 

determined to be within Zone X, which are areas outside the 0.2% annual chance floodplain. (See 

Attachment D) 
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The project site is located approximately 40 miles inland from the Pacific Ocean and is not located near 

to any large bodies of water. Furthermore, the site and adjacent area is in an urbanized area with 

relatively flat topography. Therefore, the project will not be affected by tsunamis, seiches, or mudflows. 

3. Proposed Conditions 
 
The project would consist of a 1-story 11,000-SF multi-purpose/food service building, a 1-story 

6,500-SF administration building, a 2-story 83,000-SF classroom, and a library and kindergarten 

building with a capacity to serve up to 800 students.  In addition to the main buildings, the site 

proposes to include outdoor recreation space that consists of a 13,500-SF kindergarten 

playground, 29,500 SF quad and courtyard, 36,800-SF hardcourts, 143,500-SF playfields 

(baseball, basketball, and soccer fields), a 4,000-SF outdoor Science Grow Lab, and associated 

landscaping totaling 240,870-SF. 

A total of four driveways would provide ingress/egress to the project.  All driveways front 

Lincoln Avenue and are restricted to right-in and right-out turning.  There are three proposed 

parking lots: (1) a staff parking lot including a total of 84 stalls and a bus drop-off area for up to 

three buses to cue; (2) a kindergarten parking lot including a total of 24 spaces and a drop-off 

area; and (3) a visitor parking lot including a total of 48 spaces and a drop-off area.  In total, the 

three proposed parking lots would provide a total of 156 spaces. 

Proposed development and hydrology patterns are depicted in Exhibit 4. Proposed drainage 
patterns are divided into five tributary areas.  
 

i. Site Design Concepts 
 
Integration of site design measures as retention, infiltration, conservation of natural areas and 
permeable roadways should be used holistically to address stormwater quality requirements as 
well as reduce the total amount of stormwater runoff.  The design and selection of stormwater 
best management practices will comply with Santa Ana Regional Water Quailty Control Board 
requirements for Priority Development Projects. 
 

ii. Hydrology Analysis 
 
A preliminary hydrology and water quality analysis for 2-year, 10-yr and 100-year design storm 
events were performed in accordance with the Riverside County Flood Control and Water 
Conservation District Hydrology Manual (April 1978) and Riverside County Stormwater Best 
Management Practice Design Handbook (July 6, 2004). Technical Release 55 (TR-55): Urban 
Hydrology for Small Watersheds (NRCS 1986) was used to calculate the 24-hour Design Storm 
event with a 2-year return period. 
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Preliminary assessments for the project indicated that hydromodification control measures may 
be required. Hydromodification refers to the changes in hydrology associated with changes in 
land use or cover. The volume of stormwater runoff for the project post-development condition 
is significantly different from pre-development condition of a 2-year storm event. 
 
For storm events exceeding the 2-year storm event, overflow can discharge onto Lincoln 
Avenue and travel into existing County catch basins and into the RCFCD Monroe Storm Drain 
Railroad Lateral. This storm drain should have the capacity for a 100-year storm event. Final 
hydromodification assessment will be conducted prior to design development.  
 

iii. Short Term Impact/ Mitigation Measures 
 
Project construction impacts to site runoff could occur during excavation, grading, and various 
construction activities (such as equipment staging, stockpiling, access and haul routes, etc.).  In 
order to comply with existing water quality standards and waste discharge requirements during 
all grading and construction activities, the project will be subject to the Construction General 
Permit. The permit requires the property owner/ developer to prepare and implement a 
Stormwater Pollution Prevention Plan (SWPPP). To comply with the Permit, the SWPPP is 
required to include storm water Best Management Practices (BMPs) during both the 
construction and post-construction (permanent) phase of the project.  These BMPs shall be 
designed to include erosion, sediment, non-permitted control BMPs to reduce pollutants 
discharged from the project site to the maximum extent practicable.  
 

iv. Long Term Impact/ Mitigation Measures 
 
Both project development will increase the amount of imperviousness which will result in an 
increase in stormwater flows. Due to post-project activities, contamination of stormwater with 
sediment and other pollutants such as trash and debris, oils, grease, nutrients and other toxic 
chemicals is highly probable. 
 

Table 1 - Peak Flow for Lot 1 Sports Field 

Condition Q2 (cfs) Q10 (cfs) Q100 (cfs) 

Existing 0.37 7.77 12.33 

Proposed 0.92 13.88 21.43 

∆Total +0.55 +6.11 +9.10 
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In compliance with the Waste Discharge Requirements for Municipal Storm Water System 
(MS4), the City of Riverside, requires a Planning Development Document in the form of Water 
Quality Management Plan (WQMP). The WQMP is used as a guidance to minimize potential 
pollutant burden during the operation phase. 
 
The following design principals offer an innovative approach to urban storm water 
management, one that does not rely on the conventional end-of-pipe or in-the-pipe structural 
methods, but instead uniformly or strategically integrates storm water controls throughout the 
urban landscape.  Effective source controls offer another strategy to reduce a project’s need for 
treatment.  This project shall incorporate, where applicable, storm water BMPs into the project 
design, in the following progression: Low Impact Development BMPs and Source Control BMPs.   
 
Low Impact Development BMPs strategies include, but are not limited to: maintaining pre-
development rainfall runoff characteristics, conservation of natural areas, minimizing directly 
connected impervious areas, and maximizing canopy interception and water conversations. 
 
Source Control BMP are operational practices that will be implemented to the best extent to 
prevent pollutant from project site to be in contact with stormwater and non-stormwater 
runoff. A Source Control Checklist per Riverside County WQMP can be found in Attachment C. 
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
RUSD-Casa Blanca ES, EIR                                                        
2-year, pre-development                                                         
                                                                                
SUB-AREA:                                                                       
          A         Outlet              .01531    74.       .368                
                                                                                
STREAM REACH:                                                                   
                                                                                
STORM ANALYSIS:                                                                 
          2-Yr                          1.73      Type I    2                   
                                                                                
STRUCTURE RATING:                                                               
                                                                                
                                                                                
GLOBAL OUTPUT:                                                                  
          2         0.05                YYYYN     YYYYNN                        
                                                                                
                                                                                

WinTR-20 Printed Page File      End of Input Data List       

                            RUSD-Casa Blanca ES, EIR                            
                             2-year, pre-development                            

                          Name of printed page file:
                                   TR20.out                                     

                                           STORM 2-Yr      

Area or    Drainage  Rain Gage     Runoff   ------------ Peak Flow ------------
 Reach       Area      ID or       Amount   Elevation   Time      Rate      Rate
Identifier  (sq mi)   Location      (in)      (ft)      (hr)     (cfs)     (csm)

A             0.015                0.232               10.24      0.37     24.34

   Line    
Start Time   ------------ Flow Values @ time increment of  0.023 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     9.987      0.07      0.10      0.14      0.19      0.23      0.27      0.31
    10.150      0.33      0.35      0.37      0.37      0.37      0.37      0.36
    10.312      0.36      0.35      0.34      0.34      0.33      0.33      0.32
    10.475      0.32      0.31      0.31      0.30      0.30      0.29      0.29
    10.638      0.28      0.28      0.27      0.27      0.26      0.26      0.26
    10.801      0.25      0.25      0.25      0.25      0.24      0.24      0.24
    10.963      0.24      0.24      0.24      0.23      0.23      0.23      0.23
    11.126      0.23      0.23      0.23      0.22      0.22      0.22      0.22
    11.289      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    11.451      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    11.614      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    11.777      0.22      0.22      0.21      0.21      0.21      0.21      0.21
    11.939      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    12.102      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    12.265      0.21      0.21      0.21      0.21      0.20      0.20      0.20
    12.427      0.20      0.20      0.20      0.20      0.20      0.20      0.20
    12.590      0.20      0.20      0.20      0.20      0.20      0.20      0.20
    12.753      0.20      0.20      0.20      0.20      0.20      0.20      0.20
    12.916      0.20      0.20      0.20      0.20      0.20      0.19      0.19
    13.078      0.19      0.19      0.19      0.19      0.19      0.19      0.19
    13.241      0.19      0.19      0.19      0.19      0.19      0.19      0.19
    13.404      0.19      0.19      0.18      0.18      0.18      0.18      0.18
    13.566      0.18      0.18      0.18      0.18      0.18      0.18      0.18
    13.729      0.18      0.18      0.18      0.17      0.17      0.17      0.17
    13.892      0.17      0.17      0.17      0.17      0.17      0.17      0.17
    14.054      0.17      0.17      0.17      0.16      0.16      0.16      0.16
    14.217      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    14.380      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    14.543      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    14.705      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    14.868      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.031      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.193      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.356      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.519      0.16      0.16      0.16      0.16      0.16      0.16      0.16
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    15.681      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.844      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.007      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.169      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.332      0.16      0.16      0.16      0.16      0.16      0.16      0.16
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                            RUSD-Casa Blanca ES, EIR                            
                             2-year, pre-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.023 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    16.495      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.658      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.820      0.16      0.16      0.15      0.15      0.15      0.15      0.15
    16.983      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.146      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.308      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.471      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.634      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.796      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.959      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.122      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.284      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.447      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.610      0.15      0.15      0.15      0.15      0.14      0.14      0.14
    18.773      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    18.935      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.098      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.261      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.423      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.586      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.749      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.911      0.14      0.14      0.14      0.14      0.13      0.13      0.13
    20.074      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.237      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.400      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.562      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.725      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.888      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    21.050      0.13      0.13      0.12      0.12      0.12      0.12      0.12
    21.213      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.376      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.538      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.701      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.864      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    22.026      0.12      0.12      0.11      0.11      0.11      0.11      0.11
    22.189      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    22.352      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    22.515      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    22.677      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    22.840      0.11      0.11      0.11      0.11      0.11      0.11      0.10
    23.003      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    23.165      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    23.328      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    23.491      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    23.653      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    23.816      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    23.979      0.09      0.09      0.09      0.09      0.09      0.09      0.08
    24.141      0.08      0.07      0.07      0.06      0.05                    
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WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, pre-development                                                         
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A         Outlet              .01531    74.       .368                
                                                                                
STREAM REACH:                                                                   
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                            RUSD-Casa Blanca ES, EIR                            
                             2-year, pre-development                            

Area or    Drainage  Rain Gage     Runoff   ------------ Peak Flow ------------
 Reach       Area      ID or       Amount   Elevation   Time      Rate      Rate
Identifier  (sq mi)   Location      (in)      (ft)      (hr)     (cfs)     (csm)

OUTLET        0.015                0.232               10.24      0.37     24.34

   Line    
Start Time   ------------ Flow Values @ time increment of  0.023 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     9.987      0.07      0.10      0.14      0.19      0.23      0.27      0.31
    10.150      0.33      0.35      0.37      0.37      0.37      0.37      0.36
    10.312      0.36      0.35      0.34      0.34      0.33      0.33      0.32
    10.475      0.32      0.31      0.31      0.30      0.30      0.29      0.29
    10.638      0.28      0.28      0.27      0.27      0.26      0.26      0.26
    10.801      0.25      0.25      0.25      0.25      0.24      0.24      0.24
    10.963      0.24      0.24      0.24      0.23      0.23      0.23      0.23
    11.126      0.23      0.23      0.23      0.22      0.22      0.22      0.22
    11.289      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    11.451      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    11.614      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    11.777      0.22      0.22      0.21      0.21      0.21      0.21      0.21
    11.939      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    12.102      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    12.265      0.21      0.21      0.21      0.21      0.20      0.20      0.20
    12.427      0.20      0.20      0.20      0.20      0.20      0.20      0.20
    12.590      0.20      0.20      0.20      0.20      0.20      0.20      0.20
    12.753      0.20      0.20      0.20      0.20      0.20      0.20      0.20
    12.916      0.20      0.20      0.20      0.20      0.20      0.19      0.19
    13.078      0.19      0.19      0.19      0.19      0.19      0.19      0.19
    13.241      0.19      0.19      0.19      0.19      0.19      0.19      0.19
    13.404      0.19      0.19      0.18      0.18      0.18      0.18      0.18
    13.566      0.18      0.18      0.18      0.18      0.18      0.18      0.18
    13.729      0.18      0.18      0.18      0.17      0.17      0.17      0.17
    13.892      0.17      0.17      0.17      0.17      0.17      0.17      0.17
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, pre-development                                                         
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A         Outlet              .01531    74.       .368                
                                                                                
STREAM REACH:                                                                   
    14.054      0.17      0.17      0.17      0.16      0.16      0.16      0.16
    14.217      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    14.380      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    14.543      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    14.705      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    14.868      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.031      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.193      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.356      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.519      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.681      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    15.844      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.007      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.169      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.332      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.495      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.658      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    16.820      0.16      0.16      0.15      0.15      0.15      0.15      0.15
    16.983      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.146      0.15      0.15      0.15      0.15      0.15      0.15      0.15
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                            RUSD-Casa Blanca ES, EIR                            
                             2-year, pre-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.023 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    17.308      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.471      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.634      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.796      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    17.959      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.122      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.284      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.447      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.610      0.15      0.15      0.15      0.15      0.14      0.14      0.14
    18.773      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    18.935      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.098      0.14      0.14      0.14      0.14      0.14      0.14      0.14
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TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, pre-development                                                         
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A         Outlet              .01531    74.       .368                
                                                                                
STREAM REACH:                                                                   
    19.261      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.423      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.586      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.749      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.911      0.14      0.14      0.14      0.14      0.13      0.13      0.13
    20.074      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.237      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.400      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.562      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.725      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.888      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    21.050      0.13      0.13      0.12      0.12      0.12      0.12      0.12
    21.213      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.376      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.538      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.701      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.864      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    22.026      0.12      0.12      0.11      0.11      0.11      0.11      0.11
    22.189      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    22.352      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    22.515      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    22.677      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    22.840      0.11      0.11      0.11      0.11      0.11      0.11      0.10
    23.003      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    23.165      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    23.328      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    23.491      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    23.653      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    23.816      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    23.979      0.09      0.09      0.09      0.09      0.09      0.09      0.08
    24.141      0.08      0.07      0.07      0.06      0.05                    
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, pre-development                                                         
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A         Outlet              .01531    74.       .368                
                                                                                
STREAM REACH:                                                                   
                            RUSD-Casa Blanca ES, EIR                            
                             2-year, pre-development                            

 Area or    Drainage              ----------- Peak Flow by Storm -----------
  Reach       Area   Alternate       2-Yr                                        
Identifier   (sq mi)               (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

A             0.015                 0.37                                        
OUTLET        0.015                 0.37                                        
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TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, pre-development                                                         
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A         Outlet              .01531    74.       .368                
                                                                                
STREAM REACH:                                                                   
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
RUSD-Casa Blanca ES, EIR                                                        
2-year, post-development                                                        
                                                                                
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
          D-1       Outlet              .00381    94.       .185                
          E-1       Outlet              .00163    98.       .162                
                                                                                
STREAM REACH:                                                                   
                                                                                
STORM ANALYSIS:                                                                 
          2-Yr                          1.73      Type I    2                   
                                                                                
STRUCTURE RATING:                                                               
                                                                                
                                                                                
GLOBAL OUTPUT:                                                                  
          2         0.05                YYYYN     YYYYNN                        
                                                                                
                                                                                

WinTR-20 Printed Page File      End of Input Data List       

                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

                          Name of printed page file:
                                   TR20.out                                     

                                           STORM 2-Yr      

Area or    Drainage  Rain Gage     Runoff   ------------ Peak Flow ------------
 Reach       Area      ID or       Amount   Elevation   Time      Rate      Rate
Identifier  (sq mi)   Location      (in)      (ft)      (hr)     (cfs)     (csm)

A-1           0.006                0.204               10.15      0.18     28.16

   Line    
Start Time   ------------ Flow Values @ time increment of  0.017 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     9.977      0.05      0.07      0.09      0.11      0.13      0.14      0.16
    10.095      0.17      0.18      0.18      0.18      0.18      0.18      0.17
    10.214      0.17      0.16      0.16      0.15      0.15      0.15      0.14
    10.332      0.14      0.14      0.14      0.14      0.13      0.13      0.13
    10.451      0.13      0.13      0.13      0.12      0.12      0.12      0.12
    10.569      0.12      0.12      0.11      0.11      0.11      0.11      0.11
    10.688      0.11      0.11      0.11      0.10      0.10      0.10      0.10
    10.806      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    10.925      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    11.043      0.10      0.09      0.09      0.09      0.09      0.09      0.09
    11.162      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    11.280      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    11.399      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    11.517      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    11.635      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    11.754      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    11.872      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    11.991      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.109      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.228      0.09      0.09      0.09      0.09      0.09      0.09      0.09
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    12.346      0.09      0.09      0.09      0.09      0.09      0.08      0.08
    12.465      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.583      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.702      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.820      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.939      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.057      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.176      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.294      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.413      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.531      0.08      0.08      0.08      0.08      0.07      0.07      0.07
    13.650      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.768      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.887      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.005      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.124      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.242      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.361      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.479      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.598      0.07      0.07      0.07      0.07      0.07      0.07      0.07
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.017 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    14.716      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.835      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.953      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    15.072      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    15.190      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    15.308      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    15.427      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    15.545      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    15.664      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    15.782      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    15.901      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    16.019      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    16.138      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    16.256      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    16.375      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    16.493      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    16.612      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    16.730      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.849      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.967      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    17.086      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    17.204      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    17.323      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    17.441      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    17.560      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    17.678      0.06      0.06      0.06      0.06      0.06      0.06      0.06
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TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    17.797      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    17.915      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    18.034      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    18.152      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    18.271      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    18.389      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    18.508      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    18.626      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    18.745      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    18.863      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    18.981      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    19.100      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    19.218      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    19.337      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    19.455      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    19.574      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    19.692      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    19.811      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    19.929      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    20.048      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    20.166      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    20.285      0.06      0.06      0.06      0.05      0.05      0.05      0.05
    20.403      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    20.522      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    20.640      0.05      0.05      0.05      0.05      0.05      0.05      0.05
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.017 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    20.759      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    20.877      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    20.996      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    21.114      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    21.233      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    21.351      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    21.470      0.05      0.05      0.05      0.05      0.05      0.05          

Area or    Drainage  Rain Gage     Runoff   ------------ Peak Flow ------------
 Reach       Area      ID or       Amount   Elevation   Time      Rate      Rate
Identifier  (sq mi)   Location      (in)      (ft)      (hr)     (cfs)     (csm)

B-1           0.002                1.130                9.96      1.10    673.32

   Line    
Start Time   ------------ Flow Values @ time increment of  0.010 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     7.055      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.126      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.198      0.05      0.05      0.05      0.05      0.05      0.05      0.05
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
     7.269      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.340      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.411      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.482      0.05      0.05      0.05      0.05      0.05      0.06      0.06
     7.553      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.625      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.696      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.767      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.838      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.909      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.981      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     8.052      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     8.123      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     8.194      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     8.265      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     8.336      0.07      0.07      0.08      0.08      0.08      0.08      0.08
     8.408      0.08      0.08      0.08      0.08      0.08      0.08      0.08
     8.479      0.08      0.08      0.09      0.09      0.09      0.09      0.09
     8.550      0.09      0.09      0.09      0.09      0.09      0.09      0.09
     8.621      0.09      0.09      0.10      0.10      0.10      0.10      0.10
     8.692      0.10      0.10      0.10      0.10      0.10      0.10      0.10
     8.764      0.10      0.10      0.10      0.11      0.11      0.11      0.11
     8.835      0.11      0.11      0.11      0.11      0.11      0.11      0.11
     8.906      0.11      0.11      0.11      0.12      0.12      0.12      0.12
     8.977      0.12      0.12      0.12      0.12      0.12      0.12      0.12
     9.048      0.12      0.12      0.12      0.13      0.13      0.13      0.13
     9.119      0.13      0.13      0.13      0.13      0.13      0.13      0.14
     9.191      0.14      0.14      0.14      0.14      0.14      0.14      0.14
     9.262      0.15      0.15      0.15      0.15      0.15      0.15      0.15
     9.333      0.15      0.16      0.16      0.16      0.16      0.16      0.16
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.010 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     9.404      0.16      0.17      0.17      0.17      0.17      0.17      0.17
     9.475      0.17      0.17      0.18      0.18      0.18      0.18      0.18
     9.547      0.19      0.19      0.20      0.20      0.21      0.22      0.22
     9.618      0.23      0.24      0.25      0.26      0.27      0.28      0.30
     9.689      0.31      0.33      0.34      0.36      0.37      0.39      0.41
     9.760      0.43      0.45      0.48      0.50      0.53      0.56      0.58
     9.831      0.61      0.65      0.68      0.73      0.77      0.82      0.87
     9.902      0.92      0.97      1.01      1.05      1.07      1.09      1.10
     9.974      1.09      1.09      1.07      1.06      1.03      1.01      0.98
    10.045      0.95      0.91      0.87      0.82      0.77      0.72      0.67
    10.116      0.62      0.58      0.54      0.50      0.47      0.44      0.41
    10.187      0.39      0.38      0.36      0.35      0.34      0.33      0.32
    10.258      0.31      0.30      0.29      0.29      0.28      0.27      0.27
    10.329      0.26      0.26      0.25      0.25      0.25      0.24      0.24
    10.401      0.23      0.23      0.23      0.22      0.22      0.22      0.21
    10.472      0.21      0.21      0.20      0.20      0.20      0.19      0.19

WinTR-55, Version 1.00.10 Page  4 3/15/2019 12:12:41 PM 



WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    10.543      0.19      0.18      0.18      0.18      0.18      0.17      0.17
    10.614      0.17      0.17      0.17      0.16      0.16      0.16      0.16
    10.685      0.16      0.16      0.16      0.16      0.15      0.15      0.15
    10.757      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    10.828      0.15      0.14      0.14      0.14      0.14      0.14      0.14
    10.899      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    10.970      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    11.041      0.13      0.13      0.13      0.13      0.13      0.13      0.12
    11.112      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    11.184      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    11.255      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    11.326      0.12      0.12      0.12      0.12      0.12      0.12      0.11
    11.397      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    11.468      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    11.540      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    11.611      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    11.682      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    11.753      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    11.824      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    11.895      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    11.967      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    12.038      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    12.109      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.180      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.251      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.322      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.394      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.465      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.536      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.607      0.09      0.09      0.09      0.09      0.09      0.08      0.08
    12.678      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.750      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.821      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.892      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.963      0.08      0.08      0.08      0.08      0.08      0.08      0.08
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.010 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    13.034      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.105      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.177      0.08      0.08      0.08      0.08      0.08      0.07      0.07
    13.248      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.319      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.390      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.461      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.533      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.604      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.675      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.746      0.07      0.07      0.07      0.07      0.06      0.06      0.06
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    13.817      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    13.888      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    13.960      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.031      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.102      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.173      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.244      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.315      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.387      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.458      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.529      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.600      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.671      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.743      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.814      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.885      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.956      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.027      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.098      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.170      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.241      0.06      0.06      0.05      0.05      0.05      0.05      0.05
    15.312      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.383      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.454      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.526      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.597      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.668      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.739      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.810      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.881      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.953      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.024      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.095      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.166      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.237      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.309      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.380      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.451      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.522      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.593      0.05      0.05      0.05      0.05      0.05      0.05      0.05
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.010 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    16.664      0.05                                                            

Area or    Drainage  Rain Gage     Runoff   ------------ Peak Flow ------------
 Reach       Area      ID or       Amount   Elevation   Time      Rate      Rate
Identifier  (sq mi)   Location      (in)      (ft)      (hr)     (cfs)     (csm)
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
C-1           0.002                1.215                9.95      1.26    684.82

   Line    
Start Time   ------------ Flow Values @ time increment of  0.009 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     6.743      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     6.809      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     6.875      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     6.941      0.05      0.05      0.05      0.05      0.06      0.06      0.06
     7.006      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.072      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.138      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.204      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.270      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.336      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.402      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.468      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.533      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.599      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.665      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.731      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.797      0.06      0.06      0.06      0.06      0.07      0.07      0.07
     7.863      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     7.929      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     7.995      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     8.060      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     8.126      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     8.192      0.07      0.07      0.08      0.08      0.08      0.08      0.08
     8.258      0.08      0.08      0.08      0.08      0.08      0.08      0.08
     8.324      0.08      0.08      0.08      0.09      0.09      0.09      0.09
     8.390      0.09      0.09      0.09      0.09      0.09      0.09      0.09
     8.456      0.09      0.09      0.10      0.10      0.10      0.10      0.10
     8.522      0.10      0.10      0.10      0.10      0.10      0.10      0.10
     8.587      0.10      0.10      0.11      0.11      0.11      0.11      0.11
     8.653      0.11      0.11      0.11      0.11      0.11      0.11      0.11
     8.719      0.11      0.11      0.12      0.12      0.12      0.12      0.12
     8.785      0.12      0.12      0.12      0.12      0.12      0.12      0.12
     8.851      0.12      0.12      0.13      0.13      0.13      0.13      0.13
     8.917      0.13      0.13      0.13      0.13      0.13      0.13      0.13
     8.983      0.13      0.14      0.14      0.14      0.14      0.14      0.14
     9.049      0.14      0.14      0.14      0.14      0.14      0.14      0.15
     9.114      0.15      0.15      0.15      0.15      0.15      0.15      0.15
     9.180      0.15      0.16      0.16      0.16      0.16      0.16      0.16
     9.246      0.16      0.16      0.17      0.17      0.17      0.17      0.17
 
WinTR-20 Version 1.10               Page   6                   03/15/2019 12:12 
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                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.009 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     9.312      0.17      0.17      0.18      0.18      0.18      0.18      0.18
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
     9.378      0.18      0.18      0.19      0.19      0.19      0.19      0.19
     9.444      0.19      0.19      0.19      0.20      0.20      0.20      0.20
     9.510      0.20      0.20      0.21      0.21      0.21      0.22      0.23
     9.576      0.23      0.24      0.25      0.26      0.26      0.27      0.28
     9.641      0.29      0.30      0.32      0.33      0.35      0.36      0.38
     9.707      0.40      0.41      0.43      0.45      0.47      0.49      0.51
     9.773      0.54      0.57      0.60      0.62      0.65      0.68      0.71
     9.839      0.75      0.79      0.83      0.89      0.94      1.00      1.05
     9.905      1.11      1.15      1.19      1.23      1.25      1.26      1.26
     9.971      1.25      1.24      1.22      1.20      1.17      1.15      1.12
    10.037      1.09      1.05      1.00      0.95      0.90      0.84      0.78
    10.103      0.73      0.67      0.63      0.58      0.54      0.51      0.48
    10.168      0.46      0.44      0.42      0.40      0.39      0.38      0.36
    10.234      0.35      0.35      0.34      0.33      0.32      0.32      0.31
    10.300      0.30      0.30      0.29      0.29      0.29      0.28      0.28
    10.366      0.27      0.27      0.27      0.26      0.26      0.25      0.25
    10.432      0.25      0.24      0.24      0.24      0.23      0.23      0.23
    10.498      0.22      0.22      0.22      0.21      0.21      0.21      0.21
    10.564      0.20      0.20      0.20      0.20      0.19      0.19      0.19
    10.630      0.19      0.18      0.18      0.18      0.18      0.18      0.18
    10.695      0.18      0.18      0.17      0.17      0.17      0.17      0.17
    10.761      0.17      0.17      0.17      0.17      0.17      0.16      0.16
    10.827      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    10.893      0.16      0.16      0.16      0.15      0.15      0.15      0.15
    10.959      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    11.025      0.15      0.15      0.14      0.14      0.14      0.14      0.14
    11.091      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    11.157      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    11.222      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    11.288      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    11.354      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    11.420      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    11.486      0.13      0.13      0.13      0.13      0.13      0.12      0.12
    11.552      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    11.618      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    11.684      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    11.749      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    11.815      0.12      0.12      0.12      0.12      0.11      0.11      0.11
    11.881      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    11.947      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    12.013      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    12.079      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    12.145      0.11      0.11      0.11      0.11      0.11      0.10      0.10
    12.211      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    12.276      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    12.342      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    12.408      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    12.474      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    12.540      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    12.606      0.10      0.10      0.10      0.10      0.10      0.10      0.10
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
   Line    
Start Time   ------------ Flow Values @ time increment of  0.009 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    12.672      0.10      0.10      0.09      0.09      0.09      0.09      0.09
    12.737      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.803      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.869      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.935      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    13.001      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    13.067      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    13.133      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    13.199      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.264      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.330      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.396      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.462      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.528      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.594      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.660      0.08      0.08      0.08      0.08      0.07      0.07      0.07
    13.726      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.791      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.857      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.923      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.989      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.055      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.121      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.187      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.253      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.318      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.384      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    14.450      0.07      0.07      0.07      0.07      0.07      0.07      0.06
    14.516      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.582      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.648      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.714      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.780      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.845      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.911      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.977      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.043      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.109      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.175      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.241      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.307      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.372      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.438      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.504      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.570      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.636      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.702      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.768      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.834      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.899      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.965      0.06      0.06      0.06      0.06      0.06      0.06      0.06
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.009 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    16.031      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.097      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.163      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.229      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.295      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.361      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.426      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.492      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.558      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.624      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.690      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.756      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.822      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.888      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    16.953      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    17.019      0.06      0.05      0.05      0.05      0.05      0.05      0.05
    17.085      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.151      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.217      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.283      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.349      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.415      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.480      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.546      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.612      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.678      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.744      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.810      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.876      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    17.942      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    18.007      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    18.073      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    18.139      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    18.205      0.05      0.05      0.05      0.05      0.05      0.05      0.05

Area or    Drainage  Rain Gage     Runoff   ------------ Peak Flow ------------
 Reach       Area      ID or       Amount   Elevation   Time      Rate      Rate
Identifier  (sq mi)   Location      (in)      (ft)      (hr)     (cfs)     (csm)

D-1           0.004                1.119                9.99      1.93    506.84

   Line    
Start Time   ------------ Flow Values @ time increment of  0.012 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     7.118      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.200      0.05      0.05      0.05      0.05      0.05      0.05      0.05
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
     7.282      0.05      0.05      0.05      0.05      0.06      0.06      0.06
     7.364      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.446      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.527      0.06      0.06      0.06      0.06      0.06      0.06      0.06
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                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.012 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     7.609      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.691      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.773      0.06      0.06      0.07      0.07      0.07      0.07      0.07
     7.854      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     7.936      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     8.018      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     8.100      0.07      0.07      0.07      0.07      0.08      0.08      0.08
     8.182      0.08      0.08      0.08      0.08      0.08      0.08      0.08
     8.263      0.08      0.09      0.09      0.09      0.09      0.09      0.09
     8.345      0.09      0.09      0.09      0.10      0.10      0.10      0.10
     8.427      0.10      0.10      0.10      0.10      0.11      0.11      0.11
     8.509      0.11      0.11      0.11      0.11      0.11      0.12      0.12
     8.591      0.12      0.12      0.12      0.12      0.12      0.12      0.13
     8.672      0.13      0.13      0.13      0.13      0.13      0.13      0.14
     8.754      0.14      0.14      0.14      0.14      0.14      0.14      0.15
     8.836      0.15      0.15      0.15      0.15      0.15      0.15      0.16
     8.918      0.16      0.16      0.16      0.16      0.16      0.16      0.17
     9.000      0.17      0.17      0.17      0.17      0.17      0.17      0.18
     9.081      0.18      0.18      0.18      0.18      0.19      0.19      0.19
     9.163      0.19      0.19      0.20      0.20      0.20      0.20      0.21
     9.245      0.21      0.21      0.21      0.22      0.22      0.22      0.22
     9.327      0.23      0.23      0.23      0.24      0.24      0.24      0.24
     9.408      0.25      0.25      0.25      0.26      0.26      0.26      0.26
     9.490      0.27      0.27      0.27      0.28      0.28      0.29      0.30
     9.572      0.30      0.32      0.33      0.34      0.35      0.37      0.38
     9.654      0.40      0.42      0.45      0.47      0.50      0.52      0.55
     9.736      0.58      0.62      0.66      0.70      0.74      0.79      0.84
     9.817      0.90      0.95      1.02      1.09      1.17      1.26      1.35
     9.899      1.46      1.56      1.65      1.74      1.81      1.87      1.91
     9.981      1.93      1.93      1.92      1.91      1.88      1.84      1.78
    10.063      1.72      1.64      1.55      1.46      1.36      1.27      1.18
    10.145      1.10      1.02      0.95      0.89      0.83      0.79      0.75
    10.226      0.72      0.69      0.66      0.64      0.62      0.60      0.58
    10.308      0.57      0.55      0.54      0.53      0.52      0.51      0.50
    10.390      0.49      0.48      0.47      0.46      0.45      0.44      0.44
    10.472      0.43      0.42      0.41      0.40      0.40      0.39      0.38
    10.554      0.38      0.37      0.36      0.36      0.35      0.35      0.34
    10.635      0.34      0.33      0.33      0.33      0.32      0.32      0.32
    10.717      0.31      0.31      0.31      0.31      0.30      0.30      0.30
    10.799      0.30      0.30      0.29      0.29      0.29      0.29      0.29
    10.881      0.29      0.28      0.28      0.28      0.28      0.28      0.28
    10.962      0.27      0.27      0.27      0.27      0.27      0.26      0.26
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TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    11.044      0.26      0.26      0.26      0.26      0.26      0.25      0.25
    11.126      0.25      0.25      0.25      0.25      0.25      0.25      0.25
    11.208      0.24      0.24      0.24      0.24      0.24      0.24      0.24
    11.290      0.24      0.24      0.24      0.24      0.24      0.24      0.24
    11.371      0.23      0.23      0.23      0.23      0.23      0.23      0.23
    11.453      0.23      0.23      0.23      0.23      0.23      0.23      0.23
    11.535      0.23      0.23      0.22      0.22      0.22      0.22      0.22
    11.617      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    11.699      0.22      0.22      0.22      0.22      0.22      0.21      0.21
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.012 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    11.780      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    11.862      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    11.944      0.20      0.20      0.20      0.20      0.20      0.20      0.20
    12.026      0.20      0.20      0.20      0.20      0.20      0.20      0.20
    12.108      0.20      0.20      0.19      0.19      0.19      0.19      0.19
    12.189      0.19      0.19      0.19      0.19      0.19      0.19      0.19
    12.271      0.19      0.19      0.19      0.19      0.19      0.19      0.19
    12.353      0.19      0.19      0.19      0.19      0.18      0.18      0.18
    12.435      0.18      0.18      0.18      0.18      0.18      0.18      0.18
    12.516      0.18      0.18      0.18      0.18      0.18      0.18      0.18
    12.598      0.18      0.18      0.18      0.18      0.18      0.18      0.18
    12.680      0.18      0.17      0.17      0.17      0.17      0.17      0.17
    12.762      0.17      0.17      0.17      0.17      0.17      0.17      0.17
    12.844      0.17      0.17      0.17      0.17      0.17      0.17      0.17
    12.925      0.17      0.17      0.17      0.17      0.17      0.16      0.16
    13.007      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    13.089      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    13.171      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    13.253      0.16      0.16      0.15      0.15      0.15      0.15      0.15
    13.334      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    13.416      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    13.498      0.15      0.15      0.15      0.15      0.15      0.14      0.14
    13.580      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    13.662      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    13.743      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    13.825      0.14      0.13      0.13      0.13      0.13      0.13      0.13
    13.907      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    13.989      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    14.070      0.13      0.13      0.13      0.13      0.13      0.12      0.12
    14.152      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    14.234      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    14.316      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    14.398      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    14.479      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    14.561      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    14.643      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    14.725      0.12      0.12      0.12      0.12      0.12      0.12      0.12
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    14.807      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    14.888      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    14.970      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    15.052      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    15.134      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    15.216      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    15.297      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    15.379      0.12      0.12      0.12      0.12      0.12      0.11      0.11
    15.461      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    15.543      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    15.624      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    15.706      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    15.788      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    15.870      0.11      0.11      0.11      0.11      0.11      0.11      0.11
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.012 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    15.952      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.033      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.115      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.197      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.279      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.361      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.442      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.524      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.606      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.688      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.770      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    16.851      0.11      0.11      0.11      0.10      0.10      0.10      0.10
    16.933      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.015      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.097      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.178      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.260      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.342      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.424      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.506      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.587      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.669      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.751      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.833      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.915      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    17.996      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    18.078      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    18.160      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    18.242      0.10      0.10      0.10      0.10      0.09      0.09      0.09
    18.324      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    18.405      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    18.487      0.09      0.09      0.09      0.09      0.09      0.09      0.09
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    18.569      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    18.651      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    18.732      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    18.814      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    18.896      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    18.978      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    19.060      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    19.141      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    19.223      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    19.305      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    19.387      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    19.469      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    19.550      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    19.632      0.09      0.08      0.08      0.08      0.08      0.08      0.08
    19.714      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    19.796      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    19.878      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    19.959      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.041      0.08      0.08      0.08      0.08      0.08      0.08      0.08
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.012 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    20.123      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.205      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.286      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.368      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.450      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.532      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.614      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.695      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.777      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.859      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    20.941      0.08      0.08      0.08      0.08      0.07      0.07      0.07
    21.023      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.104      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.186      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.268      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.350      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.432      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.513      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.595      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.677      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.759      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.840      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.922      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    22.004      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    22.086      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    22.168      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    22.249      0.07      0.07      0.07      0.07      0.07      0.06      0.06

WinTR-55, Version 1.00.10 Page  14 3/15/2019 12:12:41 PM 



WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    22.331      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.413      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.495      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.577      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.658      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.740      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.822      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.904      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.986      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.067      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.149      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.231      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.313      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.394      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.476      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.558      0.06      0.06      0.06      0.06      0.05      0.05      0.05
    23.640      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    23.722      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    23.803      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    23.885      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    23.967      0.05      0.05      0.05      0.05      0.05      0.05      0.05
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

Area or    Drainage  Rain Gage     Runoff   ------------ Peak Flow ------------
 Reach       Area      ID or       Amount   Elevation   Time      Rate      Rate
Identifier  (sq mi)   Location      (in)      (ft)      (hr)     (cfs)     (csm)

E-1           0.002                1.130                9.97      1.10    672.18

   Line    
Start Time   ------------ Flow Values @ time increment of  0.010 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     7.060      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.132      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.203      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.275      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.346      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.418      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     7.490      0.05      0.05      0.05      0.05      0.06      0.06      0.06
     7.561      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.633      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.705      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.776      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.848      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.919      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     7.991      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     8.063      0.06      0.06      0.06      0.06      0.06      0.06      0.06
     8.134      0.06      0.06      0.06      0.06      0.06      0.06      0.07
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TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
     8.206      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     8.278      0.07      0.07      0.07      0.07      0.07      0.07      0.07
     8.349      0.07      0.08      0.08      0.08      0.08      0.08      0.08
     8.421      0.08      0.08      0.08      0.08      0.08      0.08      0.08
     8.492      0.08      0.09      0.09      0.09      0.09      0.09      0.09
     8.564      0.09      0.09      0.09      0.09      0.09      0.09      0.09
     8.636      0.09      0.10      0.10      0.10      0.10      0.10      0.10
     8.707      0.10      0.10      0.10      0.10      0.10      0.10      0.10
     8.779      0.10      0.11      0.11      0.11      0.11      0.11      0.11
     8.851      0.11      0.11      0.11      0.11      0.11      0.11      0.11
     8.922      0.11      0.11      0.12      0.12      0.12      0.12      0.12
     8.994      0.12      0.12      0.12      0.12      0.12      0.12      0.12
     9.065      0.12      0.13      0.13      0.13      0.13      0.13      0.13
     9.137      0.13      0.13      0.13      0.13      0.14      0.14      0.14
     9.209      0.14      0.14      0.14      0.14      0.14      0.15      0.15
     9.280      0.15      0.15      0.15      0.15      0.15      0.15      0.16
     9.352      0.16      0.16      0.16      0.16      0.16      0.16      0.17
     9.423      0.17      0.17      0.17      0.17      0.17      0.17      0.17
     9.495      0.18      0.18      0.18      0.18      0.18      0.19      0.19
     9.567      0.20      0.20      0.21      0.22      0.22      0.23      0.24
     9.638      0.25      0.26      0.27      0.28      0.30      0.31      0.33
     9.710      0.34      0.36      0.37      0.39      0.41      0.43      0.45
     9.782      0.48      0.51      0.53      0.56      0.59      0.62      0.65
     9.853      0.69      0.73      0.78      0.83      0.88      0.93      0.98
     9.925      1.02      1.05      1.08      1.09      1.10      1.09      1.08
     9.996      1.07      1.05      1.03      1.01      0.98      0.94      0.90
    10.068      0.86      0.81      0.76      0.71      0.66      0.61      0.57
    10.140      0.53      0.49      0.46      0.43      0.41      0.39      0.37
    10.211      0.36      0.34      0.33      0.32      0.31      0.30      0.30
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.010 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    10.283      0.29      0.28      0.28      0.27      0.27      0.26      0.26
    10.355      0.25      0.25      0.24      0.24      0.24      0.23      0.23
    10.426      0.23      0.22      0.22      0.21      0.21      0.21      0.20
    10.498      0.20      0.20      0.19      0.19      0.19      0.19      0.18
    10.569      0.18      0.18      0.18      0.17      0.17      0.17      0.17
    10.641      0.17      0.16      0.16      0.16      0.16      0.16      0.16
    10.713      0.16      0.15      0.15      0.15      0.15      0.15      0.15
    10.784      0.15      0.15      0.15      0.15      0.15      0.14      0.14
    10.856      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    10.928      0.14      0.14      0.14      0.14      0.13      0.13      0.13
    10.999      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    11.071      0.13      0.13      0.13      0.13      0.12      0.12      0.12
    11.142      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    11.214      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    11.286      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    11.357      0.12      0.12      0.12      0.11      0.11      0.11      0.11
    11.429      0.11      0.11      0.11      0.11      0.11      0.11      0.11
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WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    11.500      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    11.572      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    11.644      0.11      0.11      0.11      0.11      0.11      0.11      0.11
    11.715      0.11      0.11      0.11      0.10      0.10      0.10      0.10
    11.787      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    11.859      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    11.930      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    12.002      0.10      0.10      0.10      0.10      0.10      0.10      0.10
    12.073      0.10      0.10      0.10      0.10      0.09      0.09      0.09
    12.145      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.217      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.288      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.360      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.432      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.503      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.575      0.09      0.09      0.09      0.09      0.09      0.09      0.09
    12.646      0.09      0.08      0.08      0.08      0.08      0.08      0.08
    12.718      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.790      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.861      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    12.933      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.005      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.076      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.148      0.08      0.08      0.08      0.08      0.08      0.08      0.08
    13.219      0.08      0.07      0.07      0.07      0.07      0.07      0.07
    13.291      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.363      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.434      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.506      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.577      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.649      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.721      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    13.792      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    13.864      0.06      0.06      0.06      0.06      0.06      0.06      0.06
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.010 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    13.936      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.007      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.079      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.150      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.222      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.294      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.365      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.437      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.509      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.580      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.652      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.723      0.06      0.06      0.06      0.06      0.06      0.06      0.06

WinTR-55, Version 1.00.10 Page  17 3/15/2019 12:12:41 PM 



WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    14.795      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.867      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    14.938      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.010      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.082      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.153      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    15.225      0.06      0.06      0.06      0.05      0.05      0.05      0.05
    15.296      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.368      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.440      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.511      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.583      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.655      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.726      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.798      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.869      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    15.941      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.013      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.084      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.156      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.227      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.299      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.371      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.442      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.514      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.586      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    16.657      0.05      0.05                                                  

Area or    Drainage  Rain Gage     Runoff   ------------ Peak Flow ------------
 Reach       Area      ID or       Amount   Elevation   Time      Rate      Rate
Identifier  (sq mi)   Location      (in)      (ft)      (hr)     (cfs)     (csm)

OUTLET        0.015                0.750                9.98      5.39    351.81
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.009 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

     6.743      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     6.809      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     6.875      0.05      0.05      0.05      0.05      0.05      0.05      0.05
     6.941      0.05      0.05      0.05      0.05      0.06      0.06      0.06
     7.006      0.06      0.06      0.06      0.06      0.06      0.12      0.16
     7.072      0.16      0.16      0.16      0.16      0.17      0.21      0.21
     7.138      0.21      0.21      0.21      0.21      0.21      0.21      0.22
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WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
     7.204      0.22      0.22      0.22      0.22      0.22      0.22      0.22
     7.270      0.22      0.22      0.22      0.22      0.22      0.22      0.22
     7.336      0.22      0.22      0.22      0.22      0.22      0.22      0.23
     7.402      0.23      0.23      0.23      0.23      0.23      0.23      0.23
     7.468      0.23      0.23      0.23      0.23      0.23      0.23      0.23
     7.533      0.23      0.23      0.23      0.23      0.23      0.23      0.23
     7.599      0.24      0.24      0.24      0.24      0.24      0.24      0.24
     7.665      0.24      0.24      0.24      0.24      0.24      0.24      0.24
     7.731      0.24      0.24      0.24      0.24      0.24      0.24      0.24
     7.797      0.24      0.24      0.25      0.25      0.25      0.25      0.25
     7.863      0.25      0.25      0.25      0.25      0.25      0.25      0.25
     7.929      0.25      0.25      0.25      0.25      0.25      0.25      0.25
     7.995      0.25      0.25      0.25      0.26      0.26      0.26      0.26
     8.060      0.26      0.26      0.26      0.26      0.26      0.26      0.27
     8.126      0.27      0.27      0.27      0.27      0.28      0.28      0.28
     8.192      0.28      0.28      0.29      0.29      0.29      0.29      0.30
     8.258      0.30      0.30      0.31      0.31      0.31      0.31      0.32
     8.324      0.32      0.32      0.33      0.33      0.33      0.33      0.34
     8.390      0.34      0.34      0.35      0.35      0.35      0.36      0.36
     8.456      0.36      0.37      0.37      0.37      0.37      0.38      0.38
     8.522      0.38      0.39      0.39      0.39      0.40      0.40      0.40
     8.587      0.41      0.41      0.41      0.41      0.42      0.42      0.42
     8.653      0.43      0.43      0.43      0.44      0.44      0.44      0.45
     8.719      0.45      0.45      0.45      0.46      0.46      0.46      0.47
     8.785      0.47      0.47      0.48      0.48      0.48      0.49      0.49
     8.851      0.49      0.49      0.50      0.50      0.50      0.51      0.51
     8.917      0.51      0.52      0.52      0.52      0.53      0.53      0.53
     8.983      0.54      0.54      0.54      0.55      0.55      0.55      0.56
     9.049      0.56      0.56      0.57      0.57      0.58      0.58      0.58
     9.114      0.59      0.59      0.60      0.60      0.61      0.61      0.62
     9.180      0.62      0.63      0.63      0.64      0.64      0.65      0.65
     9.246      0.66      0.67      0.67      0.68      0.68      0.69      0.70
     9.312      0.70      0.71      0.71      0.72      0.72      0.73      0.74
     9.378      0.74      0.75      0.76      0.76      0.77      0.77      0.78
     9.444      0.79      0.79      0.80      0.80      0.81      0.82      0.82
     9.510      0.83      0.84      0.85      0.86      0.88      0.90      0.92
     9.576      0.95      0.98      1.01      1.04      1.07      1.10      1.14
     9.641      1.18      1.22      1.28      1.33      1.39      1.46      1.52
     9.707      1.58      1.65      1.72      1.79      1.87      1.96      2.06
     9.773      2.17      2.28      2.39      2.51      2.63      2.75      2.88
     9.839      3.03      3.19      3.37      3.58      3.79      4.02      4.25
     9.905      4.48      4.69      4.88      5.05      5.18      5.27      5.34
     9.971      5.38      5.39      5.37      5.33      5.27      5.20      5.11
    10.037      5.01      4.88      4.73      4.55      4.35      4.14      3.92
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.009 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    10.103      3.70      3.48      3.27      3.08      2.90      2.73      2.58
    10.168      2.45      2.34      2.24      2.15      2.07      1.99      1.93
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WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    10.234      1.87      1.82      1.77      1.73      1.69      1.65      1.62
    10.300      1.59      1.56      1.53      1.50      1.48      1.46      1.44
    10.366      1.41      1.39      1.37      1.35      1.33      1.31      1.30
    10.432      1.28      1.26      1.25      1.23      1.21      1.19      1.18
    10.498      1.16      1.14      1.13      1.11      1.10      1.08      1.07
    10.564      1.06      1.04      1.03      1.02      1.01      0.99      0.98
    10.630      0.97      0.96      0.96      0.95      0.94      0.93      0.92
    10.695      0.92      0.91      0.91      0.90      0.89      0.89      0.88
    10.761      0.88      0.88      0.87      0.87      0.86      0.86      0.85
    10.827      0.85      0.84      0.84      0.84      0.83      0.83      0.82
    10.893      0.82      0.82      0.81      0.81      0.80      0.80      0.80
    10.959      0.79      0.79      0.79      0.78      0.78      0.77      0.77
    11.025      0.77      0.76      0.76      0.76      0.75      0.75      0.75
    11.091      0.74      0.74      0.74      0.73      0.73      0.73      0.73
    11.157      0.72      0.72      0.72      0.72      0.71      0.71      0.71
    11.222      0.71      0.71      0.71      0.71      0.70      0.70      0.70
    11.288      0.70      0.70      0.70      0.69      0.69      0.69      0.69
    11.354      0.69      0.69      0.69      0.69      0.68      0.68      0.68
    11.420      0.68      0.68      0.68      0.68      0.67      0.67      0.67
    11.486      0.67      0.67      0.67      0.67      0.67      0.66      0.66
    11.552      0.66      0.66      0.66      0.66      0.66      0.65      0.65
    11.618      0.65      0.65      0.65      0.65      0.65      0.64      0.64
    11.684      0.64      0.64      0.64      0.64      0.64      0.64      0.63
    11.749      0.63      0.63      0.63      0.63      0.63      0.63      0.62
    11.815      0.62      0.62      0.62      0.62      0.62      0.62      0.61
    11.881      0.61      0.61      0.61      0.61      0.61      0.61      0.60
    11.947      0.60      0.60      0.60      0.60      0.60      0.60      0.59
    12.013      0.59      0.59      0.59      0.59      0.59      0.59      0.58
    12.079      0.58      0.58      0.58      0.58      0.58      0.58      0.58
    12.145      0.58      0.57      0.57      0.57      0.57      0.57      0.57
    12.211      0.57      0.57      0.57      0.57      0.56      0.56      0.56
    12.276      0.56      0.56      0.56      0.56      0.56      0.56      0.56
    12.342      0.56      0.55      0.55      0.55      0.55      0.55      0.55
    12.408      0.55      0.55      0.55      0.55      0.55      0.54      0.54
    12.474      0.54      0.54      0.54      0.54      0.54      0.54      0.54
    12.540      0.54      0.54      0.53      0.53      0.53      0.53      0.53
    12.606      0.53      0.53      0.53      0.53      0.53      0.53      0.53
    12.672      0.52      0.52      0.52      0.52      0.52      0.52      0.52
    12.737      0.52      0.52      0.52      0.52      0.51      0.51      0.51
    12.803      0.51      0.51      0.51      0.51      0.51      0.51      0.51
    12.869      0.50      0.50      0.50      0.50      0.50      0.50      0.50
    12.935      0.50      0.50      0.50      0.50      0.49      0.49      0.49
    13.001      0.49      0.49      0.49      0.49      0.49      0.49      0.49
    13.067      0.49      0.48      0.48      0.48      0.48      0.48      0.48
    13.133      0.48      0.48      0.48      0.48      0.48      0.47      0.47
    13.199      0.47      0.47      0.47      0.47      0.47      0.47      0.47
    13.264      0.47      0.46      0.46      0.46      0.46      0.46      0.46
    13.330      0.46      0.46      0.46      0.46      0.46      0.45      0.45
    13.396      0.45      0.45      0.45      0.45      0.45      0.45      0.45
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   Line    
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WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
Start Time   ------------ Flow Values @ time increment of  0.009 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    13.462      0.45      0.44      0.44      0.44      0.44      0.44      0.44
    13.528      0.44      0.44      0.44      0.44      0.44      0.43      0.43
    13.594      0.43      0.43      0.43      0.43      0.43      0.43      0.43
    13.660      0.43      0.42      0.42      0.42      0.42      0.42      0.42
    13.726      0.42      0.42      0.42      0.42      0.41      0.41      0.41
    13.791      0.41      0.41      0.41      0.41      0.41      0.41      0.41
    13.857      0.40      0.40      0.40      0.40      0.40      0.40      0.40
    13.923      0.40      0.40      0.40      0.39      0.39      0.39      0.39
    13.989      0.39      0.39      0.39      0.39      0.39      0.39      0.38
    14.055      0.38      0.38      0.38      0.38      0.38      0.38      0.38
    14.121      0.38      0.38      0.38      0.38      0.38      0.38      0.38
    14.187      0.38      0.37      0.37      0.37      0.37      0.37      0.37
    14.253      0.37      0.37      0.37      0.37      0.37      0.37      0.37
    14.318      0.37      0.37      0.37      0.37      0.37      0.37      0.37
    14.384      0.37      0.37      0.37      0.37      0.37      0.37      0.37
    14.450      0.37      0.37      0.37      0.37      0.37      0.37      0.37
    14.516      0.37      0.37      0.37      0.37      0.37      0.37      0.37
    14.582      0.37      0.37      0.37      0.37      0.37      0.37      0.37
    14.648      0.37      0.37      0.37      0.36      0.36      0.36      0.36
    14.714      0.36      0.36      0.36      0.36      0.36      0.36      0.36
    14.780      0.36      0.36      0.36      0.36      0.36      0.36      0.36
    14.845      0.36      0.36      0.36      0.36      0.36      0.36      0.36
    14.911      0.36      0.36      0.36      0.36      0.36      0.36      0.36
    14.977      0.36      0.36      0.36      0.36      0.36      0.36      0.36
    15.043      0.36      0.36      0.36      0.36      0.36      0.36      0.36
    15.109      0.36      0.36      0.36      0.36      0.36      0.36      0.36
    15.175      0.36      0.36      0.36      0.36      0.36      0.36      0.36
    15.241      0.35      0.35      0.35      0.35      0.35      0.35      0.35
    15.307      0.35      0.35      0.35      0.35      0.35      0.35      0.35
    15.372      0.35      0.35      0.35      0.35      0.35      0.35      0.35
    15.438      0.35      0.35      0.35      0.35      0.35      0.35      0.35
    15.504      0.35      0.35      0.35      0.35      0.35      0.35      0.35
    15.570      0.35      0.35      0.35      0.35      0.35      0.35      0.35
    15.636      0.35      0.35      0.35      0.35      0.35      0.35      0.35
    15.702      0.35      0.35      0.35      0.35      0.35      0.35      0.35
    15.768      0.35      0.35      0.34      0.34      0.34      0.34      0.34
    15.834      0.34      0.34      0.34      0.34      0.34      0.34      0.34
    15.899      0.34      0.34      0.34      0.34      0.34      0.34      0.34
    15.965      0.34      0.34      0.34      0.34      0.34      0.34      0.34
    16.031      0.34      0.34      0.34      0.34      0.34      0.34      0.34
    16.097      0.34      0.34      0.34      0.34      0.34      0.34      0.34
    16.163      0.34      0.34      0.34      0.34      0.34      0.34      0.34
    16.229      0.34      0.34      0.34      0.34      0.34      0.34      0.34
    16.295      0.34      0.34      0.33      0.33      0.33      0.33      0.33
    16.361      0.33      0.33      0.33      0.33      0.33      0.33      0.33
    16.426      0.33      0.33      0.33      0.33      0.33      0.33      0.33
    16.492      0.33      0.33      0.33      0.33      0.33      0.33      0.33
    16.558      0.33      0.33      0.33      0.33      0.33      0.33      0.33
    16.624      0.33      0.33      0.33      0.33      0.33      0.33      0.25
    16.690      0.23      0.23      0.23      0.23      0.23      0.23      0.23
    16.756      0.23      0.23      0.23      0.23      0.23      0.23      0.23
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                

                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.009 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    16.822      0.23      0.23      0.23      0.23      0.23      0.23      0.23
    16.888      0.23      0.23      0.22      0.22      0.22      0.22      0.22
    16.953      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    17.019      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    17.085      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    17.151      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    17.217      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    17.283      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    17.349      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    17.415      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    17.480      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    17.546      0.22      0.22      0.22      0.22      0.22      0.22      0.22
    17.612      0.22      0.22      0.22      0.22      0.22      0.22      0.21
    17.678      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    17.744      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    17.810      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    17.876      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    17.942      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    18.007      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    18.073      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    18.139      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    18.205      0.21      0.21      0.21      0.21      0.21      0.21      0.21
    18.271      0.21      0.16      0.16      0.16      0.16      0.16      0.16
    18.337      0.16      0.16      0.16      0.16      0.16      0.16      0.16
    18.403      0.16      0.16      0.16      0.16      0.16      0.15      0.15
    18.469      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.534      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.600      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.666      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.732      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.798      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.864      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.930      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    18.995      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    19.061      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    19.127      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    19.193      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    19.259      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    19.325      0.15      0.15      0.15      0.15      0.15      0.15      0.15
    19.391      0.15      0.15      0.14      0.14      0.14      0.14      0.14
    19.457      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.522      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.588      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.654      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.720      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.786      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.852      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    19.918      0.14      0.14      0.14      0.14      0.14      0.14      0.14
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    19.984      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    20.049      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    20.115      0.14      0.14      0.14      0.14      0.14      0.14      0.14
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.009 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    20.181      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    20.247      0.14      0.14      0.14      0.14      0.14      0.14      0.14
    20.313      0.14      0.13      0.13      0.13      0.13      0.13      0.13
    20.379      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.445      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.511      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.576      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.642      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.708      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.774      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.840      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.906      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    20.972      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    21.038      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    21.103      0.13      0.13      0.13      0.13      0.13      0.13      0.13
    21.169      0.13      0.13      0.13      0.12      0.12      0.12      0.12
    21.235      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.301      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.367      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.433      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.499      0.12      0.12      0.12      0.12      0.12      0.12      0.12
    21.565      0.12      0.07      0.07      0.07      0.07      0.07      0.07
    21.630      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.696      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.762      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.828      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.894      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    21.960      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    22.026      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    22.092      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    22.157      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    22.223      0.07      0.07      0.07      0.07      0.07      0.07      0.07
    22.289      0.07      0.06      0.06      0.06      0.06      0.06      0.06
    22.355      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.421      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.487      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.553      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.619      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.684      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.750      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.816      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.882      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    22.948      0.06      0.06      0.06      0.06      0.06      0.06      0.06
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
    23.014      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.080      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.146      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.211      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.277      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.343      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.409      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.475      0.06      0.06      0.06      0.06      0.06      0.06      0.06
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

   Line    
Start Time   ------------ Flow Values @ time increment of  0.009 hr ------------
      (hr)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

    23.541      0.06      0.06      0.06      0.06      0.06      0.06      0.06
    23.607      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    23.673      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    23.738      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    23.804      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    23.870      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    23.936      0.05      0.05      0.05      0.05      0.05      0.05      0.05
    24.002      0.05      0.05      0.05      0.05                              
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
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                            RUSD-Casa Blanca ES, EIR                            
                            2-year, post-development                            

 Area or    Drainage              ----------- Peak Flow by Storm -----------
  Reach       Area   Alternate       2-Yr                                        
Identifier   (sq mi)               (cfs)     (cfs)     (cfs)     (cfs)     (cfs)

A-1           0.006                 0.18                                        
B-1           0.002                 1.10                                        
C-1           0.002                 1.26                                        
D-1           0.004                 1.93                                        
E-1           0.002                 1.10                                        
OUTLET        0.015                 5.39                                        
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WinTR-20 Printed Page File      Beginning of Input Data List 
TR20.inp                                                                        

WinTR-20: Version 1.10                  0         0         0.05                
Casa Blanca ES, EIR                                                         (continued)
2-year, post-development                                                        
                                           STORM 2-Yr      
SUB-AREA:                                                                       
          A-1       Outlet              .00641    74.       .268                
          B-1       Outlet              .00163    98.       .161                
          C-1       Outlet              .00184    98.       .149                
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   How to use this worksheet (also see instructions in Section G of the WQMP Template): 
 
1. Review Column 1 and identify which of these potential sources of stormwater pollutants apply to your site. Check each box that applies.  

2. Review Column 2 and incorporate all of the corresponding applicable BMPs in your WQMP Exhibit.  

3. Review Columns 3 and 4 and incorporate all of the corresponding applicable permanent controls and operational BMPs in your WQMP. Use the 
format shown in Table G.1on page 23 of this WQMP Template. Describe your specific BMPs in an accompanying narrative, and explain any 
special conditions or situations that required omitting BMPs or substituting alternative BMPs for those shown here. 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 A. On-site storm drain 
inlets 

 Locations of inlets.  Mark all inlets with the words 
“Only Rain Down the Storm 
Drain” or similar. Catch Basin 
Markers may be available from the 
Riverside County Flood Control 
and Water Conservation District, 
call 951.955.1200 to verify. 


 


 

 

 
 
 
 



Maintain and periodically repaint or 
replace inlet markings. 

Provide stormwater pollution 
prevention information to new site 
owners, lessees, or operators. 

See applicable operational BMPs in 
Fact Sheet SC-44, “Drainage System 
Maintenance,” in the CASQA 
Stormwater Quality Handbooks at 
www.cabmphandbooks.com 

Include the following in lease 
agreements: “Tenant shall not allow 
anyone to discharge anything to storm 
drains or to store or deposit materials 
so as to create a potential discharge to 
storm drains.” 

 B. Interior floor drains 
and elevator shaft sump 
pumps 

   State that interior floor drains and 
elevator shaft sump pumps will be 
plumbed to sanitary sewer. 

 Inspect and maintain drains to prevent 
blockages and overflow. 

 C. Interior parking 
garages 

   State that parking garage floor 
drains will be plumbed to the 
sanitary sewer. 

 Inspect and maintain drains to prevent 
blockages and overflow. 



S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 D1. Need for future 
indoor & structural pest 
control 

   Note building design features that  
discourage entry of pests. 

 Provide Integrated Pest Management 
information to owners, lessees, and 
operators. 

 D2. Landscape/ 
Outdoor Pesticide Use 

 
 
 

 
 

 

Show locations of native trees or 
areas of shrubs and ground cover to 
be undisturbed and retained. 

Show self-retaining landscape 
areas, if any.  

Show stormwater treatment and 
hydrograph modification 
management BMPs. (See 
instructions in Chapter 3, Step 5 
and guidance in Chapter 5.) 

 

 
 


 
 


 
 
 
 
 


 
 
 


 

 

 

State that final landscape plans will 
accomplish all of the following. 

Preserve existing native trees, 
shrubs, and ground cover to the 
maximum extent possible. 

Design landscaping to minimize 
irrigation and runoff, to promote 
surface infiltration where 
appropriate, and to minimize the 
use of fertilizers and pesticides that 
can contribute to stormwater 
pollution.  

Where landscaped areas are used to 
retain or detain stormwater, specify 
plants that are tolerant of saturated 
soil conditions. 

Consider using pest-resistant 
plants, especially adjacent to 
hardscape.  

To insure successful establishment, 
select plants appropriate to site 
soils, slopes, climate, sun, wind, 
rain, land use, air movement, 
ecological consistency, and plant 
interactions. 

 

 

 
 
 
 
 



Maintain landscaping using minimum 
or no pesticides. 

See applicable operational BMPs in 
“What you should know 
for…..Landscape and Gardening” at 
http://rcflood.org/stormwater/Error! 
Hyperlink reference not valid. 

Provide IPM information to new 
owners, lessees and operators. 
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IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 E. Pools, spas, ponds, 
decorative fountains, 
and other water 
features. 

 Show location of water feature and 
a sanitary sewer cleanout in an 
accessible area within 10 feet. 
(Exception: Public pools must be 
plumbed according to County 
Department of Environmental 
Health Guidelines.) 

 If the Co-Permittee requires pools 
to be plumbed to the sanitary 
sewer, place a note on the plans 
and state in the narrative that this 
connection will be made according 
to local requirements.  

 See applicable operational BMPs in  
“Guidelines for Maintaining Your 
Swimming Pool, Jacuzzi and Garden 
Fountain” at 
http://rcflood.org/stormwater/   

 F. Food service   
 
 
 
 
 

 

For restaurants, grocery stores, and 
other food service operations, show 
location (indoors or in a covered 
area outdoors) of a floor sink or 
other area for cleaning floor mats, 
containers, and equipment.  

On the drawing, show a note that 
this drain will be connected to a 
grease interceptor before 
discharging to the sanitary sewer.  

 

 
 

Describe the location and features 
of the designated cleaning area.  

Describe the items to be cleaned in 
this facility and how it has been 
sized to insure that the largest 
items can be accommodated. 

 

 See the brochure, “The Food Service 
Industry Best Management Practices for: 
Restaurants, Grocery Stores, 
Delicatessens and Bakeries” at 
http://rcflood.org/stormwater/  

Provide this brochure to new site 
owners, lessees, and operators. 

 G. Refuse areas  
 
 
 
 

 
 
 
 
 
 

 

Show where site refuse and 
recycled materials will be handled 
and stored for pickup. See local 
municipal requirements for sizes 
and other details of refuse areas. 

If dumpsters or other receptacles 
are outdoors, show how the 
designated area will be covered, 
graded, and paved to prevent run-
on and show locations of berms to 
prevent runoff from the area. 

Any drains from dumpsters, 
compactors, and tallow bin areas 
shall be connected to a grease 
removal device before discharge to 
sanitary sewer. 


 
 



State how site refuse will be 
handled and provide supporting 
detail to what is shown on plans. 

State that signs will be posted on or 
near dumpsters with the words “Do 
not dump hazardous materials 
here” or similar. 

 State how the following will be 
implemented: 

Provide adequate number of 
receptacles. Inspect receptacles 
regularly; repair or replace leaky 
receptacles. Keep receptacles covered. 
Prohibit/prevent dumping of liquid or 
hazardous wastes. Post “no hazardous 
materials” signs. Inspect and pick up 
litter daily and clean up spills 
immediately. Keep spill control 
materials available on-site. See Fact 
Sheet SC-34, “Waste Handling and 
Disposal” in the CASQA Stormwater 
Quality Handbooks at 
www.cabmphandbooks.com 
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IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 H. Industrial processes.  Show process area.  If industrial processes are to be 
located on site, state: “All process 
activities to be performed indoors. 
No processes to drain to exterior or 
to storm drain system.” 

 See Fact Sheet SC-10, “Non-
Stormwater Discharges” in the 
CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 

See the brochure “Industrial & 
Commercial Facilities Best Management 
Practices for: Industrial, Commercial 
Facilities” at 
http://rcflood.org/stormwater/ 
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IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 I. Outdoor storage of 
equipment or materials. 
(See rows J and K for 
source control 
measures for vehicle 
cleaning, repair, and 
maintenance.) 

 
 
 
 
 

 
 
 
 
 

 
 
 
 
 

 

Show any outdoor storage areas, 
including how materials will be 
covered. Show how areas will be 
graded and bermed to prevent run-
on or run-off from area.  

Storage of non-hazardous liquids 
shall be covered by a roof and/or 
drain to the sanitary sewer system, 
and be contained by berms, dikes, 
liners, or vaults.  

Storage of hazardous materials and 
wastes must be in compliance with 
the local hazardous materials 
ordinance and a Hazardous 
Materials Management Plan for the 
site.  

 Include a detailed description of 
materials to be stored, storage 
areas, and structural features to 
prevent pollutants from entering 
storm drains. 

Where appropriate, reference 
documentation of compliance with 
the requirements of Hazardous 
Materials Programs for: 

 Hazardous Waste Generation 

 Hazardous Materials Release 
Response and Inventory  

 California Accidental Release 
(CalARP)  

 Aboveground Storage Tank  

 Uniform Fire Code Article 80 
Section 103(b) & (c) 1991  

 Underground Storage Tank  

www.cchealth.org/groups/hazmat
/ 

  

 See the Fact Sheets SC-31, “Outdoor 
Liquid Container Storage” and SC-33, 
“Outdoor Storage of Raw Materials ” 
in the CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 
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IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 J. Vehicle and 
Equipment Cleaning 

 Show on drawings as appropriate: 

(1) Commercial/industrial facilities 
having vehicle/equipment cleaning 
needs shall either provide a 
covered, bermed area for washing 
activities or discourage 
vehicle/equipment washing by 
removing hose bibs and installing 
signs prohibiting such uses.  

(2) Multi-dwelling complexes shall 
have a paved, bermed, and covered 
car wash area (unless car washing 
is prohibited on-site and hoses are 
provided with an automatic shut-
off to discourage such use). 

(3) Washing areas for cars, vehicles, 
and equipment shall be paved, 
designed to prevent run-on to or 
runoff from the area, and plumbed 
to drain to the sanitary sewer.  

(4) Commercial car wash facilities 
shall be designed such that no 
runoff from the facility is 
discharged to the storm drain 
system. Wastewater from the 
facility shall discharge to the 
sanitary sewer, or a wastewater 
reclamation system shall be 
installed.  

 If a car wash area is not provided, 
describe any measures taken to 
discourage on-site car washing and 
explain how these will be enforced. 

 
 

 

 
 
 

 

Describe operational measures to 
implement the following (if 
applicable): 

Washwater from vehicle and 
equipment washing operations shall 
not be discharged to the storm drain 
system. Refer to “Outdoor Cleaning 
Activities and Professional Mobile Service 
Providers” for many of the Potential 
Sources of Runoff Pollutants categories 
below.  Brochure can be found at 
http://rcflood.org/stormwater/ 

Car dealerships and similar may 
rinse cars with water only. 
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IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 K. Vehicle/Equipment 
Repair and 
Maintenance 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

Accommodate all vehicle 
equipment repair and maintenance 
indoors. Or designate an outdoor 
work area and design the area to 
prevent run-on and runoff of 
stormwater.  

Show secondary containment for 
exterior work areas where motor 
oil, brake fluid, gasoline, diesel 
fuel, radiator fluid, acid-containing 
batteries or other hazardous 
materials or hazardous wastes are 
used or stored. Drains shall not be 
installed within the secondary 
containment areas. 

Add a note on the plans that states 
either (1) there are no floor drains, 
or (2) floor drains are connected to 
wastewater pretreatment systems 
prior to discharge to the sanitary 
sewer and an industrial waste 
discharge permit will be obtained.  


 
 
 


 
 
 
 
 



State that no vehicle repair or 
maintenance will be done outdoors, 
or else describe the required 
features of the outdoor work area. 

State that there are no floor drains 
or if there are floor drains, note the 
agency from which an industrial 
waste discharge permit will be 
obtained and that the design meets 
that agency’s requirements. 

State that there are no tanks, 
containers or sinks to be used for 
parts cleaning or rinsing or, if there 
are, note the agency from which an 
industrial waste discharge permit 
will be obtained and that the 
design meets that agency’s 
requirements. 

 
 
 


 
 
 
 


 
 
 
 
 
 
 
 
 



In the Stormwater Control Plan, note 
that all of the following restrictions 
apply to use the site: 

No person shall dispose of, nor permit 
the disposal, directly or indirectly of 
vehicle fluids, hazardous materials, or 
rinsewater from parts cleaning into 
storm drains. 

No vehicle fluid removal shall be 
performed outside a building, nor on 
asphalt or ground surfaces, whether 
inside or outside a building, except in 
such a manner as to ensure that any 
spilled fluid will be in an area of 
secondary containment. Leaking 
vehicle fluids shall be contained or 
drained from the vehicle immediately. 

No person shall leave unattended drip 
parts or other open containers 
containing vehicle fluid, unless such 
containers are in use or in an area of 
secondary containment.  

Refer to “Automotive Maintenance & Car 
Care Best Management Practices for Auto 
Body Shops, Auto Repair Shops, Car 
Dealerships, Gas Stations and Fleet 
Service Operations”.  Brochure can be 
found at http://rcflood.org/stormwater/ 
Refer to Outdoor Cleaning Activities and 
Professional Mobile Service Providers for 
many of the Potential Sources of     
Runoff Pollutants categories below.  
Brochure can be found at 
http://rcflood.org/stormwater/ 
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 L. Fuel Dispensing 
Areas 

 
 
 
 
 
 
 
 
 
 

 

Fueling areas6 shall have 
impermeable floors (i.e., portland 
cement concrete or equivalent 
smooth impervious surface) that 
are: a) graded at the minimum 
slope necessary to prevent ponding; 
and b) separated from the rest of 
the site by a grade break that 
prevents run-on of stormwater to 
the maximum extent practicable.  

Fueling areas shall be covered by a 
canopy that extends a minimum of 
ten feet in each direction from each 
pump.  [Alternative: The fueling 
area must be covered and the 
cover’s minimum dimensions must 
be equal to or greater than the area 
within the grade break or fuel 
dispensing area1.]  The canopy [or 
cover] shall not drain onto the 
fueling area. 

  
 



The property owner shall dry sweep 
the fueling area routinely. 

See the Fact Sheet SD-30 , “Fueling 
Areas” in the CASQA Stormwater 
Quality Handbooks at 
www.cabmphandbooks.com 

                                                           
 

6 The fueling area shall be defined as the area extending a minimum of 6.5 feet from the corner of each fuel dispenser or the length at which the hose and nozzle assembly may be operated plus 
a minimum of one foot, whichever is greater. 
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 M. Loading Docks  
 

 

 

 

 

 

 
 

 

 
 

 

 
 

 

Show a preliminary design for the 
loading dock area, including 
roofing and drainage. Loading 
docks shall be covered and/or 
graded to minimize run-on to and 
runoff from the loading area. Roof 
downspouts shall be positioned to 
direct stormwater away from the 
loading area. Water from loading 
dock areas shall be drained to the 
sanitary sewer, or diverted and 
collected for ultimate discharge to 
the sanitary sewer.  

Loading dock areas draining 
directly to the sanitary sewer shall 
be equipped with a spill control 
valve or equivalent device, which 
shall be kept closed during periods 
of operation. 

Provide a roof overhang over the 
loading area or install door skirts 
(cowling) at each bay that enclose 
the end of the trailer. 

  
 



Move loaded and unloaded items 
indoors as soon as possible. 

See Fact Sheet SC-30, “Outdoor 
Loading and Unloading,” in the 
CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 
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 N. Fire Sprinkler Test 
Water 

   Provide a means to drain fire 
sprinkler test water to the sanitary 
sewer. 

 See the note in Fact Sheet SC-41, 
“Building and Grounds Maintenance,” 
in the CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 

 
 
 

 
 
 
 
 
 
 

O. Miscellaneous Drain 
or Wash Water or Other 
Sources 

Boiler drain lines 

Condensate drain lines 

Rooftop equipment 

Drainage sumps 

Roofing, gutters, and 
trim. 

Other sources 

  
 
 
 


 
 
 
 


 
 
 

 

 
 

 
 



Boiler drain lines shall be directly 
or indirectly connected to the 
sanitary sewer system and may not 
discharge to the storm drain 
system. 

Condensate drain lines may 
discharge to landscaped areas if the 
flow is small enough that runoff 
will not occur. Condensate drain 
lines may not discharge to the 
storm drain system. 

Rooftop equipment with potential 
to produce pollutants shall be 
roofed and/or have secondary 
containment. 

Any drainage sumps on-site shall 
feature a sediment sump to reduce 
the quantity of sediment in 
pumped water. 

Avoid roofing, gutters, and trim 
made of copper or other 
unprotected metals that may leach 
into runoff. 

Include controls for other sources 
as specified by local reviewer. 
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 P. Plazas, sidewalks, 
and parking lots. 

     Sweep plazas, sidewalks, and parking 
lots regularly to prevent accumulation 
of litter and debris. Collect debris from 
pressure washing to prevent entry into 
the storm drain system. Collect 
washwater containing any cleaning 
agent or degreaser and discharge to 
the sanitary sewer not to a storm drain.  
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ǸPNO4Kp4QPOO4IJNT4KTP4OrLǸP4sHQP44WXYZ[t
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RHfHINQ4pQKKR4sNaO4Hp4HI4HO4TKI4SKHR4NO4RPOm̀H|PR4|PQKhj4
:JP4|NOPsNa4OJKhT4mKsaQHPO4hHIJ453A<}O4|NOPsNa4
NmmL̀Nmg4OINTRǸRO
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